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Abstract

We focus on developing a computationally e�cient �nite element method for interface

problems. Finite element methods are severely constrained in their ability to resolve

interfaces. Many of these limitations stem from their inability in independently

representing interface geometry from the underlying discretization. We propose an

approach that facilitates such an independent representation byembedding interfaces

in the underlying �nite element mesh. This embedding, however, raises stability

concerns for existing algorithms used to enforce interfacial kinematic constraints. To

address these stability concerns, we develop robust methods to enforce interfacial

kinematics over embedded interafces.

We begin by examining embedded Dirichlet problems { a simpler class of embed-

ded constraints. We develop both stable methods, based on Lagrange multipliers,

and stabilized methods, based on Nitsche's approach, for enforcing Dirichlet con-

straints over three-dimensional embedded surfaces and compare and contrast their

performance. We then extend these methods to enforce perfectly-tied kinematics for

elastodynamics with explicit time integration. In particular, we examine the coupled

aspects of spatial and temporal stability for Nitsche's approach.We address the

incompatibility of Nitsche's method for explicit time integration by (a) proposing a

modi�ed weighted stress variational form, and (b) proposing a novel mass-lumping

procedure.

We revisit Nitsche's method and inspect the e�ect of this modi�ed variational
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form on the interfacial quantities of interest. We establish that the performance

of this method, with respect to recovery of interfacial quantities, is governed sig-

ni�cantly by the choice for the various method parametersviz. stabilization and

weighting. We establish a relationship between these parameters and propose an op-

timal choice for the weighting. We further extend this approach tohandle non-linear,

frictional sliding constraints at the interface. The naturally non-symmetric nature of

these problems motivates us to omit the symmetry term arising in Nitsche's method.

We contrast the performance of the proposed approach with themore commonly used

penalty method. Through several numerical examples, we show that with the pro-

posed choice of weighting and stabilization parameters, Nitsche's method achieves the

right balance between accurate constraint enforcement and 
uxrecovery - a balance

hard to achieve with existing methods. Finally, we extend the proposed approach

to intersecting interfaces and conduct numerical studies on problems with junctions

and complex topologies.
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Introduction

1.1 Motivation

Interfaces and defects play a dominant role in governing the response of many physical

problems. From length-scales spanning micro and nano dimensions { where hetero-

geneities give rise to material interfaces, to length-scales spanning several kilometers

{ where interfaces arise as fault networks in geological systems, the resolution of inter-

facial mechanics is critical to understanding the physical behaviorof these systems.

With the advent of modern computing power, computer simulations potentially o�er

a means for investigating increasingly complex and realistic physical behavior in the

presence of these interfaces. However, continuum modeling approaches in many of

these areas are still in their infancy due, in part, to the lack of solvers that could

e�ciently resolve interfacial features.

In this work, we develop numerical techniques that facilitate thesecontinuum

approaches in a cost-e�cient and accurate manner. In the rest of this chapter, we

place this work in a broader context by discussing the various application areas

where interfaces signi�cantly in
uence the physical response of the material systems.

We then discuss the associated modeling challenges with these interface problems in
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computational mechanics and the strategies explored in this work for addressing the

said challenges.

1.1.1 Computational micro-mechanics

In many engineering applications, there is an increasing need for advanced materi-

als. For instance, the microelectronic device industry is characterized by its constant

need for miniaturization and requires materials with properties far beyond the scope

of traditional materials (Rooney et al., 2000). Similarly, in the aviationindustry,

advanced composite materials, with much larger impact and �re resistance are being

considered to design the fans of aircraft engines (see Coroneos,2012). Naturally

then, in recent years, material science has placed much emphasis on developing new

materials or a combination of existing materials with desired characteristic proper-

ties. Many important mechanical properties such as ultimate strength and ductility

of materials depend on their microstructure. The key challenge then lies in deter-

mining an optimal microstructure for these materials so that we canmaximize the

performance of the material for a given set of properties. Also, from an engineer-

ing design perspective, it is imperative that we understand these non-traditional

materials well and are able to predict their response with some con�dence.

Figure 1.1 { Illustration of representative length scales for multi-scale analysis. Figure
reproduced from Zohdi and Wriggers (2005)
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Numerical simulations exhibit great potential in helping us answer some of these

questions which are at the intersection of applied mechanics, materials science and

solid-state physics. These simulations could not only help us in designing future ex-

perimental programs but also provide a virtual environment to conduct experiments

hard to replicate in a physical setting. To a large extent, however,numerical mod-

eling in materials science continues to be driven by molecular dynamics simulations.

Even with the vast increase in the computing capabilities, the computationally in-

tensive nature of atomistic simulations means that we are still unableto reproduce

laboratory conditions in these simulations.

To overcome these limitations, there is an increasing trend of using molecular dy-

namics simulations in conjunction with continuum modeling approachesin a multi-

scale framework. The basic premise of such a multi-scale approach isto �rst obtain

the parameters governing the constitutive behavior from molecular-dynamics simu-

lations and then hierarchically investigate the physical behavior at an intermediate

length scale, called the meso-scale, where the continuum theories are still valid (see

Figure 1.1 for a schematic). Finally information is transferred across to a higher

length scale of relevance to the engineering design community. However, to put

these multi-scale approaches in practice, we need a numerical method that can ef-

�ciently resolve the large heterogeneities and the grain boundary e�ects that arise

at the meso-scale. Unfortunately, many existing methods are limited in their capa-

bilities for handling such problems. Some of the limitations of traditional numerical

approaches for interface problems are discussed in Section 1.2.

1.1.2 Computational geosciences

Unconventional energy sources such as geothermal energy areincreasingly being ex-

plored with an eye towards decreasing our dependence on fossil fuels (Tester et al.,

2006). Geothermal energy refers to the thermal energy stored in earth's crust that

3



results primarily from radioactive decay of minerals at the core of the earth. This

energy is stored both in the 
uid that permeates the natural fractures in the earth's

sub-surface as well as the constituent rock. Given the economic constraints, the

feasibility of these geothermal reservoirs can only be determined by evaluating the

recoverable fraction of this energy. Many well-known feasibility studies (see Sanyal

and Butler, 2005) conclude that fractured rock volume, fracture spacing and fracture

surface area are key parameters in
uencing the energy recovery process. We could

then signi�cantly improve the recovery process by engineering an optimal network of

fractures that maximizes energy extraction. In addition, even conventional sources

of energy rely heavily on arti�cially created fracture networks fore�cient capturing

of shale gas (Curtis, 2002).

Faults and fractures also arise in many other areas of geo-mechanics. The geologi-

cal restoration process is increasingly using geomechanics based modeling techniques

to predict the spatial and temporal evolution of reservoir deformation (Durand-Riard

et al., 2010). Much emphasis is also being placed on incorporating faulttopology in

great detail for seismic hazard characterization (Bhat et al., 2007). A computational

framework that allows these investigations in quick time will go a long way in helping

us realize these objectives and meeting our energy requirements.

1.2 Computational challenges

Though seemingly very di�erent, the above problems are uni�ed by the computa-

tional challenges they face. A common thread that ties together all the areas listed

above is the presence of interfaces. Interfaces pose many challenges to the traditional

�nite element methods. From a modeling perspective, interfaces often represent sur-

faces of discontinuities. Traditional �nite element methods necessitate the �nite

element mesh to align with these surfaces of discontinuities in order to recover opti-

mal rates of convergence. This is not necessarily surprising considering that shape
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functions used to interpolate the solution are continuous within an element.

(a) Polycrystalline geometry (b) Fracture networks

(c) Fault networks

Figure 1.2 { Illustration of interfaces in geosciences and materials science. Figure
on the top left (a) shows a scanning electron micrograph of a polycrystalline specimen
while that on the top right (b) shows natural fracture networ ks that exist in fractured
rock in the sub-surface. The bottom image shows the various fault networks that exist
in southern California. Figures (a), (b) and (c) are reproduced from Meyers et al.
(2006), Gudmundsson et al. (2001) and Plesch et al. (2007) respectively.

However, generating these �nite element meshes that conform toall the inter-

facial features that arise in the physical problem being investigated is often not

straightforward. To appreciate this further, consider the examples shown in Figure

1.2. In Figure 1.2(a), we show a scanning electron micrograph of a polycrystalline

metal. Clearly, the polycrystalline microstructure shown here is very challenging

to grid explicitly. In addition, to characterize the randomness inherent to a mi-
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crostructure, computations need to be performed on several di�erent microstructural

realizations. Generating a conforming mesh for every realization makes such com-

putations prohibitively expensive. Moreover, these conforming grids also result in

several poor quality elements which need further treatment before being used in a

�nite element computation. For explicit dynamics simulations, required for investi-

gating high strain-rate behavior such as blast/impact loading, these small elements

worsen the temporal stability to an extent that these computations are no longer

tractable. On the other hand, using a non-conforming grid resultsin poor accuracy

and convergence rates. These issues are detailed further in Li and Zabaras (2009)

Virtually identical numerical issues also surface in computational geo-mechanics.

In Figure 1.2(c), the various fault networks that arise in the southern California

region are presented. Clearly, for reasons discussed above, �nite element simulations

studying fault rupture and motion of tectonic plates would require the generation of

�nite element meshes which match the fault topology. Similarly, the representation of

fracture networks, both naturally existing and arti�cially generated, in applications

for harnessing geothermal energy and conventional shale gas capture would also

require complicated meshing procedures. Additionally, as these fracture networks

evolve, there would be a need to continually remesh the domain. To avoid these

challenges, many of these simulations either make simplifying assumptions on the

topology or smear the fracture surfaces. However, as discussed in Bhat et al. (2007)

and Marshall et al. (2008), these simplifying assumptions are likely toyield inaccurate

results.

Moreover, even in the presence of explicitly gridded geometries, enforcing sti�

kinematic constraints that arise when investigating frictional slidingalong interfaces

is a non-trivial challenge. Warner and Molinari (2006) describe the numerical chal-

lenges associated with exploring contact between grains and propose the use of an

explicit multi-body contact algorithm. Further, Espinosa and Zavattieri (2003) illus-
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trated the numerical instabilities that result from a poorly chosen initial slope for a

phenomenological cohesive law in an interface-element based cohesive-zone formula-

tion.

1.3 Thesis objectives and overview

The broader goal of this work is to develop a �nite element method that alleviates

meshing constraints and allows investigation of interfacial e�ects by embedding in-

terfaces within a background mesh. We facilitate this embedding by enriching the

standard �nite element basis functions in the vicinity of the interface as described

in the partition of unity framework (Babu�ska and Melenk, 1997; Mo•es et al., 1999).

In other words, interface topology is represented independentlyof the �nite element

mesh. A schematic of the proposed approach is shown in Figure 1.3.

The particular contribution of this work is in addressing the stability issues that

arise for these methods while enforcing sti� kinematic constraints over these embed-

ded interfaces. We develop stable and stabilized variational methods that e�ciently

enforce these constraints while preserving the integrity of interfacial 
uxes. The sta-

ble Lagrange multiplier approach builds on the vital vertex method ofB�echet et al.

(2009) and the stabilized approach is an extension of Nitsche's method (Nitsche,

1971). We develop these methods to investigate both quasi-staticand transient

problems in elasticity. We also extend the stabilized methods to investigate fric-

tional sliding over these embedded interfaces.

The outline of the thesis is as follows. We begin by developing methods to enforce

embedded Dirichlet constraints in Chapter 2. These embedded Dirichlet problems

are a convenient pre-cursor to the more di�cult task of enforcinginterfacial con-

straints. They preserve the stability challenges that arise for these mixed methods

but signi�cantly simplify notational complexity. We then extend the developed meth-

ods to enforce perfect continuity constraints across interfaces in a transient regime in
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=
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Figure 1.3 { Schematic of the proposed methodology. Interface topology given by (a)
is superimposed over an independently constructed �nite element mesh (b) to result
in the embedded interface method proposed here.

Chapter 3. In particular, we establish the relationship between spatial and temporal

stability for explicit dynamics problems. We propose a modi�cation to Nitsche's

method as well as a mass-lumping procedure that allows explicit time-stepping for

constrained interface problems. We then return to quasi-static problems and look

back on the e�ect of the proposed modi�cation to Nitsche's methodon the interfacial

quantities of interest in Chapter 4. We further adapt the Nitsche stabilized method

to enforce non-linear frictional sliding constraints in Chapter 5. Finally, in Chapter

6, we extend this method to domains with multiple intersecting interfaces within an

element. In Chapter 7, we provide concluding remarks and commenton the future

directions for this work.
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2

Imposing Dirichlet Constraints Over Embedded
Surfaces

2.1 Introduction

This Chapter focuses on weak methods for enforcing Dirichlet constraints on em-

bedded surfaces. These embedded Dirichlet problems arise frequently while model-

ing processes such as solidi�cation which involve a moving front (see Chessa et al.

(2002) and references therein). Often, Dirichlet constraints need to be enforced on

this evolving front. In addition, the front velocity is governed by the 
ux across

this evolving interface. So a robust method to model these problems would not only

require enforcement of Dirichlet constraints with good accuracy but also an accurate

recovery of the interfacial 
ux. Also, as discussed previously, these problems are a

convenient pre-cursor to the more challenging case of enforcing sti� interfacial kine-

matic constraints such as those arising in perfect and sliding contact where stability

in the interfacial traction �eld is again essential. With these issues in mind, in this

Chapter, we investigate variational strategies for constraint enforcement on embed-

ded Dirchlet boundaries that ensure good accuracy in both the primary variable and
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the gradient.

While enforcing such Dirichlet constraints can be accomplished in a straightfor-

ward manner through collocation approaches for aligned meshes, these approaches

are no longer available for embedded interfaces. This is primarily because the ap-

proximation for elements intersected by interfaces is constructed with shape func-

tions that only reside in the physical part of these elements. Consequently, the shape

functions no longer satisfy the Kronecker-delta property and render the collocation

techniques inadequate. Most approaches to date have focused on weakly imposing

Dirichlet conditions, such as in the early work by Dolbow et al. (2001) and Belytschko

et al. (2003) using Lagrange multipliers. Ji and Dolbow (2004) subsequently showed

that the most convenient choice of Lagrange multiplier basis triggered instabilities.

Traction oscillations for sti� cohesive laws on embedded surfaces was also reported

by Simone (2004).

For moving boundary problems, a signi�cant amount of work has alsobeen done

in the immersed boundary communities that is related to the issues ofconcern here,

but that has largely developed independently. In particular, the Ghost Fluid Method

of Fedkiw et al. (1999), the Immersed Interface Method of Leveque and Li (1994)

and the Immersed Boundary Methods of Peskin (2002) are some ofthe most popular

�nite-di�erence based approaches. These methods were developed for applications

ranging from modeling multi-component 
ows to 
uid-structure interaction and al-

lowed for interfaces to be embedded in the background grid. In their classical forms,

however, these methods are reported to be only �rst order accurate in the vicinity

of the interface. Additionally, these methods are also, in general, known to return

poor approximations to gradients at the interface. Recent extensions of Bedrossian

et al. (2010) address these shortcomings to some extent.

The stability issues experienced by �nite element methods with embedded in-

terfaces can be traced back to the theory of saddle point problems in mixed �nite
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element methods. In the �nite-element community, the stability of mixed variational

problems is explained by the classical results of Babu�ska (1973) and Brezzi (1974).

In essence, these results prove that stability can only be ensuredif the interpolating

spaces for the primary variable and the multiplier satisfy the inf-supcondition. In

practice, Pitk•aranta (see Pitk•aranta, 1979, 1980, 1981) proved that this severely re-

stricts the choice of approximating spaces for the multiplier �eld andoften rules out

the most-convenient choice of the multiplier basis.

Mixed formulations that are unstable have classically been resolved using one of

two approaches: developing stable and stabilized methods. Stable methods seek to

develop elements where the interpolating spaces for the bulk �eld and the multipli-

ers satisfy the inf-sup condition by construction. Stabilized methods, on the other

hand, consider elements that violate the inf-sup condition by construction and add

stabilizing terms to restore stability. Early work on stabilized Lagrange multipliers

on �tted surfaces was performed by Barbosa and Hughes (1991).

With respect to constraints on embedded interfaces, perhaps some of the earliest

work using Lagrange multipliers to enforce constraints on embedded surfaces with

�nite elements was the �ctitious domain method introduced by Glowinski et al.

(1994). Recently, both stable and stabilized approaches have been examined for

embedded interfaces. Mo•es et al. (2006) developed a stable Lagrange multiplier

method by algorithmically coarsening the multiplier space and using a piecewise

linear interpolation over this coarsened space. The use of a separate, coarse interfacial

mesh to discretize the multiplier in a mortar-like approach was proposed by Kim

et al. (2007). Both of these approaches e�ectively coarsen the discretization of the

multiplier with respect to the bulk mesh. However neither is particularly convenient

to extend to three-dimensional problems. Gerstenberger and Wall (2010) developed

an alternative mixed approach in 3D where the constraining Lagrange multiplier

represented the stress �eld as opposed to the interfacial traction of traditional mixed
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formulations. While the developed method performed well for the chosen numerical

examples, the mathematical basis for the stability of this approachis still being

developed. More recently, B�echet et al. (2009) developed an e�cient algorithm to

e�ect a coarsening of the multiplier space. They also proposed the use of the trace of

the bulk-shape functions as a basis for the multipliers. Both the proposed coarsening

and the choice of basis are particularly attractive as opposed to previously developed

methods because they can be readily extended to three-dimensional problems.

Stabilized approaches have largely relied on Nitsche's method(Nitsche, 1971),

such as the work of Hansbo and Hansbo (2002) and Dolbow and Harari (2009).

More recently, Burman and Hansbo (2010) developed a stabilized Lagrange mul-

tiplier method for �ctitious domains using cut elements. Codina and co-workers

examined various stabilized methods (including Nitsche's) for imposingDirichlet

boundary conditions in immersed boundary methods (see Codina andBaiges, 2009;

Baiges et al., 2012). However, all of the aforementioned studies were limited to

two-dimensional problems.

Recent work by Lew and Buscaglia (2008) (see also Rangarajan et al., 2009) de-

veloped an immersed boundary method for three-dimensional problems by replacing

intersected elements with a layer of discontinuous-Galerkin elements. It is noteworthy

that many of these stabilized approaches involve a mesh-dependent free-parameter

that controls the stability of the method. Also, for interface orientations that result

in arbitrarily small element con�gurations, problems associated withthe conditioning

of the discrete system of equations are also quite common.

In this Chapter, we extend the works of B�echet et al. (2009) andDolbow and

Harari (2009) to three-dimensional problems. In principle, both the stable method of

B�echet et al. (2009) and the stabilized method of Dolbow and Harari (2009) readily

extend to three-dimensional problems, but no convergence studies had been pub-

lished prior to this work. While the stabilized methods are relatively straightforward
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to extend to three dimensions, stable Lagrange multiplier methods based on the vital

vertex method of B�echet et al. (2009) are more complex. We provide essential algo-

rithmic and implementational details for the vital vertex method in three dimensions

and introduce a new discontinuous basis for the corresponding Lagrange multiplier

on the embedded surface.

This Chapter is outlined as follows. In the next Section, we describe the model

problem and variational formulations for the Lagrange multiplier andNitsche-based

approaches. Section 2.3 introduces the discretized forms and discusses their numer-

ical implementation. Particular emphasis is placed on the newly proposed basis for

the Lagrange multiplier in three dimensions. We then present the results of several

benchmark problems for three-dimensional embedded surfaces inSection 2.4. A dis-

cussion of the results follows in Section 2.5, followed by a summary andconcluding

remarks.

2.2 Model Problem and Variational Formulation

As a model problem, we consider an idealized di�usion problem de�ned on 
, a

bounded domain ofR3, that is partitioned into two domains, 
 1 and 
 2, by an em-

bedded surface �� , as depicted in Figure 2.1(a). Both 
1 and 
 2 contain a homoge-

neous and an isotropic material and have unitary and null conductivity respectively,

thus leading to an idealized one-sided problem. The unit normaln to � � is chosen

to point outward of 
 1. We write u for the primal variable of this problem in 
 1.

It can be seen as representing the hydraulic head or temperatureif 
ow in porous

media or thermal problems were studied, respectively.

Dirichlet boundary conditions are applied such thatu = u0 on the embedded

surface � � , and such that u = �u on � D , a portion of the outer surface, �, of 
. The

complementary part of � is 
ux-free. The primal variable u is de�ned in U and its
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Figure 2.1 { The domain 
 is divided in two sub-domains, 
 1 and 
 2, by an embedded
surface � � . It is later discretized with a mesh which does not conform with the surface
resulting in the two discretized sub-domains 
 1h and 
 2h . The embedded discretized
surface � � h is de�ned by the zero-level set of an approximate signed distance function
to � � .

variation �u is an element ofU0:

U =
�

u 2 H 1(
), u = �u on � D

	

U0 =
�

u 2 H 1(
), u = 0 on � D

	

The potential energy of such a system subjected to a body force�f can be con-

structed by subtracting the work done by the body force from the internal potential

energy of the system �int :

�( u) = � int (u) � � ext (u) =
1
2

Z




r u � r u d
 �
Z




�fu d
 (2.1)

From a variational perspective, the solutionu minimizes this potential energy under

the speci�ed Dirichlet constraints. Clearly, the de�nitions of the solution space

and its variations account for the Dirichlet constraint on the external boundary.

Therefore, we emphasize on the ways to treat the constraint on the embedded surface

� � .
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2.2.1 Variational Methods for Constraint Enforcement

The problem described above can be seen as a constrained minimization problem

where we seek to minimize the potential energy of the system subject to the con-

straint on the embedded surface. A standard way to transform such a constrained

minimization problem into an unconstrained one is through the use of Lagrange mul-

tipliers. In order to enforce the constraint, the Lagrangian of the system,L , may

be built by adding the work of the Lagrange mulipliers,� in L = H � 1=2(� � ), to the

potential energy of the system:

L (u; � ) = �( u) +
Z

� �

� (u � u0) d� (2.2)

The stationarity of L yields a dual variational formulation: for all (�u; �� ) 2 U0 � L ,

�nd ( u; � ) 2 U � L, such that:

� L =
Z




r �u � r u d
 �
Z




�u �f d
 +
Z

� �

�u � d� +
Z

� �

�� (u � u0) d� = 0 (2.3)

Standard arguments regarding the arbitrariness of�u and �� result in the well

known mixed system of equations. When discretizing (2.3), it is well-established (see

Babu�ska, 1973; Brezzi, 1974) thatu and � cannot be approximated independently.

In order for the discretized form to remain stable, the choice of interpolation for both

the primal and the dual variables has to satisfy the inf-sup condition.

2.2.2 Augmented Lagrangian and Nitsche's method

An alternative way to circumvent the stability issues in a Lagrange multiplier method

applied to a constrained minimization problem is to stabilize the multiplier with a

penalty term. An augmented Lagrangian formulation follows from adding this new
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term to the initial Lagrangian of the system:

L aug(u; � ) = �( u) +
Z

� �

� (u � u0) d� +
Z

� �

�
2

(u � u0)2 d� (2.4)

The free parameter� can be seen as a stabilization parameter which unlike a

penalty parameter of the classical penalty methods is not requiredto tend to a

very large value in order to asymptotically enforce the Dirichlet constraint. The

stationarity of L aug leads to the dual variational form: for all (�u; �� ) 2 U0 � L , �nd

(u; � ) 2 U � L, such that:

� L aug = � � +
Z

� �

�u (� + � (u � u0)) d� +
Z

� �

�� (u � u0) d� = 0 (2.5)

As pointed out in Wriggers and Zavarise (2008) in the case of frictionless contact,

Nitsche's variational form can be related to the augmented Lagrangian one. On

sequentially using integration by parts and Green's theorem on the �rst variation

of � int and then grouping together the terms on the boundary, one obtains: for all

(�u; �� ) 2 U0 � L :

Z

� �

�u (r u � n + � + � (u � u0)) d� +
Z

� �

�� (u � u0) d� = 0 (2.6)

On using the arguments related to the arbitrariness of�u and �� in (2.6), we ensure

the satisfaction of the Dirichlet condition u = u0 on � � as well as the equivalence

between the multiplier and the 
ux on the interface such that� = �r u � n.

Now if we use this equivalence and simply replace the Lagrange multiplierwith

the negative of the 
ux in the augmented Lagrangian potential (2.5), we obtain the

potential function originally proposed by Nitsche:

� Nit (u) = �( u) �
Z

� �

(u � u0)r u � n d� +
Z

� �

�
2

(u � u0)2 d� (2.7)
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The stationarity of � Nit leads to a one-�eld symmetric variational formulation:

for all �u 2 U0, �nd u 2 U, such that:

� � Nit = � � �
Z

� �

�u r u � n d� �
Z

� �

(u � u0)r �u � n d� +
Z

� �

�u � (u � u0) d� = 0 (2.8)

2.3 Discretization and Implementation

In this section, we describe both the discretization and the implementation of Nitsche's

method and the stable Lagrange multplier method based on the vitalvertex algo-

rithm. We �rst deal with the discretization of the bulk �eld that is use d for both

methods. We then focus on the details regarding the implementational aspects for

each of them separately.

2.3.1 Discretization of the bulk �eld

The domain 
 is discretized using standard non-overlapping linear tetrahedra and

the surface �� is embedded in the resulting mesh as shown in the Figure 2.1(b). The

embedded surface is located by the zero level-set of (x) which speci�es a signed

distance to the surface from any nodal positionx (see Osher and Fedkiw, 2002). If

the value of the level-set is positive at a node, this node is inside 
1, otherwise it

belongs to 
 2 (see Figure 2.2(a)). To capture the local nature of the solution in

the vicinity of the interface, we modify the kinematics of cut elements. Following

the partition of unity method proposed in Babu�ska and Melenk (1997), the shape

functions, ~N , are computed as the product of the standard Finite Element shape

functions, N , multiplied by a characteristic function H (x):

H (x) =
�

1 if x 2 
 1

0 otherwise
(2.9)

This technique, referred in the literature as eXtended Finite Element method, X-

FEM (see Mo•es et al., 1999; Dolbow et al., 2000; Hansbo and Hansbo, 2002), allows
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for the representation of elements partially �lled with matter as described in Fig-

ure 2.2(b).

We introduce � � h as the discretized embedded surface. This surface is constructed

in the following manner. First, we calculate the signed distance function  at each of

the nodes in the mesh, and gather them in an array 	. Then, an approximate signed

distance function is constructed with the same shape functions ofthe background

mesh via

 �  h = N T 	 : (2.10)

The discretized surface �� h is then given by the zero-level set of h. With linear

tetrahedra, this process yields a piecewise-planar approximation of � � resulting in

either triangular (see Figure 2.2(c)) or quadrilateral surfaces ��
e in each element.

Note that only degrees of freedom associated with elements cut bythe embedded

�

+

+

+

(a) Level-set (b) Partial tetrahedron T �
e (c) Surface element ��e

Figure 2.2 { Representation of partial elements using X-FEM. The black squares are
the nodes of the bulk mesh and the blue circles are the vertices of the mesh of the
surface.

surface are a�ected by the Heaviside function. Note as well that,for a one-sided

problem, the degrees of freedom belonging to elements which are completely in the

void phase (
 2) { are not accounted for in the assembly procedure.
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2.3.2 Implementation of Nitsche's method

This subsection is devoted to the implementation of Nitsche's variational form (2.8).

To that end, we introduce the following discretized approximations of the primal

variable and its variation respectively:

u � uh = ~N T U �u � �u h = ~N T W (2.11)

whereU and W are the vectors of nodal values of the primal variable and its variation

respectively. The gradient of the modi�ed shape function~N is denoted by ~B.

The three terms of the sti�ness matrix

Introducing the aforementioned approximations (2.11) in Nitsche'svariational form

(2.8) yields the following matrix system:

(K b � K n + K s)U = f b � f n + f s (2.12)

where K b, K n and K s are the bulk contribution, the 
ux contribution and the sta-

bilization contribution to the global sti�ness matrix:

K b =
Z


 h

~B ~B T d
 (2.13)

K n =
Z

� � h

~N nT ~B T d� +
Z

� � h

~Bn ~N T d� (2.14)

K s =
Z

� � h

~N� ~N T d� (2.15)
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and f b, f n and f s are the bulk contribution, the 
ux contribution and the stabilization

contribution to the right side of the system:

f b =
Z


 h

~N �f d
 (2.16)

f n =
Z

� � h

~Bnu0 d� (2.17)

f s =
Z

� � h

~N� ~N T d� (2.18)

Choice of the stabilization parameter

The choice of stabilization parameter is important for two reasons.Firstly, in order

to solve (2.12) using the large amount of e�ective solvers designed for symmetric

positive de�nite systems, such as preconditioned conjugate gradient, the stabiliza-

tion parameter needs to be large enough to ensure the coercivity of the bilinear form.

More importantly, coercivity of the bilinear form allows us to use Lax-Milgram type

arguments to establish existence, uniqueness and convergence.For the model prob-

lem considered, the discretized bilinear form is given by:

a(uh; vh) =
Z


 h

r vh � r uh d
 �
Z

� � h

vh r uh � n d� �
Z

� � h

uh r vh � n d� + �
Z

� � h

vh uh d�

(2.19)

We can now establish a lower bound on the parameter� by �nding the smallest

convenient choice that ensures coercivity ofa(vh; vh) for all vh 2 Uh
0, where Uh

0 is

a �nite dimensional approximation to U0. We introduce, for all vh 2 H 1(
 h) and

D a subset of 
h , the energy seminormjjvh jjE;D , the L2 norm jjvhjj L 2 ;D and, for all
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t 2 H � 1=2(� �
h), the duality pairing hvh; ti on � �

h as:

jjvh jj 2
E;D =

Z

D

r vh � r vh dD; jjvh jj 2
L 2 ;D =

Z

D

vh vh dD; hvh; ti =
Z

� � h

vh t d� :

(2.20)

Following Dolbow and Harari (2009), there exists a con�guration-dependent pos-

itive constant C1 such that the following inequality holds:

jjr vh � njj L 2 ;� � h � C1jj vh jjE; 
 h (2.21)

By applying the Cauchy-Schwarz inequality tohvh; r vh � ni in the expression of

a(vh; vh) and employing the previous inequality (2.21), it follows that:

a(vh; vh) � jj vh jj 2
E; 
 h � 2C1jj vh jj L 2 ;� � h jj vhjjE; 
 h + � jjvh jj 2

L 2 ;� � h

�
�
jj vh jjE; 
 h � C1jj vh jj L 2;� � h

� 2
+ ( � � C2

1)jj vh jj 2
L 2 ;� � h

(2.22)

Although C1 may be computed globally (see Griebel and Alexander, 2002; Sanders

et al., 2009), for problems with evolving interfaces this necessitates the solution of

a large eigenvalue problem at every time step and thus adds signi�cantly to the

computational expense.

A more e�cient approach as advocated in Dolbow and Harari (2009)is to choose

a stabilization parameter � e in each partial elementT �
e greater than a constant

Ce
1 computed in each of these elements according to (2.21). For linear tetrahedral

elements, 
uxes are constant in each element, thus leading to the following equalities:

jjr vh � njj 2
L 2 ;� �

e
= meas(� �

e)jr vh � nj2 (2.23)

jjvh jj 2
E;T �

e
= meas(T �

e )jjr vh jj 2 (2.24)

Hence,Ce
1 can be given a lower bound in terms of the physical volume of the partial

tetrahedron T �
e and the area of the embedded surface ��

e, depicted in Figure 2.2(c),

as jr vh � nj2 � jjr vh jj 2:

� e � Ce2
1 �

meas(� �
e)

meas(T �
e )

(2.25)
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We thus obtain a simple algebraic expression for the stabilization parameter. For

the current study, � e is chosen as 2Ce2
1 . The factor of 2 is chosen to obtain good

performance in computations and is based on previous numerical experience and

parametric studies (Embar et al., 2010). For higher order elements, we no longer

have a piecewise constant 
ux in each element so analytical expressions akin to

(2.25) for Ce
1 cannot be obtained. However, we can estimate lower bounds forCe

1

through a series of local eigenvalue problems.

Remark : Clearly, from (2.25), as meas(T �
e ) ! 0, the stabilization parameter be-

comes unbounded. Similar issues were reported by Lew and Negri (2011) where they

showed sub-optimal convergence behavior for pathological cases. While we did not

encounter sub-optimal convergence behavior inL2 or H1 norms in any of the numer-

ical examples reported in Section 2.4, we did see a poor approximationto the 
ux

in the L1 norm. We will discuss this issue further in Section 2.4. For the sake of

robustness, techniques which snap the surface to a vertex whenit is too close (as in

Lew and Buscaglia, 2008) or employ other tolerancing schemes as in Embar et al.

(2010) are useful for such cases.

Estimation of the 
ux with domain integrals

Fluxes may be directly evaluated on the embedded surface by multiplying the nodal

values of the bulk �eld by ~B, the gradient of the shape functions. However, such

a method could yield inaccurate results (Mourad et al., 2007; Dolbow and Franca,

2008). We brie
y recall here an alternative method using domain integrals introduced

in Ji and Dolbow (2004) as a generalization of the work originally proposed in Carey

et al. (1985). By projecting the local equilibrium of the Poisson's problem on any
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test function v 2 U0 and by using integration by parts, it holds that:

Z

� �

v r u � n d� =
Z




r v � r u d
 �
Z




v �f d
 (2.26)

We write � h for the discrete approximation of the 
ux on the embedded surface and

� the vector at each bulk node I of elements cut by the embedded surface:

r u � n � � h = ~N T � : (2.27)

� h may be interpolated by any given shape functions de�ned on this setof nodes.

We choose the most convenient one: the readily available bulk shape functions ~N

The discretized form of (2.26) can be expressed in terms of the bulkcontribution

to the sti�ness matrix and the right side, the primal variable and an integral of the

outer product of the bulk shape functions on the embedded surface:

Z

� � h

~N ~N T d� � = K bU � f b: (2.28)

The resulting matrix has a structure very similar toK s (2.15). In order to simplify

the resolution of the previous system, the matrix of the left term may be lumped.

The resulting diagonal coe�cients may be simpli�ed as the bulk shape functions

form a partition of unity. At each bulk node I of an element cut by the embedded

surface, the 
ux � I can thus be directly evaluated as:

� I =
1

R

� � h

~N I d�
[K bU � f b]I (2.29)

The domain integral method thus comes down to a simple post-treatment of the

bulk quantities in the vicinity of � � . The resulting 
ux is known at the bulk nodes

of the cut elements and may then be interpolated using the bulk shape functions.

It is worth noticing that this method is totally independent from any of the Nitsche

speci�c terms and may also be applied for a Lagrange multiplier method.
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2.3.3 Discretization of the Lagrange multiplier

The �rst step in building a stable Lagrange multiplier basis is to select a subset

of vertices to prevent over-constraining the system. By a vertex, we refer to an

intersection point between the bulk mesh and the embedded surface. We follow

the vital vertex algorithm introduced in B�echet et al. (2009) and then build an

interpolation for the Lagrange multipliers at each of these locations. All of these

interpolating shape functions have to comply with the partition of unity on � � . This

condition may be enforced globally as proposed in B�echet et al. (2009) or locally in

each element as described here.

Free basis of Lagrange multipliers with the vital vertex algorithm

The vital vertex algorithm is a method to coarsen the grid of vertices on the embedded

surface. It relies on graph theory to do so. A vertex graph, distinct from the

interfacial mesh, is built between the vertices and then marched in order to identify

among all of them, a subset of vital vertices.

In order to build the vertex graph, a criterion needs to be given to specify how

vertices are connected with each other. Two vertices are connected in the vertex

graph when each of them belongs to an edge of the bulk mesh that meet at a node

of the bulk mesh. Such a node is referred to as an end-point. In Figure 2.3(a), end-

points are represented as black squares whereas nodes that arenot end-points are

represented as white squares. In the same �gure, one may see that vertices b
 and

g
 are connected according to the aforementioned criterion because they respectively

belong to edges that meet at7 . The vertex graph corresponding to the case depicted

in Figure 2.3(a) is presented in Figure 2.3(b). Algorithm 1 details the pseudo-code

to build the vertex graph.

Once the vertex graph has been built, we need to select a subset ofvertices

and mark them as vital. These vital vertices now represent the vector of unknowns
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Figure 2.3 { Simple example of two superposed cubes, each of them being meshed
by 6 tetrahedra, cut by an embedded surface. Black squares are end-points and white
squares are non-end-points. The circles are the vertices ofthe interfacial mesh, inter-
section of the bulk mesh �� . Blue circles are vital vertices and white ones are non-vital
vertices. The vertex graph is generated with Graphviz (Gansner and North, 2000).

for Lagrange multipliers and are identi�ed by marching the graph andsequentially

testing the following two rules:

Rule 1: Two vital vertices cannot be connected in the vertex graph

Rule 2: Each non-vital vertex is connected to at least one vital vertex.

The �rst rule ensures that the graph-distance between any two vital vertices is

greater than one. The second rule makes sure that this graph-distance is equal to

two or three. Indeed, any vertex can be connected to a non-vital vertex. However,

this non-vital vertex has to be connected to at least one vital vertex according to the

second rule. Therefore, the graph-distance between any two vital vertices is at most

three. A simple way of interpreting these rules is to think of the �rstrule as a criterion

to prevent an over-constraining of the system. At the same time,the second rule
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Algorithm 1 Building the vertex graph

Inputs: ? edge connectivity of the bulk mesh
? list of vertices indexed by the edge they belong to

1. Identify the end-points, bulk nodes that are connected to more than 2 edges
containing a vertex

2. Map vertices to end-points and end-points to vertices
3. Draw the vertex connectivity
for all vertices v do

for all end-pointsep mapped tov do
for all vertices w mapped toep do

link v to w in the vertex graph
end for

end for
end for

ensures that the coarsening does not result in an obviously underconstrained system.

The procedure presented thus far results in several sets of vital vertices, each of

them with a di�erent cardinality. We choose a set of maximum cardinality from all

permissible sets which further ensures that the constraint is implemented well. The

following criteria de�ne a total order on the vertices and enforce that the graph is

only walked once:

Criterion 1: Vertices are sorted according to their number of connections.

Criterion 2: Equally connected vertices are sorted according to their indices.

According to these two criteria, i
 is the smallest vertex, thus the one to start with

and d
 is the biggest one, thus the last one.f
 and g
 are both connected to three

other vertices and in lexicographic orderf
 precedesg
 , thus f
 is smaller than g
 .

For the case depicted in Figure 2.3(a), the vital vertices are represented by blue

circles in Figure 2.3(b). The following pseudo code (see Algorithm 2) sums up the

search procedure of the vital vertex within the vertex graph.
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Algorithm 2 Finding the vital vertices in the vertex graph

1. Compute a lexicographic order for the vertex of the graph according to their
number of connections and their index

2. March the sorted graph and identify the vital vertices
for all vertices v in the sorted vertex graphdo

if v is connected to at least a vital vertexthen
v is not a vital vertex

else
v is a vital vertex

end if
end for

Interpolation of the Lagrange multipliers consistent withthe partition of unity

A shape function has to be built at each vital vertex location for thecorresponding

Lagrange multipliers. In 2D for a straight surface, a straightforward choice is to

use standard hat functions de�ned on the segment joining two neighboring vital

vertices (see Mo•es et al., 2006). However, for more complex surfaces and in 3D, this

technique implies that the embedded surface should be re-meshed keeping only the

vital vertices. Even if a Delaunay algorithm can achieve this triangulation, evaluating

the product of shape functions from the bulk mesh with these hat functions de�ned

on this triangulation is quite challenging considering the non-local support of these

hat functions. An alternative strategy which simpli�es the implementation a great

deal would be to keep the surface mesh as the intersection of the bulk mesh with the

embedded surface and to build the shape functions of the multipliersfrom the bulk

shape functions naturally de�ned on this mesh. The method introduced in B�echet

et al. (2009) thus computes the shape function of the Lagrange multiplier at vital

vertex v, N �
v , as a weighted sum of traces onto the embedded surface, T� � , of bulk

shape functions:

N �
v =

X

n

! v
nT � � ( ~Nn ) (2.30)

The weights,! v
n , should be chosen in order for the shape functions of the Lagrange
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multipliers to satisfy the partition of unity on � � . By enforcing the partition of

unity for all the N �
v at the global level, thus using the fact that the bulk shape

functions form globally a partition of unity, the interfacial shape functions inherit the

smoothness of the bulk shape functions. However such aC0-continuous interpolation

for the Lagrange multipliers is not a convenient choice from an implementational

perspective. Any choice of weights,! v
n , that enforces the partition of unity of the

N � locally in each element, results in a basis of piecewise linear shape functions on

� � . Hence, keeping the computation of the weights,! v
n , at the element level gives

both more latitude in their choice and a more convenient implementation in a �nite

element context without introducing any theoretical inconsistency.

Knowing the support of each Lagrange multiplier shape function is ofprimary

importance in order to compute the local weights,! v
n , only where it is required. To

that end, we introduce the one-ring of a node which consists of all elements that

encompass the considered node in their connectivity list. The support of a Lagrange

multiplier shape function is not restricted to the one-ring of its associated vital vertex

as is usually the case with the �nite element method. Indeed, eachN �
v is de�ned

over the intersection of the embedded surface with the one-ring of the end-points it

is related to. We recall that an end-point is a node of the bulk mesh that meets at

least two edges that have been cut by �� , thus containing a vertex. For instance,

Figure 2.4 shows the support of each of the Lagrange multiplier shape functions

corresponding to the example described in Figure 2.3(a).

When computing the Lagrange multiplier shape functions,N �
v , at the vital vertex

v, in an element � �
e of the interfacial mesh, each weight! v

n is related to the trace

of one of the four shape functions of the cut tetrahedron of thebulk mesh. Each

weight is computed according to the nature of the related bulk node. Bulk nodes

may belong to four di�erent categories. They can either be not an end-point, an

end-point connected tov or an end-point not connected tov. The latter category
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Figure 2.4 { Lagrange multiplier shape functions of the example described in Fig-
ure 2.3(a) are de�ned on the shaded areas which represent their respective support.
The blue circles are the corresponding vital vertices.

encompasses two distinct categories owing to the fact that not allend-points may be

connected to a vital vertex. For instance in Figure 2.3(a), the end-point 4 is not

connected to any vital vertex. We thus introduce the notion of anactive end-point:

an active end-point is connected to at least one vital vertex whereas a non-active

end-point is not connected to any vital vertex. Hence, any node of a bulk element

cut by the embedded surface can either be an active end-point connected to v, an

active end-point not connected tov, a non-active end-point or not an end-point at

all.

The key idea introduced in B�echet et al. (2009) regarding the interpolation of

the Lagrange multipliers with the trace of bulk shape functions is that the shape

function of an active end-point only fully contributes to the Lagrange multiplier

shape functions at the vital vertex it is connected to. Thus, theN �
v , shape functions

of active end-points connected tov are given a unitary weight! v
n whereas other active

end-points are given a null weight. Bulk nodes of a tetrahedrone that are not active

end-points should contribute to all the Lagrange multiplier shape functions that are

de�ned on � �
e. We write ne for the number of Lagrange multiplier shape functions

de�ned over � �
e. In order for the Lagrange multiplier shape functions to form a

partition of unity over � � , a straightforward way to compute the weight related to
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the trace of bulk shape functions of not active end-points is to consider it equal to

1=ne. Hence, in each element of the mesh of the embedded surface, therestriction

of the Lagrange multiplier shape functionN �
v

�
�
� �

e
of the vital vertex v is computed as

the weighted sum of the four bulk shape functions where the local weights ! v,e
n are

computed as follows:

! v,e
n =

8
><

>:

1 if n is connected tov
0 if n is an active end-point not connected tov
1
ne

otherwise
(2.31)

As a means of comparison between the shape functions of the Lagrange multipliers

at vital vertices as introduced in B�echet et al. (2009) and the oneproposed in the

present contribution, we plot both alternatives in Figure 2.5 for theexample depicted

in Figure 2.3(a). In both cases, the shape functions look fairly similarexcept for the

(a) C0-continuous Nb (b) C0-continuous N f (c) C0-continuous N i (d) C0-continuous Nk

(e) Piecewise linearNb (f) Piecewise linearN f (g) Piecewise linearN i (h) Piecewise linearNk

Figure 2.5 { Comparison betweenC0-continuous, as proposed in B�echet et al. (2009),
and piecewise continuous shape functions of the Lagrange multipliers de�ned at vital
vertices for the example problem depicted in Figure 2.3(a).

fact that the shape functions introduced in this work are notC0-continuous over

their support but only piecewiseC0-continuous.

30



It bears emphasis that all the pieces of information required to compute the local

weights for each of the Lagrange multiplier shape functions - namely: active end-

points, non-active end-points andne, the number of shape functions de�ned on each

element � �
e of the embedded surface - may be computed on the 
y while running the

vital vertex algorithm providing added e�ciency and simplicity to this approach.

2.3.4 Implementation of the stable Lagrange multiplier method

In order to discretize the dual variational form (2.3), we introduce the following

approximations of both the Lagrange multipliers and their variationsin terms of the

stable basis functions introduced in the previous subsection:

� � � h = � T N � �� � �� h = LT N � (2.32)

Together with the approximations of the bulk �eld introduced in (2.11), it is straight-

forward to derive the following saddle-point system:

�
K b GT

G 0

� �
U
�

�
=

�
f b

f �

�
(2.33)

whereG and f � are respectively the o�-diagonal and complementary contributionto

both the matrix and the right side:

G =
Z

� � h

N � ~N T d� (2.34)

f � =
Z

� � h

N � u0 d� (2.35)

and K b and f b are respectively the upper diagonal bulk contribution introduced in

(2.13) and the bulk contribution to the right side introduced in (2.16).

Due to the speci�c expression of the shape functions of the Lagrange multipliers,

the standard assembly procedure needs to be modi�ed in order to compute G and
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f � . Algorithm 3 presents a pseudo-code of the strategy we implemented in order

to compute f � . It is straightforward to extend this procedure toG using another

loop on the bulk nodes of elements cut by the embedded surface. InAlgorithm 3,

non-active end-points are being looped over several times for a vital vertex connected

to more than one end-point. Therefore, their weights should be divided by nv, the

number of end-points that are connected to the vital vertexv.

Algorithm 3 Pseudo-code to compute [f � ]v, the vth component off �

[f � ]v = 0
for all end-point ep connected to the vital vertexv do

for all bulk element e in the one-ring ofep do
for all noden of elemente do

if n is not an active end-pointthen

[f � ]v+ =
1
nv

Z

� �
e

! v;e
n T � �

e
( ~Nn )u0 d�

else

[f � ]v+ =
Z

� �
e

! v;e
n T � �

e
( ~Nn )u0 d�

end if
end for

end for
end for

2.4 Numerical Examples

In this section, we present numerical results obtained for several three-dimensional

benchmark problems with Dirichlet constraints on an embedded surface treated with

Nitsche's method and the stable Lagrange multiplier method based onthe vital vertex

algorithm (LMVV).

The main focus of the present numerical study is to investigate therelative per-

formance of the two concurrent methods in approximating the bulkand interfacial

�elds by means of convergence studies. To that end, we use several relative error

norms for the bulk �eld and the 
ux. The accuracy in the bulk �eld is evaluated

using standardL2 and H1 error norms computed in terms of theL2 and energy norm
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introduced in (2.20):

EL 2 (u)j 
 1 =
jjuh � ujj L 2 ;
 1

jjujj L 2;
 1
(2.36)

EH 1 (u)j 
 1 =

 
jjuh � ujj 2

L 2 ;
 1 + jjuh � ujj 2
E; 
 1

jjujj 2
L 2;
 1 + jjujj 2

E; 
 1

! 1
2

(2.37)

The accuracy in the bulk �eld on the boundary as well as the accuracy in the 
ux

are examined using theL2 error norm on the surface:

EL 2 (u)j � � =
jjuh � ujj L 2;� �

jjujj L 2;� �
(2.38)

EL 2 (r u � n)j � � =
jj � h � r u � njj L 2 ;� �

jjr u � njj L 2 ;� �
(2.39)

where � h is an approximation of the 
ux on the embedded surface which can either

be constructed from Lagrange multipliers or evaluated either directly or using the

domain integral method for Nitsche's method. These error norms are computed using

a 4� 4� 4 point Gauss quadrature in the bulk or, on the embedded surface,using a

three-point Gauss quadrature for a triangular surface patch or2 � 2 point Gauss

quadrature for a quadrilateral patch.

For comparison with methods that are not based on a variational principle such

as the �nite di�erence method, we also present results showing convergence in the

maximum nodal error or the sup-norm for both the bulk �eld and the
ux:

E1 (u)j 
 1 = max
x i 2 
 1

�
juh

i � u(x i )j
�

(2.40)

E1 (r u � n)j � � = max
x i 2 � �

�
j� h

i � r u(x i ) � nj
�

(2.41)

Contour plots of the bulk �eld and the 
ux are also provided where illustrative.
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2.4.1 Triple cosine �eld

As a �rst example, we consider the following one-sided problem de�ned in 
 =

(0; 1) � (0; 1) � (0; 1) divided by the embedded surface �� into 
 1 and 
 2 by:

� u = � 2 cos(�x ) cos(�y ) cos(�z ) in 
 1 = f x :  (x) > 0g
u = � cos(�x ) cos(�y ) on � D = f x : z = 1g
u = cos(�x ) cos(�y ) cos(�z � ) on � � = f x :  (x) = 0 g

r u � n = 0 on � N = f x : x = 0j1;y = 0j1; (x) > 0g

(2.42)

The problem has an analytical solution given byu = cos(�x ) cos(�y ) cos(�z ).

Planar embedded surface

To begin with, we consider an arbitrarily chosen planar embedded Dirichlet surface

 (x) = 0 :2x � 0:2y + z + 0:4856. For the convergence study, we report our results

on a sequence of six unstructured meshes. The results of the convergence study are

shown in Figure 2.7. We report optimal rates of convergence for both the methods

in the bulk �eld as well as the 
ux. The errors in the bulk �eld calculated using

Nitsche's method and LMVV are nearly indistinguishable in both theL2 norm as

well as the H1 norm. We thus only show the approximation to the bulk solution

computed with Nitsche's method in Figure 2.6(a). For the 
ux, we report much better

accuracy using Nitsche's method as opposed to LMVV. However, oncomputing the


ux by applying the domain integral smoothening technique to LMVV,we obtain a

much improved accuracy, comparable to Nitsche's method, with thestable Lagrange

multiplier method as well. The approximation to the 
ux calculated usingNitsche's

method and LMVV are shown in Figures 2.6(c) and 2.6(e). Due to the speci�c

feature of the chosen Lagrange multiplier shape functions that have a support larger

than the one-ring of the vertex they are built on, the surface hasbeen remeshed

retaining the vital vertices alone for visualizing the contour plots. The remeshing
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(a) Bulk �eld (b) Bulk �eld

(c) Flux with LMVV (d) Flux with LMVV

(e) Flux with Nitsche (domain inte-
gral)

(f) Flux with Nitsche (domain inte-
gral)

Figure 2.6 { Finite element approximation of the bulk and the 
ux for the triple
cosine problem (2.42) with a planar (left) and a spherical (right) embedded surface.
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Figure 2.7 { Convergence study for the triple cosine problem (2.42) solved on a unit
cubic domain with an embedded planar surface.

has been done only for visualizing the results and bears no signi�cance to the way

we evaluate the 
ux on the interface.

Sensitivity analysis on the position of the surface relative to the bulk mesh

In order to examine the sensitivity of the methods to the relative position of the

surface with respect to the background mesh, we carry out a sensitivity study on

a 16� 16� 16 structured mesh in the same spirit as Dolbow and Franca (2008).In

essence, for a given background mesh, we plot the error inL2 norm for the 
ux as

the surface locationdz is varied with respect to the given background mesh of size

h as exempli�ed in Figure 2.8(a). From the results reported in Figure 2.8(b), we

can see that both domain integral and LMVV exhibit minimal sensitivityto surface

location while direct evaluation is quite sensitive to surface location. As regards to

accuracy, the 
ux obtained using domain integral is clearly more accurate than the


ux calculated from LMVV or direct evaluation.
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Figure 2.8 { Sensitivity analysis for the triple cosine problem. Variation in the 
ux
error as the surface is moved with respect to the background mesh.

Spherical surface

As a next example, we modify the surface geometry in the above considered problem

such that we have an embedded spherical surface de�ned by:

 (x) =
p

(x � 0:5)2 + ( y � 0:5)2 + z2 � 0:81. The results for the convergence study

are shown in Figure 2.9. We again report optimal rates of convergence in the bulk

�eld as well as the 
ux. As with the planar surface, the error plots for Nitsche's

method and LMVV overlap in both the L2 and H1 norms. We choose this time to

show in Figure 2.6(b) the �nite element approximation to the bulk �eld computed

with LMVV. The 
ux on � � is again better approximated with the domain integral

applied to Nitsche's method than for LMVV except for the coarsestbulk mesh in-

vestigated. We approximate the embedded surface �� as a union of all piecewise

planar surface elements ��e. As a result, for a coarse discretization, we get a very

poor approximation for the interface geometry. We suspect the loss in accuracy for

the coarsest case investigated is due to this error introduced whilediscretizing the

embedded surface. When the 
ux is evaluated using the domain integral method
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Figure 2.9 { Convergence study for the triple cosine problem solved on aunit cubic
domain with an embedded spherical surface.

in conjunction with the stable Lagrange multiplier method, the results are almost

identical to those evaluated using domain integral method with Nitsche's method.

Contour plots of the 
ux are shown in Figures 2.6(d) and 2.6(f).

2.4.2 Logarithmic �eld

We next extend the problem modelling a logarithmic �eld considered in Dolbow and

Franca (2008) to a three dimensional case. The problem is de�ned on the domain


 = (0 ; 1) � (0; 1) � (0; 1) divided into two disjoint sets 
 1 and 
 2 by an embedded

surface � � located thanks to the level-set . The exact solution for the bulk variable

is given asu = log r with r , a radial coordinate de�ned with respect to the center of

the �eld xc. u obeys the following equations:

� u = 1=r2 in 
 1 = f x :  (x) > 0g
u = log r on � D

u = log r on � � = f x :  (x) = 0 g
r u � n = 0 on � N

(2.43)
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Figure 2.10 { Convergence study for the logarithmic �eld problem (2.43) solved on
a unit cubic domain with an embedded spherical surface.

Spherical surface

For this �rst example, we consider a spherical surface. The symmetry of the problem

allows us to solve it only in one-eighth of the entire sphere of radiusr0 = 0:41 which

is centered at the origin of the coordinate system as is the logarithmic �eld. The

level-set has thus the simple expression = r � r0. The outer Dirichlet boundary

� D where collocation is employed and the 
ux-free Neumann boundary are de�ned

as follows:

� D = f x : x = 1; y = 1; z = 1g (2.44)

� N = f x : x = 0; y = 0; z = 0;  (x) > 0g (2.45)

The domain is discretized with an unstructured tetrahedral mesh.The results of

the convergence study are shown in Figure 2.10 and we report optimal rates of

convergence in the bulk �eld as well as the 
ux for both the methods. As before,

global errors for the bulk �eld are indistinguishable. Thus, only the contour plot of

the bulk �eld for the stable Lagrange multiplier method is presented inFigure 2.14(a).

For the 
ux, we obtain a much better accuracy on using domain integral method in

conjunction with Nitsche's method than for the other two, the 
ux computed with

39



LMVV being the least accurate. The contour plots of the relative error for the 
ux

for both methods is shown in Figure 2.14(c) and 2.14(e). It is worth noticing that

no clear pattern exists in the contour of the 
ux for LMVV whereasthe error in 
ux

with domain integral is much smoother and smaller.

Figure 2.11 { Geometry of the computational domain (in green) for the logarithmic
�eld problem with an embedded popcorn shaped surface (in blue).

Popcorn shaped surface

As a �nal example, we consider an embedded surface in the form of apopcorn as

de�ned in Chern and Shu (2007) centered as the logarithmic �eld in the middle {

(xc; yc; zc) = (0 :5; 0:5; 0:5) { of the domain 
. The surface geometry is de�ned by

the following modi�ed level-set of a sphere of radiusr0 = 0:25:

 (x) = r � r0 �
k=11X

k=0

4 exp
�

(x � 0:5 � xk)2 + ( y � 0:5 � yk)2 + ( z � 0:5 � zk)2

0:12

�

(2.46)
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where:

(xk ; yk ; zk) =

8
>><

>>:

r0=
p

5 (2 cos (2k�= 5) ; 2 sin (2k�= 5) ; 1) ; 0 � k � 4
r0=

p
5 (2 cos ((2(k � 5) � 1)�= 5) ; 2 sin ((2(k � 5) � 1)�= 5) ; 1) ; 5 � k � 9

(0; 0; r0); k = 10
(0; 0; � r0); k = 11

The full outer boundary is of Dirichlet type. The domain is discretizedwith a

structured tetrahedral grid. Its geometry is shown in Figure 2.11.
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Figure 2.12 { Convergence study for the logarithmic �eld problem (2.43) solved on
a unit cubic domain with an embedded popcorn shaped surface.

The results of the convergence study are reported in Figure 2.12.Both the meth-
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ods yield optimal rates of convergence in the bulk �eld and 
ux. The approximation

to the bulk �eld is indistinguishable for both methods. The contour plot of the

bulk �eld computed with the stable Lagrange multiplier method is shownin Fig-

ure 2.14(b). The accuracy in theL2 norm for the 
ux is comparable for the direct

evaluation and the domain integral technique, and consistent with previous exam-

ples, is better than that obtained using the Lagrange multiplier method. The contour

plots of the element-wise relative error for the 
ux are given in Figure 2.14(d) and

2.14(f) .

The plots for maximum nodal error and the maximum error in 
ux are presented

in Figures 2.12(c) and 2.12(d). In the bulk �eld, we report a quadratic rate of

convergence in the sup-norm as well. In the sup-norm, the 
ux converges at a nearly

linear rate with the domain integral and LMVV. The rates of convergence are 0.8

and 0.9 respectively. The accuracy in the sup-norm for the 
ux calculated using

domain integral method together with Nitsche's method is again better than that

obtained using LMVV. However, the di�erence in the obtained accuracies is much

lower as compared toL2 norm. The striking result here is the non-convergence of the


ux computed using direct evaluation in the sup-norm. We suspect that this non-

convergence is a direct consequence of the sensitivity of the method to the interface

location that we reported in Section 2.4.1.

2.4.3 Comparative study on constraint enforcement

For two of the previous examples, we also carried out a convergence study for the

error in L2 norm for the bulk �eld on the surface. The results of this study areshown

in Figure 2.13. We report quadratic rates of convergence for boththe methods. The

accuracy obtained using LMVV is slightly better than that obtained using Nitsche's

method.
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Figure 2.13 { Convergence in the bulk �eld on the surface for Poisson problem solved
on a unit cubic domain with an embedded spherical surface (a)and an embedded
popcorn shaped surface (b).

2.5 Discussion

A proper comparison between Nitsche's method and the stable Lagrange multipler

method based on the vital vertex algorithm cannot be achieved onlyby looking at the

bulk �eld. Indeed, these methods give indistinguishable results for the bulk �eld in

terms of contour plots, error inL2 and H1 norms as well as rate of convergence with

the mesh re�nement inL2 and H1 norms, optimal in both cases, for all the proposed

benchmark problems. A better means of comparison is to look at theinterfacial

quantities of interest, viz: the 
ux and constraint enforcement on the embedded

surface.

For Nitsche's method, for reasons of robustness, we recommendthat the 
ux

should be evaluated using the domain integral post-processing technique. This as-

sertion is fully justi�ed by the lack of convergence of the directly evaluated 
ux with

the mesh re�nement of the error in the sup norm. For pathologicalcases where the

surface is oriented such that the volume fraction of the element in the computational

domain is really small, the direct evaluation is just not robust enough and yields
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(a) Bulk �eld (b) Bulk �eld

(c) Error in 
ux with LMVV (d) Error in 
ux with LMVV

(e) Error in 
ux with Nitsche (f) Error in 
ux with Nitsche

Figure 2.14 { Finite element approximation of the bulk �eld and the 
ux fo r the log-
arithmic �eld problem (2.43) with an embedded spherical surface (left) and a popcorn
shaped surface (right). The errors in 
ux are relative and computed with the domain
integral technique for Nitsche's method.

44



non-physical values.

For the stable Lagrange multiplier method based on the vital vertexalgorithm,


ux converges with the mesh re�nement at an optimal rate of convergence in the

L2 norm and at a nearly optimal rate in the sup norm when directly constructed

using the Lagrange multipliers. However, such a construction, results in a much re-

duced accuracy in the 
ux as compared to that obtained from Nitsche's method with

domain integrals. We suspect that on choosing to implement the constraint at the

vital vertices alone, and thereby reducing the Lagrange multiplier space, we are also

reducing the approximation space for the 
ux. Thus, for the samedegree of re�ne-

ment, we get a much coarser surface mesh with LMVV than with Nitsche's method

and hence the loss in accuracy. Again an e�cient way to regain good accuracy for


ux for this method is to post-treat the bulk �eld on the embedded surface using

domain integrals. The 
ux then obtained is much more accurate and comparable to

that computed with Nitsche's method.

From an implementation perspective, Nitsche's method is clearly less intrusive

in standard codes as all the modi�cations arise at the element level. In the case

of the Lagrange multiplier method even with the proposed shape functions de�ned

in each cut element, a dedicated assembly procedure is required. Furthermore, the

vital vertex algorithm needs to be extended to evolving surfaces and domain decom-

position in order to be truly versatile. In terms of solvers, Nitsche'smethod fully

bene�ts from the large range of methods for positive de�nite systems which make

the resolution much faster than the one of the saddle-point system resulting from

Lagrange multiplier method. Also, as opposed to Lagrange multiplier method the

dimension of the resulting system remains the same on using Nitsche'smethod.
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2.6 Conclusion

This Chapter presents a comparative study of two robust methods to impose Dirich-

let boundary conditions on embedded surfaces. We propose a variational derivation

of Nitsche's method and recall its main features: the computation of the stabilization

parameter and the method of domain integrals to compute the 
ux.We also inves-

tigate a concurrent stable Lagrange multiplier method and contrast its performance

against Nitsche's method. We brie
y reintroduce the key feature of the vital vertex

algorithm { a means to coarsen the surface mesh to prevent over-constraining the

system { on which the method is based. We propose a new set of shape functions for

interpolating the Lagrange multipliers on the embedded surface, de�ned element by

element which are thus of importance due to the implementational ease they o�er in

a �nite element context.

These two methods are compared on several benchmark examples. We report

optimal rates of convergence with mesh re�nement in theH1, L2 and L1 error norms

in the bulk �eld for both the methods. The errors for the 
ux converge optimally in

the L2 norm and quasi optimally in theL1 norm for Nitsche's method in conjunction

with the domain integral method and for the stable Lagrange multiplier method.

Construction of 
ux directly using Lagrange multipliers on the interface results in

poorer accuracy as opposed to that obtained using Nitsche's method together with

domain integral formulation. Therefore, we recommend post-processing with the

domain integral technique even for the stable Lagrange multiplier method.

While the results for the numerical experiments in this Chapter are largely posi-

tive, the main concern lies with the non-convergence of 
ux (with direct calculation)

for Nitsche's method in theL1 norm. It needs to be established whether this is

a direct consequence of the possible poor-conditioning that will result from a large

value of the stabilization parameter for cut elements with arbitrarilysmall volume
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fractions. In addition, for such elements, we also need to look moreclosely at the ef-

fect of the stabilization parameter on the temporal stability in explicit time-stepping.

We investigate these questions in greater detail in the next Chapter, where we extend

these methods to enforce perfect continuity constraints over embedded surfaces in

elastodynamics with explicit time-stepping.
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3

Imposing Sti� Interfacial Constraints Over
Embedded Surfaces in Explicit Dynamics

3.1 Introduction

In this Chapter, we consider two extensions to the stable and stabilized methods

proposed in Chapter 2. Firstly, we now focus on enforcing a perfect continuity con-

straint across an embedded surface. In other words, while the previous Chapter

considered the special case of treating voids, here we relax that constraint and con-

sider bi-material interfaces. Secondly, and perhaps, more importantly, here we con-

sider elastodynamics problems with explicit time integration. Consequently, apart

from the spatial stability concerns illustrated in the previous Chapter, we also need

to account for temporal stability concerns. Perhaps, the key question that needs

addressing is whether the spatial and temporal stability aspects are coupled.

As discussed in Chapter 2, there has been signi�cant progress in addressing spa-

tial stability concerns for quasi-static problems. However, prior to this work, very

little attention has been devoted to the performance of these methods for transient

problems. The numerical artifacts (namely, traction oscillations) observed in quasi-
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static regimes have also been reported in a dynamic setting (see Remmers et al.,

2001; Simone, 2004). It is natural to think that the methods developed for quasi-

static problems would resolve the spatial stability issues in dynamic problems as

well. However, as a �rst step towards modeling more complex physical problems like

dynamic cohesive fracture and polycrystalline media subjected to high strain rates,

it is essential to study the e�ect of spatial stabilization on the temporal stability of

explicit dynamic simulations.

The �rst study to identify the incompatibility of X-FEM with explicit dyn amics

was by Belytschko et al. (2003). They reported that as the discontinuity approached

an element boundary, the critical time step required for stable computations in ex-

plicit dynamics approached zero. Remmers et al. (2003) and de Borst et al. (2006)

also reported the critical time step problem with discontinuous enrichment. These

studies then all used either fully implicit time integration or implicit-explicit methods

(Hughes and Liu, 1978) with implicit time integration utilized only for cut elements.

This incompatibility was traced back to the direct extension of the row-summing

mass lumping technique from the Finite Element Method to X-FEM by Menouillard

et al. (2006). Accordingly, they proposed a modi�ed lumping procedure that resulted

in a critical time step of the same order of magnitude as that of an uncut element

even as the discontinuity approached the boundaries of the cut element. Rozycki

et al. (2008) further improved on this method for modeling voids withconstant

strain triangles and tetrahedra. Their approach resulted in identical time steps for

cut and uncut elements. Menouillard et al. (2008) adapted this approach to model

cracks with Heaviside enrichment and showed that the critical time step for constant

strain cracked elements remained identical to a classical �nite element. Elguedj et al.

(2009) further generalized this procedure for arbitrary enrichment functions.

It is noteworthy that all the above studies assumed that the interfaces (crack

or void surfaces) were traction free. Unfortunately, this assumption does not re-
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main valid while modeling cohesive fracture or weak discontinuities suchas material

interfaces. To our knowledge, prior to this work, neither the lumping procedures

developed for unconstrained problems nor the methods to enforce constraints on

embedded surfaces have been examined within an explicit dynamics framework for

constrained problems. Also, while the stable and stabilized methods presented in

Chapter 2 stand out as the two most e�cient techniques to enforce constraints in a

quasi-static framework; there is a need to evaluate their relative merits/demerits in

an explicit dynamics framework. To that end, here we extend both the stable and

stabilized embedded methods presented in Chapter 2 to explicit dynamics scenarios.

This Chapter is organized as follows. The model problem and the variational

forms are described in the next section. In Section 3.3, we outline the spatial dis-

cretization for the stable and stabilized forms and provide a lower bound on the

Nitsche stabilization parameter. In Section 3.4, we perform a theoretical study on

the bounds for the critical time step with particular focus on the stabilized frame-

work. We also develop a novel mass lumping procedure for the stabilized method. In

Section 3.5, we present results from several three-dimensional benchmark examples

where we compare the performance of the stabilized and stable formulations against

each other as well as against the penalty method. Finally, we summarize and provide

concluding remarks in the last section.

3.2 Model Problem and Variational Formulations

We consider an elastodynamics problem de�ned on the domain 
, divided into com-

ponent sub-domains 
1 and 
 2 by the embedded surface �� . We specify displace-

ments on part of the exterior boundary such thatum
i (t) = um

d (t) on the Dirich-

let boundaries �m
d and specify tractions on the Neumann boundaries such that

� m
ij nm

j = pi (t) on � m
n , where m = 1; 2 is an index denoting the sub-domain 
m .

The complementary part of the boundary is considered traction free. A schematic
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of the problem domain is shown in Figure 3.1.

� 1
d

� 2
d

� 2
n

� 1
n

� *


 1


 2n1

Figure 3.1 { Domain 
 divided by the interface � * into sub-domains 
 1 and 
 2. The
Dirichlet boundaries � 1

d, � 2
d and the Neumann boundaries �1n and � 2

n are shown. The
complementary part of the boundary is traction free. The normal to the boundary of
each sub-domain,nm , points outwards as shown.

The governing equations are given (in indicial notation) by:

� m
ij;j = � m •um

i in 
 m � (0; T);
um

i (t) = um
d (t) on � m

d � (0; T);
� m

ij nm
j = pi (t) on � m

n � (0; T);
um

i (0) = um
0 in 
 m at T = 0;

_um
i (0) = _um

0 in 
 m at T = 0:

(3.1)

The interfacial coupling conditions are traction balance and displacement continuity

across the interface:

� 1
ij n1

j = � � 2
ij n2

j on � � � (0; T);

u1
i = u2

i on � � � (0; T):
(3.2)

We assume that the material in both sub-domains follows a linear elastic constitutive

relationship such that � m
ij = Cm

ijkl um
(k;l ).
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3.2.1 Variational forms

Let us begin by de�ning the space of trial solutions,Ut = U1
t � U2

t and their variations,

V = V1 � V2 such that:

Um
t = f ui (t) 2 H 1(
 m); ui (t)j � m

d
= um

d (t)g;

Vm = f �u i 2 H 1(
 m); �u i j � m
d

= 0g:

We formulate the Lagrangian of such a system by evaluating the di�erence between

its kinetic and potential energies:

L =
X

m

�
1
2

Z


 m

_um
i � m _um

i d
 �
1
2

Z


 m

um
(i;j )C

m
ijkl um

(k;l ) d
 +
Z

� m
n

pi um
i d�

�
: (3.3)

On employing Hamilton's principle of least action to minimize the action integral

I =
R

L dt, subject to the constraints (3.2), we recover the set of equations (3.1)

as the Euler-Lagrange equations for the considered variational problem. Within this

variational framework, we can enforce the constraints throughone of the following

ways:

Lagrange multiplier approach:

In this approach, we build in the interfacial constraints into the Lagrangian of the

system by adding the work done by Lagrange multipliers� i (t), to the potential

energy of the system. We de�ne the space of Lagrange multipliers as L t = f � (t) 2

H � 1=2(� � )g. In other words,

L Lag = L �
Z

� �

� i [[ui ]] d� ; (3.4)

where, by [[�]], we denote the jump in a quantity (�) across an interface, in particular,

[[�]] = ( �)2 � (�)1. Now on insisting the stationarity of the action integral, we get the
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following two-�eld variational formulation: �nd ( ui (t); � i (t)) 2 Ut � L t ; t 2 (0; T)

such that for all (�u i ; �� i ) 2 V � H � 1=2(� � )

� I =
Z

T

(� L �
Z

� �

� i [[�u i ]] d� �
Z

� �

�� i [[ui ]] d�) dt = 0 ; (3.5)

where,

� L =
X

m

�
�

Z




�u m� m •um
i d
 �

Z


 m

�u m
(i;j )C

m
ijkl um

(k;l ) d
 +
Z

� m
n

pi �u m
i d�

�
:

The arbitrariness of (�u i ; �� i ) returns the well known mixed system of equations.

As stated before, in a discrete setting, the spatial stability of thisdual formulation

depends on the satisfaction of an inf-sup condition for the interpolating spaces. In

Section 3.4, we extend the stable formulation presented in Chapter2 to dynamic

regimes.

Penalty function approach:

For dynamic problems, in addition to the inf-sup stability restrictions, it is also

established that a dual formulation is incompatible with purely explicit time inte-

gration (Carpenter et al., 1991). These restrictions have motivated the development

and use of penalty function based approaches. In a penalty function approach, the

jump constraint given by (3.2) is replaced by a spring-like Robin constraint. In other

words,

� ij nj = � 1
ij n1

j = � � 2
ij n2

j = � ij [[uj ]]; (3.6)

where, � ij can be interpreted as the sti�ness of a spring connecting the two sub-

domains together. Further, on choosing� ij = 1
2 �� ij , where� ij is the Kroenecker delta

function, and interpreting the Lagrange multipliers as the tractionat the interface,
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we arrive at the Lagrangian for the primal penalty function based approach:

L Pen = L �
Z

� �

1
2

[[ui ]]� [[ui ]] d� : (3.7)

The stationarity of the action integral now yields: �nd ui (t) 2 Ut ; t 2 (0; T) such

that for all �u i 2 V

� I =
Z

T

(� L �
Z

� �

[[�u i ]]� [[ui ]] d�) dt = 0 : (3.8)

The main drawback of this approach is that the desired constraint isachieved

exactly only in the limit � ! 1 . Due to this approximation, the method is no

longer variationally consistent. Often, to get accurate results, one requires the use

of a very large penalty parameter which results in ill-conditioned systems and arti-

�cial oscillations in the traction �eld at the interface (Simone, 2004;Sanders et al.,

2009). For explicit dynamics simulations, the stable time step is also inversely re-

lated to the chosen penalty parameter. This creates a three-waycompetition between

accurate constraint enforcement, traction recovery and computational expense asso-

ciated with explicit time stepping and makes the choice for the parameter all the

more challenging. We discuss these issues further in Section 3.4.

Nitsche's method:

The Lagrange multiplier approach has the attractive property of variational consis-

tency while the penalty method does not require building an inf-sup stable space and

is compatible with explicit dynamics. Nitsche's approach is a way to combine the

attractive features of both these methods to result in a variationally consistent, one-

�eld approach that is also compatible with explicit dynamics. However,the key to

the performance of this approach lies in the choices we make for certain free param-

eters that arise in this method. To see that further, consider thederivation of this
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method from an augmented Lagrange multiplier framework. Within this framework,

the Lagrangian can be constructed as:

L Aug = L �
Z

� �

(� i +
1
2

� [[ui ]])[[ui ]] d� : (3.9)

The stationarity of the action integral yields:

� I =
Z

T

(�L �
Z

� �

�� i [[ui ]] d� �
Z

� �

[[�u i ]](� i + � [[ui ]]) d�) dt = 0 : (3.10)

Now, on using the product rule of di�erentiation, applying the divergence theorem

and grouping together the terms on the embedded boundary, we obtain:

�
X

m

Z

� �

�u m
i � m

ij nm
j d� �

Z

� �

�� i [[ui ]] d� �
Z

� �

[[�u i ]](� i + � [[ui ]]) d� = 0 : (3.11)

Further, on using the traction continuity at the interface in (3.11), for any 
 m 2 [0; 1]

such that 
 1 + 
 2 = 1, we obtain

�
Z

� �

�� i [[ui ]] d� �
Z

� �

[[�u i ]](� i + h� ij i 
 n1
j + � [[ui ]]) d� = 0 ; (3.12)

where, h� ij i 
 = 
 1� 1
ij + 
 2� 2

ij is the weighted average of the stress on the interface.

Now, the arbitrariness of (�u i ; �� i ) returns the displacement continuity constraint at

the interface and also provides us with the physical interpretationof the multiplier

as the weighted average of the traction at the interface such that � i = �h � ij i 
 n1
j . On

using this interpretation of � i in (3.10) we arrive at a Nitsche stabilized and consistent

primal variational form: �nd ui (t) 2 Ut ; t 2 (0; T) such that for all �u i 2 V

� I =
Z

T

(�L +
Z

� �

[[ui ]]h�� ij i 
 n1
j d� +

Z

� �

[[�u i ]]h� ij i 
 n1
j d� �

Z

� �

� [[�u i ]][[ui ]] d�) dt = 0 :

(3.13)
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The two additional boundary integrals in the Nitsche weak form thatwe see as

opposed to the penalty approach provide the method with variational consistency

and symmetry while the penalty like term is used to stabilize the weak form and

restore its coercivity. It must be recalled that coercivity here notonly ensures spatial

stability but for transient problems also guarantees that the discrete energy never

grows with time (Hughes, 2000). At the same time, as in the penalty method, the

stabilization parameter adversely a�ects the stable time step required for explicit

dynamics calculations. In Nitsche's method, the stabilization parameter then serves

to couple the spatial and temporal stability requirements. A judicious choice for this

parameter is therefore critical for the performance of the method from both spatial

and temporal perspectives.

In addition to the stabilization parameter, we also have to make a suitable choice

for the interfacial weights,
 m. We have a lot of latitude in our choice of these weights

provided 
 1+ 
 2 = 1. However, the key thing to appreciate is that once we have made

a choice for these weights, the stabilization parameter can no longer be arbitrarily

chosen if we desire stability. As a quick remark, we also point out thatthe choice of


 1 = 
 2 = 0:5 returns the most commonly used \unbiased" form of Nitsche's method

(see Arnold et al., 2002). As we shall see in the next section, this is not necessarily

the best choice. By contrast, choosing
 m at an element level allows us to arrive

at an estimate for the stabilization parameter which conforms to both spatial and

temporal stability requirements.

3.3 Spatial Discretization

We discretize the problem domain 
 by a set of non overlapping elements 
 e. The

interface � � is allowed to be embedded in the underlying background mesh allowing

for a natural discretization of the interface by the vertex set ofintersection points

between the interface and the element edges. We adapt a level-setapproach to
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identify the location of the interface within the background mesh. Any element with

positive level-set values for all its nodes belongs to 
1 and with negative level-set

values for all its nodes belongs to 
2. Elements which have nodes with both positive

and negative level-set values are considered to contain the embedded discontinuity.

We follow the approach suggested in Hansbo and Hansbo (2002) andconsider every

such element with an embedded discontinuity to be a superposition oftwo elements,

one contributing to the discretization in 
 1 and the other in 
 2. In other words,

the discretized domain results from two separate meshes, one foreach sub-domain,

that overlap at the interface. For concreteness, the overlapping element formulation

for a tetrahedral element, with a triangular surface element, is shown in Figure 3.2.

A similar element can also be constructed when the resulting surfaceelement is a

quadrilateral.

=

1

2

3

4

(a) Cut element

+


 1

n1

1

2

3

8

(b) Partial element: 
 1


 2

n2

5

6

7

4

(c) Partial element: 
 2

Figure 3.2 { Overlapping element formulation for a tetrahedral element cut by an
embedded interface. The black circles are the physical nodes corresponding to the
background mesh and the hollow circles are the ghost nodes. The blue circles represent
the discretization of the embedded interface within an element. The discrete interface
is constructed to be piecewise-planar throughout the mesh,and is based on a zero
level-set. The discrete interfacial normaln in each element is then given by that of the
discrete interfacial plane.

A similar reasoning for constructing the discrete approximation leads us to con-

sider the �nite element approximation to the solution as an additive decomposition

of the solution �eld existing entirely in 
 1 and 
 2. Alternatively, for the solution
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�eld and its variation, we write

uh =
X

m

X

i 2 I m

H mN i u i ; � uh =
X

m

X

i 2 I m

H mN i � u i ; (3.14)

where, I m is the set of all nodes whose supports overlap the domain 
m . The nodal

degrees of freedom are denoted byu i and the interpolating functions are denoted by

N i . H m is the characteristic function given by

H m (x) =
�

1 if x 2 
 m ;
0 otherwise:

(3.15)

3.3.1 Dual approach

On using Lagrange multipliers to enforce the constraints, the system of semi-discrete

equations of motion is given by:

M•u + K bu + G� = Fext ;
GT � = 0;
u(0) = u0;
_u(0) = _u0:

(3.16)

Here, •u ; _uand u represent the nodal values of accelerations, velocities and displace-

ments respectively. The mass matrixM and the bulk sti�ness matrix K b inherit the

overlapping structure from the discrete formulation and are givenas:

M =

2

4
M 1

b 0

0 M 2
b

3

5 ; K =

2

4
K 1

b 0

0 K 2
b

3

5 : (3.17)

The consistent mass matrix can be evaluated in a straightforward manner as:

M m
b =

X

e

Z


 m
e

N T � mN d
 e for m = 1; 2; (3.18)

whereN is the shape function matrix and 
m
e denotes the part of the element that

belongs to 
 m . A detailed discussion on mass lumping techniques for constrained

embedded problems is provided in Section 3.4.
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The bulk sti�ness terms in each of the sub-domains can be calculatedas:

K m
b =

X

e

Z


 m
e

B T D mB d
 e for m = 1; 2; (3.19)

where, the matrix B contains the gradient of shape functions and the matrixD

denotes the discrete counterpart of the elasticity tensor. TheG matrix is the con-

tribution to the sti�ness matrix due to the Lagrange multipliers:

G =
X

e

Z

� e
�

N T N � d� e; (3.20)

whereN � are the interpolating functions for the Lagrange multipliers and �e� denotes

the portion of the interface � � residing in the element. The interpolation for the

Lagrange multipliers and the coarsening of the multiplier space is doneaccording to

Chapter 2.

3.3.2 Primal approaches

For the primal formulation, on introducing the spatial discretization described above

and using standard arguments regarding the arbitrariness of�u h, we recover a set of

semi-discrete equations of motion given by:

M•u + Ku = Fext ;
u(0) = u0;
_u(0) = _u0:

(3.21)

The sti�ness matrix K is now given as:

K =

2

4
K 1

b + K 1
n + K 1

s K c

K T
c K 2

b + K 2
n + K 2

s

3

5 : (3.22)

The mass matrixM and the bulk sti�ness K b remain identical to those described by

equations (3.18) and (3.19). However, the sti�ness matrix for theprimal methods
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di�ers from the sti�ness matrix for the dual method due to the presence of interfacial

terms on the leading diagonal and the o�-diagonal blocks. We can write the Nitsche

contribution to the leading diagonal block of the sti�ness matrix as

K m
n = � 
 m

X

e

Z

� e
�

N T ((nm)T D m)B d� e� 
 m
X

e

Z

� e
�

B T ((D m)T nm)N d� e for m = 1; 2;

(3.23)

while the contribution of the stabilization terms to the leading diagonal block is given

by:

K m
s =

X

e

� e

Z

� e
�

N T N d� e for m = 1; 2: (3.24)

In Section 3.3.3, we leverage numerical analysis to establish an algebraic expres-

sion for the stabilization parameter� e = � j 
 e , for constant strain triangular and

tetrahedral elements.

The Nitsche and the stabilization terms also contribute to the o�-diagonal block

of the sti�ness matrix denoted by K c. The o�-diagonal block can be evaluated as

K c = �
X

e

� e

Z

� e
�

N T N d� e+ 
 1
X

e

Z

� e
�

N T ((n1)T D 1)B d� e+ 
 2
X

e

Z

� e
�

B T ((D 2)T n2)N d� e:

(3.25)

Finally, we notice that it is convenient to use the above discrete formto imple-

ment the penalty method as well. On omitting the Nitsche speci�c terms from the

leading diagonal and the o�-diagonal blocks of the sti�ness matrix,one obtains the

discretized form of the penalty method. The only other di�erence would then lie in

the choice of the stabilization parameter� e, which is now completely at an analyst's

discretion.
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3.3.3 Estimate for the stabilization parameter

In arriving at the element-level stabilization parameter� e, we insist on the positive-

ness of discrete energy, locally, for elements intersected by the embedded surface. To

facilitate this analysis, we proceed by de�ning an \energy" norm of aquantity over

a domain 
 e and L2 norm of a quantity over a surface �e� as

jjujj 2

 e

=
Z


 e

u(i;j ) Cijkl u(k;l ) d
 e; jjujj 2
� e

�
=

Z

� e
�

ui ui d� e: (3.26)

From (3.13), we can write the discrete energy for the considered model problem as

X

m

(um ; � m •u m)e + ae(u; u); (3.27)

where,

ae(u; u) =
X

m

Z


 m
e

um
(i;j )C

m
ijkl um

(k;l ) d
 e � 2
Z

� e
�

[[ui ]]hCijkl u(k;l ) i 
 n1
j d� e +

Z

� e
�

� [[ui ]][[ui ]] d� e:

(3.28)

The mass matrix as seen from (3.18) admits a quadratic form and hence does not

a�ect the spatial stability requirements of the method. Therefore, the stability re-

quirements are solely governed by the coercivity of the bilinear formae(u; u). Rewrit-

ing (3.28) in a discrete setting by employing the Cauchy-Schwarz inequality on the

second term, we obtain

ae(uh ; uh ) � jj uh jj 2

 e

+ � ejj [[uh ]]jj 2
� e

�
� 2jj [[uh ]]jj � e

�
jjhCijkl uh

(k;l ) i 
 nj jj � e
�
: (3.29)

From the well-known generalized inverse estimate (Brezzi and Fortin, 1991), there

exists a mesh-dependent positive constantCI such that

jjhCijkl uh
(k;l ) i 
 nj jj � e

�
� CI jjuh jj 
 e : (3.30)
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From (3.29) and (3.30),

ae(uh ; uh ) � (jjuh jj 
 e � CI jj [[uh ]]jj � e
�
)2 + ( � e � C2

I )jj [[uh ]]jj 2
� e

�
: (3.31)

From (3.31), we can ensure coercivity if� e � C2
I .

We use the inverse inequality (3.30) to bound the mesh-dependent parameterC2
I

from below. Squaring both sides of (3.30) and employing direct notation:

jjnT hD � i 
 jj 2
� e

�
� C2

I jjuh jj 2

 e

; (3.32)

where, we denote the discrete counterpart of the elasticity tensor by D and strain

by � . For constant strain triangular and tetrahedral elements, assuming D remains

piecewise constant within each element, we can write

jjuh jj 2

 e

= meas(
 1
e)j(� 1)T D 1� 1j + meas(
 2

e)j(� 2)T D 2� 2j;

� meas(
 1
e)j(� 1)T jjD 1jj � 1j + meas(
 2

e)j(� 2)T jjD 2jj � 2j;

� meas(
 1
e)jD 1jj � 1j2 + meas(
 2

e)jD 2jj � 2j2;

(3.33)

where we have denoted a 2-norm of a matrix byj(:)j. The �rst line follows from the

de�nition of the energy norm (3.26) and the second and third lines from standard

properties of matrix norms. Similarly, for the average traction at the interface, we

write

jjnT hD � i 
 jj 2
� e

�
= meas(� e

� )jnT hD � i 
 j2;

� meas(�e
� )jnT j2jhD � i 
 j2;

� meas(�e
� ) (( 
 1)2jD 1 j2j� 1j2(1 + � ) + ( 
 2)2jD 2 j2j� 2j2(1 + 1=� )) ;

(3.34)

where, the �rst line follows from the de�nition of the L2 norm (3.26), and the third

line from the de�nition of a unit normal and on employing Young's inequality with

� . Now on choosing

� =
meas(
 1

e)jD
2j(
 2)2

meas(
 2
e)jD 1j(
 1)2

;
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jjnT hD � i 
 jj 2
� e

�
� meas(�e

� )
�

jD 1j(
 1)2

meas(
 1
e)

+
jD 2j(
 2)2

meas(
 2
e)

�
(meas(
 1

e)jD 1jj � 1 j2+meas(
 2
e)jD 2jj � 2 j2):

(3.35)

Thus, from (3.35) and (3.33), for constant strain triangular and tetrahedral elements

the generalized inverse estimate is satis�ed for

C2
I � meas(�e

� )
�

jD 1j(
 1)2

meas(
 1
e)

+
jD 2j(
 2)2

meas(
 2
e)

�
: (3.36)

Based on parametric studies conducted in Embar et al. (2010), forgood perfor-

mance in computations we choose� e = 2C2
I , whereC2

I is given by the equality sign

in equation (3.36). A choice of
 1 = 
 2 = 0:5 returns an identical result as that

proposed in Dolbow and Harari (2009) for scalar elliptic problems.

For arbitrary orientations of the interface, it is not inconceivable to have elements

where either meas(
1e) or meas(
 2
e) approach a very small value. In such cases, the

stabilization parameter is not bounded from above. This can have anadverse e�ect

on the conditioning of the system for quasi-static problems as reported in Chapter 2

and also in several earlier studies (see, for example, Lew and Buscaglia, 2008; Embar

et al., 2010).

For dynamic problems, as illustrated further in Section 3.4, a large stabilization

parameter also places severe constraints on the stable time step required for time

stepping schemes. In addition, the coercivity of the bilinear form is also quite sen-

sitive to the estimate provided above and naively choosing a smaller value of the

stabilization parameter for such elements by replacing meas(
1
e) and meas(
 2

e) by

meas(
 e), for instance, upsets the positive-de�niteness of the discretesystem. In

certain ways, this is analogous to discontinuous Galerkin methods where the choice

of numerical 
ux has great bearing on the stability and consistencyproperties and

consequently the convergence of the chosen method (Arnold et al., 2002).

Ideally, one would want a method where all the terms of the sti�nessmatrix,
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including the classical and interfacial terms, grow at a comparable rate. Thus, for

the sake of robustness, we aim to arrive at an estimate for the stabilization parameter

which varies inversely with the size of the total element as opposed to that of a partial

element. To do this, we leverage the freedom we have in choosing theweighting 
 m .

Hence, if we choose
 1 = meas(
 1
e)=meas(
 e) in (3.36) we obtain

C2
I �

meas(�e
� )

(meas(
 e))2

�
jD 1jmeas(
 1

e) + jD 2jmeas(
 2
e)

�
: (3.37)

Clearly, � e now varies inversely with element size and grows at the same rate as the

classical �nite element sti�ness terms. We contend that this choice(3.37) is much

more robust than existing alternatives.

Finally, we end by remarking that for higher order elements, owing tonon-

constant 
ux within an element an analytical estimate for the stabilization parameter

is not immediately obvious. However, one could still qualitatively demonstrate the

dependence of the stabilization parameter on the weights. For such elements, then,

one can perform an additional element level eigenvalue calculation toarrive at the

stabilzation parameter as demonstrated in Embar et al. (2010).

3.4 Temporal Discretization

3.4.1 Stability analysis

For temporal integration of the semi-discrete equations, we employ the Newmark

family of methods with particular focus on the central di�erence algorithm. The

critical time step for the central di�erence algorithm is bounded from above by

2=! max , where,! max is the maximum natural frequency, or the maximum eigenvalue

given by the generalized eigenvalue problem

(K � ! 2M )u = 0: (3.38)
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Dual approach:

For the dual method, Carpenter et al. (1991) noticed that a purely explicit strategy

returns an update scheme where the displacement attn+1 is completely indepen-

dent of traction at the interface at tn+1 and hence results in a singular system of

equations. To counter this, they employed the implicit/explicit forward increment

Lagrange multiplier algorithm to integrate the equations of motion (3.16) in time.

The essential idea of the forward increment Lagrange multiplier algorithm is to build

in the constraint from time step tn+1 into the time step tn , and then integrate the

resulting equations of motion using the central di�erence algorithm.

The temporal stability requirements now dictate that the stable time step for

time integration is given by 2=! c
max , where ! c

max is the maximum frequency of the

constrained system. However, Rayleigh's nested eigenvalue theorem (see Belytschko

et al., 2000) states that the maximum eigenvalue of a constrained system is always

bounded by the maximum eigenvalue of an unconstrained system. Therefore,! c
max �

! max , where ! max is the maximum frequency for an unconstrained system. The

eigenvalue problem associated with the constrained system (3.16) isgiven by

2

4
(K � ! 2M ) G

GT 0

3

5

2

4
u

�

3

5 = 0: (3.39)

Hence, for the dual method, the stability analysis undertaken in Menouillard et al.

(2008) for unconstrained enriched elements is still valid and we employ the same

lumping scheme as used there. A brief description of the said lumping scheme is

provided below before conducting a stability analysis for the primal approaches.

Primal approaches:

For primal approaches, on the other hand, the additional contributions to the sti�ness

matrix due to the penalty and consistency expressions in the variational form alter
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the bounds on the critical time step. A rather conservative yet standard way of

obtaining the critical time step is to instead solve (3.38) at an elementlevel. We

can therefore concentrate on analyzing a single one-dimensional bar element with

a material interface in order to gain a better understanding of thee�ect of the

additional sti�ness terms on the critical time step.

For illustration, let us consider a one-dimensional element having length le and

a unit cross-sectional area with a material interface at a distanceof �l e from the

left node, where� 2 [0; 1] is the volume fraction of the cut element in 
1. The

overlapping bar elements and the truncated basis are as shown in Figure 3.3(a) and

Figure 3.3(b). For simplicity, in the theoretical investigation, we assume that the

element has same material properties (modulus of elasticy E and density � ) on both

sides of the interface and perform the stability analysis only for thepenalty method.

However, the conclusions we draw out will also hold for Nitsche's method.


 1 (1 � � )le

N1

N3

31

(a) Partial element: 
 1


 2�l e

N2

N4

24

(b) Partial element: 
 2

Figure 3.3 { Overlapping element formulation for a one-dimensional bar element.
The black circles are the physical nodes corresponding to the background mesh and the
hollow circles are the ghost nodes. The blue circle represents the embedded interface.

In order to proceed with the temporal stability analysis, a �rst step is to decide

on a mass lumping procedure to diagonalize the mass matrix. As the discretization

can be viewed as one that is obtained by superposing the �elds from both sides of

the interface, it is natural to think of a lumping procedure which lumps the mass in

both the superposing elements in the ratio of their physical masses. This was the

idea pursued in Menouillard et al. (2008). They showed that for a discontinuous
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element such a procedure yields a stable time step equal to that of astandard �nite

element. Following the same approach, and adding the contribution from penalty

terms, the sti�ness and mass matrices can be written as:

K =

2

4
� K FEM + K Pen � K Pen

� K Pen (1 � � )K FEM + K Pen

3

5 ; M =

2

4
� M FEM 0

0 (1 � � )M FEM

3

5 :

(3.40)

where, K FEM and M FEM are the element sti�ness and mass matrices for a classical

bar element and using (3.25) and (3.24):

K Pen = �

2

4
(1 � � )2 (1 � � )�

� (1 � � ) � 2

3

5 :
(3.41)

Now, clearly, the critical time step will depend on the location of the interface (� ) as

well as the penalty parameter (� ).

Firstly, in order to study the variation of the critical time step with t he interface

location within an element more clearly, we make a choice for the penalty parameter

as � = E=le. This choice ensures that all the terms contributing to the sti�ness

matrix grow at a comparable rate. We now solve the generalized eigenvalue problem

at an element level by setting:

det(M � 1K � ! 2I ) = 0 : (3.42)

For the given sti�ness and mass matrices, we get:

! 2 =
�

0
2E

l2
e� (1 � � )

2E
l2
e��

4E
l2
e�

�
: (3.43)

We can clearly see from equation (3.43) that as the interface approaches either node,

i.e. as� ! 0 or 1, the maximum eigenvalue! max ! 1 and hence results in a null
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critical time step. As a result, some of the standard mass lumping schemes developed

for extended �nite element methods fail to be robust when constraints are added to

the interface (or crack surface).

3.4.2 Mass lumping approach based on kinetic energy conservation

An interpretation of the penalty method is to consider the penalty sti�ness as in-

�nitely sti�, massless springs at the interface. Hence, as the interface approaches a

node, we are allowing the element mass to go to zero and at the same time causing

a large increase in its sti�ness. Therefore, we no longer allow the mass and sti�ness

matrices to scale similarly and end up reintroducing the problem of nullcritical time

step. One approach to overcome this problem would be to assign part of the total

element mass to the spring that constrains the kinematics at the interface and then

use this mass to our advantage to prevent the element mass matrices of the two

overlapping elements from becoming in�nitesimal.

Using the above ideas, we aim to arrive at a lumped mass matrix, that preserves

the equivalence between the kinetic energies of the discrete and continuous systems

for rigid body modes as well as a�ne expansions. The kinetic energy expressions for

the discrete and continuous systems can be given by:

Tdisc =
1
2

_dT M _d and Tcont =
1
2

Z


 e

� _u2 d
 ; (3.44)

where, _d is the vector of nodal velocities andM represents the lumped mass matrix

with diagonal entriesm1; m2; m3 and m4.

A�ne expansion: Let us �rst consider a case when the two sub-domains are

trying to separate out from each other at the interface. This canbe represented by

an a�ne expansion of the bar about its center with the nodes movingaway from the
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center at a constant velocity. For this case, the discrete and exact kinetic energy can

be written as:

Tdisc =
1
2

(m1 + m3)( � v)2 +
1
2

(m2 + m4)v2 and Tcont =
1
2

�l ev2: (3.45)

On assumingm1 = m2 = m3 = m4 = md, we can say thatmd =
�l e

4
.

Rigid body motion: Now let us consider a case when the bar is exhibiting a

rigid body motion at a constant velocity. The kinetic energy for the discrete and

continuous systems is now given by:

Tdisc =
1
2

(m1 + m2 + m3 + m4)v2 and Tcont =
1
2

�l ev2: (3.46)

Again on assuming that the diagonal entries are equal, we getmd =
�l e

4
. Therefore,

the lumped mass matrix is now given by

M =
�l e

4

2

6
6
4

1 0 0 0
0 1 0 0
0 0 1 0
0 0 0 1

3

7
7
5 : (3.47)

In other words, we are now distributing the total element mass equally among all the

four diagonal entries of the mass matrix regardless of the interface position, thereby

preventing the di�culties associated with in�nitesimal nodal masses.

On solving (3.42) with the proposed mass matrix, we get:

! 2 =
�

0
6E � f 1 � f 2

l2
e�

6E � f 1 + f 2

l2
e�

4E
l2
e�

�
; (3.48)

where,f 1 = 8E� (1� � ) and f 2 = 2E(1� 2� )
p

(2� � 1)2 + 8. If we denote the critical

time step for this case by �tcr and denote the critical time step of a standard �nite
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element by � tFEM
cr , from (3.48) we can say that for the proposed lumping scheme

� tcr 2
�

� tFEM
crp
3

; � tFEM
cr

�
8 �: (3.49)

The ideas presented above can easily be extended to two and threedimensions as

well, as shown by the numerical performance of the lumping scheme inFigure 3.4.

In Figures 3.4(a) and 3.4(b), we compare the performance of the two lumping pro-

cedure proposed here against the one proposed in Menouillard et al.(2008) for a

one-dimensional bar element and a constant strain tetrahedral element respectively.

In both cases, we normalize the critical time step with that of a standard �nite

element and plot it against the interfacial location.
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0.2 0.8

�
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r=
�

tF
E
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cr

�

Proposed lumping
Lumping as in Menouillard et al. (2008)

(a) One-dimensional bar element.
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�
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E
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Proposed lumping
Lumping as in Menouillard et al. (2008)

(b) Constant strain tetrahedral element.

Figure 3.4 { Variation of normalized critical time step with the volume fraction of
the cut element in 
 1 for the two lumping schemes.

It is also useful to look at the critical time step, solely as a function of the penalty

parameter. To this end, we choose� = 0:5 and again solve the generalized eigenvalue

problem given by (3.42) with the proposed mass matrix. Now we �nd that,

! 2 =
�

0
4�
le�

4E
l2
e�

4E
l2
e�

�
: (3.50)
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It is easy to see from (3.50) that a high value of the penalty parameter has an

adverse e�ect on the critical time step. From (3.36), on using the standard form

of Nitsche's method with 
 1 = 
 2 = 0:5, the stabilization parameter for a cut

element as considered in Figure 3.3(a) and 3.3(b), is shown to vary inversely with

the volume fraction of the element on the positive and negative side,i.e. � and

(1 � � ). Therefore, for the cases when the interface is oriented such that � ! 0 or 1,

the stabilization parameter tends to a large value. Now, clearly, from (3.50) this will

severely restrict the critical time step and make explicit calculationsprohibitively

expensive. On the other hand, the suggested weighted stress approach (3.37) yields

a stabilization parameter which remains bounded regardless of the orientation of the

interface, causing only a nominal decrease in the stable time step.

3.5 Numerical Examples

In this section, we compare and contrast the performance of embedded methods

against the classical �nite element method on a series of wave-propagation test prob-

lems. Throughout the section and in the Figure legends, we denote the weighted

version of Nitsche's method by
 -Nitsche and the dual method by LMVV. For the

dual method, we use the forward increment Lagrange multiplier algorithm to inte-

grate the semi-discrete equations of motion in time while for penalty and weighted

Nitsche's method, we use the classical central di�erence algorithmin conjunction

with the mass lumping proposed in Section 3.4. On employing the standard form

of Nitsche's method, we use the implicit/explicit mesh partitioning algorithms of

Hughes and Liu (1978) and use the Newmark family of time integrationschemes

with the parameters� = 0:25 and
 = 0:5 for the implicit elements and the classical

central di�erence algorithm for the explicit elements.

In addition for the penalty method, unless otherwise speci�ed, we use a penalty

parameter ofE=h, whereE is the Young's modulus andh is the characteristic mesh
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size. This choice allows the penalty terms in the sti�ness matrix to grow at the

same rate as the other terms allowing us to circumvent any ill-conditioning issues

and resulting in a critical time step of the same order of magnitude asone obtained

using dual and the consistent primal approaches. It must however be emphasized

that such an approach cannot always be taken with the penalty method and the

results presented here can be seen as the most favorable set returned by the penalty

method.

Finally, as a reference for our studies, we solve all the examples using the classical

�nite element method with mesh lines explicitly �tted to the interface. We plot the

time evolution of displacement and stress, at a given spatial location, and compare

the results obtained from the embedded methods with those obtained using the

classical �nite element method. As a measure of constraint enforcement, we plot

the error in the displacement and stress jump across the embedded surface against

time for all three embedded methods. To evaluate the accuracy ofthe constraint

enforcement, we employ theL2 error norm given by:

E =
� Z

� �

([[�]]h � [[�]]ex)2d�
� 1

2

; (3.51)

where, [[�]]h denotes a jump in the quantity (�) constructed using the �nite element

approximation and [[�]]ex denotes the exact value of the jump at the interface.

3.5.1 Impact loading

We �rst consider a model elastodynamics problem with an embedded material inter-

face � � such that:

r � � 1 = � 1•u1 in 
 1 � (0; T) = f x :  (x) > 0g;
r � � 2 = � 2•u2 in 
 2 � (0; T) = f x :  (x) < 0g;

u = 0 on � D � (0; T) = f x : z = 1g;
� � n = p(t) on � N � (0; T) = f x : z = 0g;

� 1 � n1 = � � 2 � n2 on � � � (0; T) = f x :  (x) = 0 g;
u1 = u2 on � � � (0; T) = f x :  (x) = 0 g:

(3.52)
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Planar surface

As a �rst example, we consider an embedded planar interface given by  (x) =

z � 0:4856. We consider di�erent material properties on each side of theinterface

such that in the sub-domain 
1, the material is characterized by a Young's modulus

E 1 of 200 GPa, Poisson's ratio� 1 of 0.3 and mass density� 1 = 7800 kg=m3 whereas

in the sub-domain 
 2 we have a Young's modulusE 2 of 70 GPa, Poisson's ratio

� 2 of 0.3 and mass density� 2 = 2700 kg=m3. We simulate the response of such a

\segmented bar" to a sudden impact loading such thatp(t) = � 0H(t) where, � 0 = 1

MPa and H is the Heaviside function. All embedded simulations are carried out

on an unstructured constant strain tetrahedral mesh, with 8 divisions along each

direction, for a total simulation time of T = 5 ms.
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 -Nitsche
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FEM

Figure 3.5 { Comparison of time evolution of displacement for conforming and em-
bedded methods.

Figure 3.5 shows the evolution of displacement with time for all the three em-

bedded methods as well as the classical �nite element method at thespatial location

(0,1,0). From the plot, we can see that the curves compare well forall three meth-

ods. It is also evident from the plots that the variationally consistent methods have

a closer agreement with the classical �nite element method than thepenalty method.
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(b) L 2 error in stress jump

Figure 3.6 { Variation of L 2 error in the constraint with time.

Figures 3.6(a) and 3.6(b) plot the evolution ofL2 error in the jump constraints

with time. Again, it is clear from the plots that for a comparable value of penalty

parameter, the constraint is imposed much more accurately with the variationally

consistent methods. The stable Lagrange multiplier formulation seems to enforce the

constraint in stress jump with higher accuracy than Nitsche's method.

It is possible to tune the penalty parameter to gain accuracy with the penalty

method but apart from the ill-conditioning issues seen in quasi-staticproblems, this

also adversely a�ects the critical time step. Also, since in most realproblems, we

have noa priori information on the solution, we can no longer a�ord the luxury of

tuning the parameter. Additionally, as can be seen from Figure 3.7, alarge value of

the penalty parameter triggers non-physical oscillations in the traction �eld at the

interface in the same way as was seen earlier for quasi-static problems (Sanders et al.,

2009) as well as dynamic problems (Simone, 2004). It is interesting to note that even

the standard form of Nitsche's method seems to exhibit minor oscillations, and we

suspect these again arise from the sensitivity of the stabilization parameter to the

interface location. Though it is possible to smooth these out with thedomain integral
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(a) LMVV (b) 
 Nitsche's method

(c) Nitsche's method (d) Penalty method and a penalty
parameter �ve orders of magnitude
higher than the Young's modulus.

Figure 3.7 { Plot of normal traction at the embedded surface using all the three
embedded approaches at a time after the wave �rst crosses theembedded surface.

formulation presented in Ji and Dolbow (2004), from Figure 3.7(b) the weighted

form of Nitsche's method seems much less susceptible to these oscillations, further

highlighting the robustness of the method.

Sensitivity analysis

We modify the above model problem such that the domain has identical material

properties, a Young's modulusE = 200 GPa, a Poisson's ratio� = 0:3 and a

mass density of� = 7800kg=m3, on both sides of the interface. We now study the

sensitivity exhibited by an element level estimate of the critical time step to the
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(b) Sensitivity of the stable time step

Figure 3.8 { Illustration of the sensitivity of the critical time step w ith the interface
location exhibited by various primal embedded approaches.

interface location. For this purpose, we vary the interface location with respect to

a given structured background mesh. An illustration of the parameters used in the

sensitivity analysis is given in Figure 3.8(a).

We normalize the critical time step obtained from the various embedded ap-

proaches with that of classical �nite element method and plot its variation as a

function of the interface location in Figure 3.8(b). From the plot it is clear that the

mass lumping proposed in Menouillard et al. (2008) breaks down as theinterface

approaches either internal boundary for all the primal approaches. Even with the

proposed lumping technique, for the standard form of Nitsche's method, the large

stabilization terms increase the spectral radius of the sti�ness matrix resulting in

a prohibitively small time step. Clearly from the �gure, the only two approaches

that do not result in a substantial reduction in the time step are thepenalty method

and the weighted form of Nitsche's method as suggested in Section 3.3, both used in

conjunction with the proposed lumping technique.
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Popcorn shaped surface
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(a) Variation of displacement with time at
the spatial location (0,1,0)
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(b) Variation of stress with time at the spa-
tial location (0,1,0)

Figure 3.9 { Comparison of time evolution of displacement and stress for a sinusoidal
impact load applied at the bottom surface obtained using classical and embedded
approaches for the case with an embedded popcorn shaped surface.

We further illustrate the utility of the embedded approach on a domain with

a popcorn shaped embedded surface de�ned by the implicit equations described

previously in Chapter 2. To validate the results, we solve the same problem with

the classical �nite element method as well. On using the classical �niteelement

method, to avoid the di�culties associated with explicitly gridding this complex

surface, we consider identical material properties on both sides of the surface, given

by E = 200 GPa, � = 0:3 and� = 7800 kg=m3. To ensure that the embedded surface

is discretized well enough, we choose a structured mesh with 24 divisions along each

direction. The Neumann boundary is loaded by a time dependent sinusoidal traction

such that p(t) = � 0 sin (�t=T ) where � 0 = 1 MPa and we simulate the response for a

total time of T = 5 ms.

The variation of displacement and stress with time is plotted in Figures3.9(a)

and 3.9(b) respectively. We also plot a time snapshot of the displacement contour ob-

tained using classical and embedded approaches in Figure 3.10. As before, excellent

77



agreement is observed between the classical and the embedded approaches and indi-

cates that the overall numerical performance remains the same for both approaches.

(a) FEM (b) Embedded FEM

Figure 3.10 { Time snapshot of the displacement contour for classical and embedded
approaches with an embedded popcorn shaped surface.

Material with microstructure

As a �nal example, we investigate a wave propagation problem on a domain with

complex microstructural inclusions in a similar vein to the one described in Mo•es

et al. (2003). It can be appreciated that, for such problems, an embedded approach

would be far more computationally e�cient than an explicitly gridded approach,

especially for multiscale problems.

Here, we consider a material �lled with 32 spherical inclusions as shown in Figure

3.11. We distribute the centers of the spheres randomly within a unitcube while

ensuring that no two spheres intersect. We assign a Young's modulus of E 2 = 70

GPa, Poisson's ratio� 2 = 0:3 and mass density� 2 = 2700kg=m3 to the spheres and

a Young's modulus ofE 1 = 200 GPa, Poisson's ratio� 1 = 0:3 and mass density

� 1 = 7800kg=m3 to the matrix surrounding the spheres. We load the bottom surface
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(a) Computational domain (b) Matrix surrounding the spherical
inclusions

(c) Spherical inclusions

Figure 3.11 { Illustration of the microstructural geometry and computa tional domain
with 32 randomly distributed spherical inclusions.

with a sinusoidal traction as described above for the popcorn shaped surface. We

again simulate the response of the material for a total time ofT = 5 ms. Since it is

evident from our earlier examples that the variationally consistent methods provide

better accuracy, we conduct this simulation only with the two consistent approaches

and compare our results with the classical FEM. The variation of displacement with

time and stress with time is plotted in Figures 3.12(a)-(b) respectively. The time

snapshot of the displacement contour at a comparable time in the simulation is also

provided for the embedded as well as the classical FEM in Figure 3.13.As seen from

Figures 3.12(a)-(b), the embedded methods provide identical results, we thus provide
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the spatial location (0,1,0)

� 300

300

0.5 4.5

S
tr

es
s

(M
P

a)

Time (ms)

LMVV

 -Nitsche

FEM

(b) Variation of stress with time at the spa-
tial location (0,1,0)

Figure 3.12 { Comparison of time evolution of displacement and stress for a sinusoidal
impact load applied at the bottom surface obtained using classical and embedded
approaches for a cubic domain �lled with microstructural in clusions.

(a) Classical FEM (b) Embedded FEM

Figure 3.13 { Time snapshot of the displacement contour for classical and embedded
approaches with an embedded popcorn shaped surface.
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a single snapshot representing both the embedded methods. For better visualization,

we only show the displacement contours on the matrix surrounding the spheres and

have clipped out the spherical inclusions. From the plots, we see that the embedded

methods agree fairly well with the classical �nite element method.

The amplitude of the wave for embedded methods di�ers from the classical

method by nearly 7%. However, we attribute the marginal di�erence in the results

to a largely di�erent discretization. For the embedded methods, weuse a uniform

discretization with 30 divisions along each axis resulting in a mesh with 186000 el-

ements. For the classical �nite element method, we generate a conforming mesh

using the open source meshing software NETGEN. The discretization is therefore

signi�cantly di�erent as the conforming mesh is optimized and re�nedmore in the

vicinity of the curved interfaces. The conforming mesh discretizesthe domain into

77578 tetrahedrons.

It is also worth remarking that the CFL condition provides a stable time step

of 8:7 � 10� 7 s for the classical �nite element method whereas for the embedded

methods the stable time step is given as 2:8 � 10� 6 s for LMVV and 9:6 � 10� 7 s

for the weighted Nitsche's method. In essence, the stable time step is not restricted

any worse by the embedded methods than a corresponding �tted grid required for

the classical FEM which can sometimes result in uncharacteristically small elements.

This feature, coupled with the 
exibility the embedded methods provide, make them

a very attractive prospect for solving this class of problems.

3.6 Conclusion

In this Chapter, we investigated the performance of various embedded interface meth-

ods for explicit dynamics simulations. We highlighted the severe restrictions placed

by the CFL stability conditions on the stable time step for the two primal methods

on using the existing mass lumping schemes. As an alternative, we proposed a novel
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mass lumping strategy based on conserving kinetic energy for rigid body modes and

a�ne expansions. We showed that on using the proposed lumping scheme, the stable

time step always remains bounded for the penalty method regardless of the orienta-

tion of the interface. We also highlighted the incompatibility of the standard form of

Nitsche's method with explicit time stepping schemes and proposed analternative

variational form.

We then compared the performance of the embedded methods withthe classi-

cal �nite element method on several benchmark wave-propagation examples. We

observed excellent agreement with the classical �nite element method for all our nu-

merical examples. The advantages of variationally consistent methods observed in

the quasi-static regimes - better constraint enforcement and greater stability in the

traction pro�le - are still evident in the transient regimes.

However, for the stable Lagrange multiplier method, this robustness and accu-

racy comes at the price of incompatibility with purely explicit temporalintegration.

We also note that the stable Lagrange multiplier method involves considerable pre-

processing to identify an inf-sup stable multiplier space and the assembly procedure

itself is much more expensive. Moreover, for interfaces which evolve in time, the

stable Lagrange multiplier method would require this preprocessing at every time

step. Due to these considerations, we contend that the weightedNitsche's method

stands out as the more e�cient choice for embedded interface problems.

In addition to its favorable performance in explicit dynamics, we also noticed

that the weighted Nitsche's method yielded a much more stable traction pro�le com-

pared to classical Nitsche's method in Section 3.5.1. This raises important questions

concerning the e�ect of weighting on the stability of interfacial quantities of inter-

est. We also recall that in Chapter 2, we noticed a non-convergence of 
ux in the

L1 norm and suspected this resulted from partially �lled elements with arbitrarily

small volume fractions. In this Chapter, we noticed that it is precisely those ele-
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ments which result in the incompatibility of classical Nitsche's method with explicit

dynamics. Similar problems were also reported by Burman and Hansbo(2012) and

Becker et al. (2011) for �ctitious domain methods and Sanders et al. (2012) for mesh

mortaring approaches. It remains to be seen whether there is a common underlying

cause for these seemingly di�erent problems. We explore this issue further in the

next Chapter.
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4

A Robust Nitsche's Method for Interface Problems

4.1 Introduction

In recent years, Nitsche's method, originally proposed in the early 1970s has seen a

resurgence. This is primarily due to its e�ciency in the treatment of interfacial phe-

nomenon in computational mechanics. The central idea behind Nitsche's approach

is to simply replace the Lagrange multipliers arising in a dual formulationthrough

their physical representation, namely the normal 
ux at the interface. The 
exibil-

ity of the approach has resulted in a wide range of applications of themethod. To

name a few, the method is used to enforce inter-element continuityin symmetric in-

terior penalty discontinuous Galerkin methods (Arnold et al., 2002),mesh mortaring

(Stenberg, 1998; Laursen et al., 2010; Sanders et al., 2012), enforcing transmission

conditions in �ctitious domain methods (Hansbo et al., 2003; Becker et al., 2003)

and X-FEM type embedded interface methods (Hansbo and Hansbo, 2004; Dolbow

and Franca, 2008; Dolbow and Harari, 2009).

While this classical form of Nitsche's method performed optimally in most situ-

ations, there were some anomalies. For example, in X-FEM methods,Mourad et al.

84



(2007), Dolbow and Franca (2008) and Dolbow and Harari (2009),reported high

sensitivity of the normal 
ux when evaluated directly. In fact, in Chapter 2, we

showed non-convergence of the normal 
ux inL1 norm when evaluated directly. In

addition, Sanders et al. (2009) reported mild oscillations in the normal traction and

heavy oscillatory behaviour in the tangential traction at the interface. Further, in

Chapter 3 we noticed the incompatibility of the classical Nitsche formulation with

explicit dynamics simulations.

Interestingly, similar issues were also reported with Nitsche based approaches in

various other areas. For example, the mortar approaches of Laursen et al. (2010)

and Sanders et al. (2012) showed a stress locking pattern when tying a soft material

with a sti� one. In discontinuous Galerkin approximations, Lew and Negri (2011)

arti�cially prevented the boundary from cutting arbitrarily small slic es of elements.

Burman and Hansbo (2012) added a ghost penalty term to improve the conditioning

of the discrete system for domains with small sliver pieces. Severe ill-conditioning

issues have also been discussed for these �ctitious domain approaches by Becker et al.

(2011).

In this Chapter, we propose a uni�ed solution to some of those numerical issues.

We trace these numerical issues to a common underlying cause - a non-optimal choice

of numerical 
ux. As outlined in the seminal review by Arnold et al. (2002), depend-

ing on the choice of numerical 
ux, a host of discontinuous Galerkin approaches with

varying mathematical properties can be derived. We concentrateon \jump" type

constraints in particular and propose a modi�ed numerical 
ux based on a weight-

ing other than a simple arithmetic average. The numerical examples considered

here all focus on embedded interfaces but the theory extends toother Nitsche based

approaches as well.

The idea of using a weighted form has been tried under di�erent contexts before.

Notably, Zunino and co-workers (Zunino, 2009; Burman and Zunino, 2006; Ern et al.,
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2009) proposed and analyzed a sti�ness weighted interior penalty approach to model

the case of vanishing di�usivity in advection-di�usion-reaction equations. The work

of Cai et al. (2011) also analyzes a sti�ness weighted interior penalty approach for

heterogenous problems and establishes robust error estimators. Also in the context of

mesh mortaring, Sanders et al. (2012) successfully used a sti�ness weighted approach

to alleviate stress locking problems exhibited by classical Nitsche's method. More

recently, Zunino et al. (2011) analyzed an un�tted Nitsche methodand proposed an

alternative that remains robust for the worst case among small cut elements and

large heterogeneities.

The novelty of our approach lies in (a) establishing a clear relationshipbetween

the weights and the stabilization parameter, and (b) demonstrating the critical de-

pendence of the interfacial quantities of interest on the stabilization parameter. We

propose a weighting such that the bulk as well as the interfacial �elds remain well

behaved in the presence of (a) elements with arbitrarily small volumefractions, (b)

large material heterogeneities, and (c) both large heterogeneities as well as arbitrar-

ily small elements. In fact, through a functional relationship between weights and

stabilization parameter, we prove that the proposed choice of weights is optimal.

We begin by de�ning the model problem and the variational form in thenext

section. In Section 4.3, we discuss the spatial discretization as wellas provide a

lower bound on the stabilization parameter. Here, we also propose an optimal choice

for the weighting parameters by establishing a functional relationship between the

stabilization and the weighting parameters of the method. In Section 4.4, we demon-

strate the robustness of the proposed method against the classical Nitsche approach

on several benchmark examples focusing particular attention on interfacial quanti-

ties of interest. Finally, in Section 4.5, we provide concluding remarksand possible

extensions.
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4.2 Model problem and variational formulation

� 1
d

� 2
d

� 2
n

� 1
n

� *


 1


 2n1

Figure 4.1 { Interface � * partitions the bulk domains 
 1 and 
 2. The Dirichlet
boundaries � 1

d, � 2
d and the Neumann boundaries �1n and � 2

n are shown. The compli-
mentary part of the boundary is traction free. The normal to t he boundary of each
domain, nm , points outwards as shown.

We begin by considering a particular Poisson's problem in the bulk domains 
 1

and 
 2:

r � � mr um = � f m in 
 m;
um = um

d on � m
d ;

� mr um � nm = 0 on � m
n ;

(4.1)

that are coupled together at the interface by the conditions:

[[� r u]] � n2 = �j on � � ;

[[u]] = �i on � � :
(4.2)

where,�i and�j are su�ciently smooth functions on the interface. The de�nitions of


 1, 
 2, � m
d and � m

n are as shown in Figure 4.1. The interface �� acts as a partitioning

boundary between the two bulk domains 
1 and 
 2. The normalsnm are considered
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as outward pointing from their corresponding domains and the shorthand notation

[[u]] corresponds to the jump,u2 � u1.

While the particular focus of our interest in this study is the impositionof the

jump conditions given by (4.2), we develop an approach that is equallycapable of

handling both jump constraints given by (4.2) as well as sti� Neumannconstraints.

The motivation behind this generalization is to consider a possible extension of this

method to frictional sliding problems where a sti� Neumann constraint is more likely

to arise. To that end, we consider the following interfacial conditions:

� 1r u1 � n1 =
1
�
([[u]] � �i) + 
 2�j on � � ;

� 2r u2 � n2 = �
1
�
([[u]] � �i) + 
 1�j on � � :

(4.3)

Physically, 1=� can be interpreted as the sti�ness of cohesive springs arising while

modeling a traction-separation law at the interface or the regularization parameter in

the Coulomb frictional laws. As can be seen from equation (4.3), in the limiting case

of � = 0, the Robin type constraints collapse into jump constraints givenby equation

(4.2). Here (
 1; 
 2) are not problem speci�c parameters but are real numbers such

that 
 1+ 
 2 = 1. A possible strategy for identifying these parameters will be discussed

in Section 4.3.

4.2.1 Weak form

We begin by de�ning the solution spaces,U = U1 � U2 and weighting spaces,W =

W1 � W2 such that:

Um =
�

u 2 H 1(
 m), u = um
d on � m

d

	
;

Wm =
�

w 2 H 1(
 m), w = 0 on � m
d

	
:

Multiplying the governing equations in bulk by the weighting function, integrating

by parts, applying the divergence theorem and summing the resulting equations from
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both the bulk domains we have:

X

m

Z


 m

r wm� mr um d
 �
X

m

Z

� �

wm� mr um � nm d� =
X

m

Z


 m

wmf m d
 : (4.4)

A similar procedure for the boundary conditions on �� yields:

X

m

�
Z

� �

wm� mr um � nm d� =
Z

� �

[[w]](�i � [[u]]) d� +
X

m

�
Z

� �

(1 � 
 m )wm�j d� : (4.5)

The presence of� on the highest order term lends a singularly perturbed character to

the weighted residual form of the interfacial coupling conditions asgiven by equation

(4.5). For � = 0 or � ! 0, in such problems we tend to neglect the 
ux terms arising

from the boundary conditions, when in fact they are of a comparable order to the

rest of the terms in the equation. Often, in order to regain information on the

highest order term in such singularly perturbed problems, there is aneed to recast

the equations through some rescaling. To that end, we divide equation (4.5) by � + � ,

where � is any positive number greater than zero, and obtain:

X

m

�
� + �

Z

� �

wm � mr um � nm d� =
1

� + �

Z

� �

[[w]](�i � [[u]]) d�

+
X

m

�
� + �

Z

� �

(1 � 
 m )wm�j d� :
(4.6)

Now, summing the equations (4.4) and (4.6) yields:

X

m

Z


 m

r wm� mr um d
 �
�

� + �

X

m

Z

� �

wm� mr um � nm d� +
1

� + �

Z

� �

[[w]][[u]] d�

=
X

m

Z


 m

wmf m d
 +
1

� + �

Z

� �

[[w]]�i d� +
�

� + �

Z

� �

�jhwi 1� 
 d� :

(4.7)

From the interfacial constraints (6.2), the two following expressions can be derived:

� 1r u1 � n1 + � 2r u2 � n2 = �j;
� 2r u2 � n2 = h� r ui 
 � n2 + 
 1�j :

(4.8)
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Using these two relations, the boundary integral term of weighted
uxes in (4.7) can

be re-written as follows:

X

m

Z

� �

wm � mr um � nm d� =
Z

� �

w1�j d� +
Z

� �

[[w]]� 2r u2 � n2 d�

=
Z

� �

�
w1 + 
 1[[w]]

�
�j d� +

Z

� �

[[w]]h� r ui 
 � n2 d�

=
Z

� �

�jhwi 1� 
 d� +
Z

� �

[[w]]h� r ui � n2 d� :

(4.9)

Substituting this last expression (4.9) in (4.7) leads to

X

m

Z


 m

r wm � mr um d
 �
�

� + �

Z

� �

[[w]]h� r ui 
 � n2 d� +
1

� + �

Z

� �

[[w]][[u]] d�

=
X

m

Z


 m

wmf m d
 +
1

� + �

Z

� �

[[w]]�i d� +
Z

� �

�jhwi 1� 
 d� ;

(4.10)

where, the shorthand notationh�i
 = 
 2(�)2 + 
 1(�)1, refers to the weighted average

of a quantity (�) across the interface. Finally, on symmetrizing, the variational form

can be stated as: Finduh 2 U such that for all vh 2 W such that:

X

m

Z


 m

r wm� mr um d
 �
�

� + �

Z

� �

[[w]]h� r ui 
 � n2 d� �
�

� + �

Z

� �

[[u]]h� r wi 
 � n2 d�

+
1

� + �

Z

� �

[[w]][[u]] d� �
��

� + �

Z

� �

h� r ui 
 � n2h� r wi 
 � n2 d� =
X

m

Z


 m

wmf m d


�
�

� + �

Z

� �

�ih� r wi 
 � n2 d� +
1

� + �

Z

� �

[[w]]�i d� +
Z

� �

�jhwi 1� 
 d� :

(4.11)

From (4.11), we can see that the unscaled equations, with� = 0, return the

standard penalty like techniques for enforcing sti� Neumann and Dirichlet/jump

constraints which are no longer well de�ned for� = 0. On the other hand, the
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variational form for the rescaled equations is well-de�ned even for� = 0, such that:

X

m

Z


 m

r wm� mr um d
 �
Z

� �

[[w]]h� r ui 
 � n2 d� �
Z

� �

[[u]]h� r wi 
 � n2 d�

+ �
Z

� �

[[w]][[u]] d� =
X

m

Z


 m

wmf m d
 �
Z

� �

�ih� r wi 
 � n2 d� + �
Z

� �

[[w]]�i d�

+
Z

� �

�jhwi 1� 
 d� ;

(4.12)

where, we have rede�ned� = 1=� as the stabilization parameter. In fact, if we now

choose
 1 = 
 2 = 0:5, we recover Nitsche's variational form as presented in Dolbow

and Harari (2009) for enforcing jump constraints across an interface.

In the remainder of this Chapter, we concentrate on this special case of� = 0

alone. At this point, we also remark on the similarity of the above variational form

with that of a symmetric interior penalty discontinuous Galerkin approach. The only

di�erence then lies in evaluating the boundary integrals which would arise at every

internal boundary in a symmetric interior penalty approach as opposed to the case

described here where they result only over the embedded surface.

The coercivity of Nitsche's variational form and consequently the performance of

Nitsche's method depends critically on the stabilization parameter. Interestingly, in

a discrete setting, estimates on the stabilization parameter are themselves dictated by

the choice of weights,
 1 and 
 2 for the weighted average operator in the variational

form. We use numerical analysis to provide an optimal estimate for the stabilization

parameter and also prescribe the best choice of weights for a robust numerical method

in the next section.

4.3 Spatial discretization

We discretize the bulk domains 
1 and 
 2 into a set of non-overlapping simplices.

The interface � � is allowed to be embedded in the domain in the sense that it is
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allowed to cut through the elements. We construct a piecewise planar approximation

to the interface and locate it through a zero iso-surface for a signed distance level

set function in the domain. The interface is thus naturally discretized as the vertex

set of intersection points between the zero iso-surface and the element edges. Any

element with all its nodes having a positive level set value is consideredto belong to


 2 while any element with all its nodes having a negative level set value is considered

to belong to 
 1. For elements that are cut by the embedded surface, we create a

duplicate set of nodes as proposed in Hansbo and Hansbo (2002). Essentially, we then

have a discretized geometry that is de�ned separately on both thedomains with an

overlapping character in the vicinity of the embedded surface. To lend further clarity

to the proposed formulation, we represent the overlapping element formulation for a

cut tetrahedron with a triangular surface element in Figure 4.2. A similar element

can of course be constructed when the embedded surface results in a quadrilateral

surface element.

=

1

2

3

4

(a) Cut element

+


 1

n1

1

2

3

8

(b) Partial element: 
 1


 2

n2

5

6

7

4

(c) Partial element: 
 2

Figure 4.2 { Overlapping element formulation for a tetrahedral element cut by an
embedded interface. The black circles are the physical nodes corresponding to the
background mesh and the hollow circles are the ghost nodes. The blue circles represent
the discretization of the embedded interface within an element. The discrete interface
is constructed to be piecewise-planar throughout the mesh,and is based on a zero
level-set. The discrete interfacial normaln in each element is then given by that of the
discrete interfacial plane.

The �nite element discretization is now constructed on this overlapping domain

again as prescribed in Hansbo and Hansbo (2002). The approximation and the
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weighting functions are then given by:

uh =
X

m

X

i 2 I m

H mN i ui ; wh =
X

m

X

i 2 I m

H mN i wi ; (4.13)

where, I m is the set of all nodes whose supports overlap the domain 
m and H m is

the characteristic function given by

H m(x) =
�

1 if x 2 
 m;
0 otherwise:

(4.14)

4.3.1 Discrete equations

On introducing the discretization for the approximation and the weighting spaces as

speci�ed above into the variational form (4.12), it is straightforward to obtain the

following linear algebraic system:

2

4
K 1

b + K 1
n + K s

1 K c

K c
T K 2

b + K 2
n + K 2

s

3

5

2

4
u1

u2

3

5 =

2

4
f 1
b + f 1

n + f 1
s

f 2
b + f 2

n + f 2
s

3

5 (4.15)

Comparing with the standard �nite element discrete form, the equations above con-

sist of the Nitsche contributionsK m
n , contribution from the stabilization terms K m

s

and the coupling termsK c. The bulk sti�ness terms K m
b remain identical to the

classical �nite element sti�ness expressions and are given by assembling the element

level contributions, which are given as:

km
b =

Z


 m
e

B T � mB d
 e for m = 1; 2; (4.16)

where the matrix B contains the gradient of the shape functions. The contributions

arising from the stabilization terms,K m
s is given by assembling:

km
s = � e

Z

� e
�

N T N d� e for m = 1; 2: (4.17)

93



The Nitsche contributions to the sti�ness matrix are given by assembling:

km
n = � 
 m

e

Z

� e
�

N T � m(nm)T B d� e � 
 m
e

Z

� e
�

B T nm � mN d� e for m = 1; 2: (4.18)

Finally, the coupling terms arising in the discrete system are assembled from the

following element level contributions:

kc = � � e

Z

� e
�

N T N d� e � 
 2
e

Z

� e
�

N T � 2(n2)T B d� e � 
 1
e

Z

� e
�

B T n1 � 1N d� e: (4.19)

The stabilization parameter� e and the weighting parameters (
 1
e; 
 2

e) are de�ned at

an element level in Section 4.3.2.

The discrete forcing vector also has terms arising from bulk and interfacial quan-

tities. The bulk forcing vector is given by assembling:

f m
b =

Z


 m
e

N T f m d
 e for m = 1; 2: (4.20)

The Nitsche and the stabilization contributions to the forcing vector are obtained by

assembling:

f 1
n = 
 1

e

R

� e
�

�i� 1B T n1 d� e + 
 2
e

R

� e
�

�jN T d� e; f 1
s = �

R

� e
�

� e�iN T d� e;

f 2
n = � 
 2

e

R

� e
�

�i� 2B T n2 d� e + 
 1
e

R

� e
�

�jN T d� e; f 2
s =

R

� e
�

� e�iN T d� e:
(4.21)

4.3.2 Estimate for the stabilization parameter

We follow Dolbow and Harari (2009) and provide a lower bound on the stabilization

parameter that ensures a coercive bilinear form. To that end, we introduce the

de�nitions of \energy" norm of a quantity over a domain andL2 norm of a quantity

over a surface

juh j2
 ;� =
X

m

Z


 m

r um � � mr um d
 ; juh j2� �
=

Z

� �

uhuh d� : (4.22)
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In the discrete setting, the variational form (4.12) can be writtenas:

a(wh; uh) = l(wh); (4.23)

where,a(wh; uh) and l(wh) are given by:

a(wh; uh) =
X

m

Z


 m

r wmh � mr umh d
 �
Z

� �

[[wh]]h� r uh i 
 � n2 d�

�
Z

� �

[[uh]]h� r wh i 
 � n2 d� + �
Z

� �

[[wh]][[uh ]] d� ; (4.24)

l(wh) =
X

m

Z


 m

wmhf m d
 �
Z

� �

�ih� r wh i 
 � n2 d�

+ �
Z

� �

[[wh]]�i d� +
Z

� �

�jhwh i 1� 
 d� : (4.25)

From the de�nitions of the norms (4.22) and the bilinear form (4.24),it is easy

to see that the discrete energy is given by

a(uh; uh) = juh j2
 ;� + � j[[uh]]j2� �
� 2

Z

� �

[[uh]]h� r uh i 
 � n2 d� ;

� j uh j2
 ;� + � j[[uh]]j2� �
� 2j[[uh]]j � � jh� r uhi 
 � n2 j � � ;

� (juh j 
 ;� � CI j[[uh]]j � � )2 + ( � � C2
I )j[[uh]]j2� �

:

(4.26)

The second line follows from Cauchy-Schwarz inequality. The last line follows from

the generalized inverse estimate presented in Brezzi and Fortin (1991), which states

the existence of a mesh-dependent con�guration constant suchthat:

jh� r uh i 
 � n2 j � � � CI juh j 
 ;� : (4.27)

We now use the generalized inverse estimate (4.27) to provide a lowerbound

on C2
I . First, we insist on the coercivity elementwise which places a stronger con-

straint on the stabilization parameter than that necessitated by global coercivity
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requirements. However, these element level calculations facilitateanalytical esti-

mates for constant strain triangular and tetrahedral elements resulting in a more

e�cient method.

For a constant strain triangle or a tetrahedron, on assuming thatthe material

constant � m remains constant within an element we obtain:

juh j2
 ;� =
X

m

meas(
 m
e )� m jr umh j2: (4.28)

Similarly for average 
ux at the interface we have:

jh� r uh i 
 � n2 j2� � e
= meas(� � e)( 
 1

e� 1r u1h � n2 + 
 2
e� 2r u2h � n2)2;

� meas(� � e)( 
 1
e� 1jr u1h j + 
 2

e� 2jr u2h j)2;

� meas(� � e)(( 
 1
e� 1jr u1h j)2(1 + � ) + ( 
 2

e� 2jr u2h j)2(1 + 1=� )) :

(4.29)

where the �rst line follows from the de�nition of average 
ux at the interface, sec-

ond from the de�nition of a unit normal. The third line follows on using Young's

inequality for any � > 0. Now, if we choose:

� =
meas(
 1

e)� 2(
 2
e)2

meas(
 2
e)� 1(
 1

e)2
;

jh� r uh i 
 � n2 j2� � e
�

meas(� � e)
X

m

meas(
 m
e )� m jr umh j2

�
� 2(
 2

e)2

meas(
 2
e)

+
� 1(
 1

e)2

meas(
 1
e)

�
:

(4.30)

Then from (4.30), (4.28) and (4.27) the mesh dependent parameter CI obeys the

following relation:

C2
I � meas(� � e)

�
� 2(
 2

e)2

meas(
 2
e)

+
� 1(
 1

e)2

meas(
 1
e)

�
: (4.31)

Now from (4.26), choosing� e � C2
I makes the bilinear form coercive and conse-

quently provides stability to the method. Based on the parametric studies conducted
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in Embar et al. (2010), we choose� e = 2C2
I , where C2

I is obtained on considering

the equality sign in (4.31).

From (4.31), we can see that the stabilization parameter depends directly on

the weighting parameters
 1
e and 
 2

e. From a consistency perspective, we are only

constrained in our choice of weights such that they sum to unity. However, from

a stability perspective we notice that an arbitrary choice would necessitate a large

value for the stabilization parameter providing an unstable character to the method.

For instance, if the weights are identically chosen as
 1
e = 
 2

e = 0:5 as is done in

classical Nitsche's method, we notice that (a) as meas(
m
e ) ! 0 (b) as � m tends to

a large value or (c) a combination of the above would result in an unusually large

estimate for the element level stabilization parameter.

With classical Nitsche's method, this has often resulted in numericalissues which

have surfaced in di�erent contexts and have been reported in Laursen et al. (2010)

as stress locking for mesh mortaring, in Chapter 3 as incompatibility with explicit

dynamics, in Dolbow and Harari (2009), Mourad et al. (2007) and Sanders et al.

(2009) through an uncharacteristic sub-optimal convergence inthe interfacial �eld.

Here, we propose a smarter choice for the weights to alleviate these numerical issues

and arrive at a more robust form of Nitsche's method.

On using the condition 
 1
e + 
 2

e = 1, we can arrive at a functional relationship

between the stabilization parameter and the interfacial weighting such that:

� = 2 � meas(� � e)
�

� 1(
 1
e)2

meas(
 1
e)

+
� 2(1 � 
 1

e)2

meas(
 2
e)

�
: (4.32)

Now, we can choose an interfacial weight that minimizes the stabilization parameter

while ensuring coercivity. For an extrema, considering the stationary point of � e

with respect to 
 1
e, we get:


 1
e =

meas(
 1
e)=� 1

meas(
 1
e)=� 1 + meas(
 2

e)=� 2
; (4.33)
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It is also instructive to look at the second derivative of� with respect to 
 1
e:

@2�
@(
 1

e)2
= 4 � meas(� � e)

�
� 1

meas(
 1
e)

+
� 2

meas(
 2
e)

�
� 0: (4.34)

Therefore, with this particular choice of interfacial weighting givenby equation

(4.33), we indeed end up minimizing the stabilization parameter while ensuring co-

ercivity of the bilinear form. On substituting this choice of weights back into (4.32),

we get:

� e = 2 �
meas(� � e)

meas(
 1
e)=� 1 + meas(
 2

e)=� 2
(4.35)

Clearly, now even for the pathological cases encountered with classical Nitsche's

method that we mentioned above, this choice of weights provides uswith a well-

de�ned estimate for the stabilization parameter that remains of the same order of

magnitude as the classical �nite element sti�ness terms. We present a detailed nu-

merical senstivity study in the next section which further emphasizes this choice.

As an additional remark, we also note that though the above analysis was con-

ducted particularly for cut elements, it generalizes without modi�cations for the case

when an interface aligns with the background mesh surfaces as is the case with sym-

metric interior penalty discontinuous Galerkin methods. Therefore, even for those

methods, while a simple arithmetic average would work well for homogenous mate-

rials and a purely sti�ness weighted approach for only material heterogeneities, the

proposed weighting would prove more bene�cial in handling both largematerial and

mesh anisotropies.

Finally, we conclude by remarking that for bilinear quadrilaterals and other higher

order elements, since the 
ux within an element no longer remains a constant, we

cannot provide analytical estimates for the stabilization parameter. However, a qual-

itative dependence between the weights and the stabilization parameter can still be
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established in a similar way. For such elements an additional element level eigenvalue

calculation could be performed to evaluate the stabilization parameter, as illustrated

in Embar et al. (2010).

4.4 Numerical examples

In this section, we revisit several numerical examples studied previously in (Dolbow

and Harari, 2009; Sanders et al., 2009; Laursen et al., 2010; Hautefeuille et al., 2012;

Sanders et al., 2012; Dolbow and Franca, 2008), where classical Nitsche's method was

shown to perform poorly for certain pathological cases. We highlight the robustness

of the proposed formulation over those very examples by contrasting its performance

with the more conventional form prevalent in literature.

Throughout the section and in the �gure legends, we denote the weighted form

of Nitsche's method by
 Nitsche and the standard form by Nitsche. The accuracy

in bulk �eld is evaluated by means of the standardL2 error norm while the accuracy

in the gradient is evaluated by means of the energy semi-norm. For the interfacial


ux quantities, we also utilize L1 norm as a measure of accuracy.

4.4.1 Sensitivity study

As a �rst example, we examine the following model problem as considered by Hansbo

and Hansbo (2002):

r � � mr um = � f m in 
 m;
u = 0 on � d = f x : z = 0j1g;

� m r um � n = 0 on � n = f x : x = 0j1;y = 0j1g;
[[� r u]] � n = 0 on � � = f x :  (x) = 0 g;

[[u]] = u2(x) � u1(x) on � � = f x :  (x) = 0 g:

(4.36)
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Choosingf 1 = f 2 = 1, the equation admits an analytical solution given by:

u(x) =

8
>>>><

>>>>:

(3� 1 + � 2)z
4� 1(� 1 + � 2)

�
z2

2� 1
in 
 1 = f x :  (x) < 0g;

� 2 � � 1 + (3 � 1 + � 2)z
4� 2(� 1 + � 2)

�
z2

2� 2
in 
 2 = f x :  (x) > 0g:

We now study the sensitivity of the interfacial 
ux with respect to: (a) the

interface location within a cut element, and (b) contrast in materialproperties across

the interface; over a structured three dimensional tetrahedral mesh with six divisions

in each direction. In order to carefully examine the sensitivity with respect to the

interface location, we move a planar interface within one layer of elements from one

internal boundary to another as shown in Figure 4.3(a). For each of these interfacial

locations, we vary the material parameters such that the ratio between � 2 and � 1

ranges from 10� 6 to 106.

For an application such as modeling plasticity at the interface, it is important

that the equivalent expression for 
ux obtained from Nitsche's method i.e. � [[u]] �

h� r ui 
 � n is evaluated accurately at each gauss point on the interface. With such

an application in mind, we plot the maximum error in 
ux at gauss points on the

interface which is akin to looking at error in theL1 norm.

The error contour plots for weighted and classical Nitsche's method are shown in

Figures 4.3(b)-(c). In the plot, the horizontal axis represents the normalized varia-

tion in interface location i.e. dz=h while the vertical axis represents the log value of

variation in contrast in material propertiesviz. log(� 2=� 1). It is clear from the plots

that classical Nitsche's method is much more sensitive to both the degree of hetero-

geneity as well as the position of interface within a cut element. While the variation

in error for the weighted form of Nitsche's method is relatively modest with error val-

ues ranging from 20-40% for almost the entire spectrum, classicalNitsche's method

exhibits severe sensitivity with error values shooting up to 18000% for the worst
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h
dz

(a) Parameters of the sensivity anal-
ysis

(b) 
 Nitsche's method (c) Nitsche's method

Figure 4.3 { Contour plot of the percentage error in L 1 norm for equivalent 
ux at
the interface. The variation in the interfacial location dz=h is along the horizontal axis
while the variation in contrast in material properties log( � 2=� 1) is along the vertical
axis. Percentage error is indicated by the color contour.

possible cases. The contour plot is scaled between 8-100 % for better visualization.

It is also interesting to note that this sensitivity plot for classical Nitsche's method

is not entirely symmetric. It seems that classical Nitsche's method isworst a�ected

whendz=h ! 0 and � 2=� 1 = 10� 6 or its corresponding situation whendz=h ! 1 and

� 2=� 1 = 106. To get a better understanding, we study the sensitivity with respect to

one parameter at a time while holding the other �xed. We �rst plot the maximum

error by varying only the interface location for a high contrast in material properties
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in Figure 4.4(a) and for identical material properties in Figure 4.4(b). We then vary

the contrast in material properties while holding the interface location �xed such

that in Figure 4.5(a) the interface is approaching a lower internal boundary and in

Figure 4.5(b) the interface is approaching an upper internal boundary.

10

100

0 1

E 1

dz =h

� 2=� 1 = 10 � 6

Nitsche

 Nitsche

� 2=� 1 = 10 6

Nitsche

 Nitsche

(a) High contrast in material parameters

10

100

0 1
E 1

dz =h

� 2=� 1 = 1
Nitsche


 Nitsche

(b) Identical material parameters

Figure 4.4 { Sensitivity in interfacial 
ux error with interfacial loc ation. Percentage
error in the interfacial 
ux in L 1 norm is plotted along the vertical axis and the
normalized interfacial location is plotted along the horizontal axis for (a) high degree
of heterogeneity (b) homogeneous material.

From Figure 4.4(b), it is clear that even for a homogeneous material,as the inter-

face approaches either internal boundary, for classical Nitsche's method, interfacial


ux is erroneous to the point that it is barely usable without some post-treatment

as reported earlier by (Mourad et al., 2007; Dolbow and Franca, 2008; Hautefeuille

et al., 2012). On the other hand, weighted Nitsche's method remainswell behaved.

The only di�erence between classical and weighted approaches forthe aforemen-

tioned case is the averaging of the 
ux that arises in the consistency terms in the

variational form. This averaging as it turns out is the key to the numerical stability

of the method.

Averaging biased towards either side mandates a large value of the stabilization

parameter which causes the method to revert back to unstable behaviour as exhibited

by penalty function approaches with a large penalty parameter. Essentially, a large
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10

100

-6 6

E 1

log(� 2=� 1)

Nitsche

 Nitsche

(a) Interface approaching a lower internal
boundary: dz=h = 0 :13

10

100

-6 6

E 1

log(� 2=� 1 )

Nitsche

 Nitsche

(b) Interface approaching an upper inter-
nal boundary: dz=h = 0 :87

Figure 4.5 { Sensitivity in interfacial 
ux error with degree of hetero geneity. Percent-
age error in the interfacial 
ux in L 1 norm is plotted along the vertical axis and the
log ratio of material parameters is plotted along the horizontal axis for (a) an interface
approaching a lower internal boundary (b) an interface approaching an upper internal
boundary.

value for the stabilization parameter nulli�es the advantages of a weakly continuous

approach and enforces the constraints a little too strongly. This further explains the

asymmetry in the plots in Figures 4.4(a), 4.5(a) and 4.5(b). If we concentrate on

the case when� 2=� 1 = 106 and dz=h ! 1, for classical Nitsche's method, we notice

a spike in the error. For that case, a simple averaging is already overestimating the


ux from 
 2 and when the material parameter is large we end up amplifying that

a�ect. On the other hand, whendz=h ! 0, a simple average is underestimating the


ux contribution from 
 2 and a high value of material parameter counterbalances

that to some extent resulting in better performance of classical Nitsche's method.

This suggests to us that as long as we can ensure an \unbiased" averaging in the


ux for the consistency terms arising in the variational form, we retain a well behaved

numerical method. Fortunately, the essence of the above qualitative discussion is

captured by the expression for stabilization parameter (4.32) which leads us to the

choice of the weights for the averaging as speci�ed in (4.33).
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4.4.2 Pure bending

We next consider a rectangular beam of lengthL and height H subjected to pure

bending conditions as considered by Laursen et al. (2010) and Sanders et al. (2009,

2012) and demonstrate the robustness of the proposed approach.


 1 
 2� �M M

Figure 4.6 { Geometry and loading for the beam bending problem.

On considering idealized pure bending with no shear and centering thecompu-

tational domain around (0,0), one can arrive at the analytical expressions for the

displacement �eld given by:

um
x (x) =

�
2pxy
E m H

in 
 m ; um
y (x) =

�
� p(x2 � �y 2)

E m H
in 
 m : (4.37)

where p is the maximum value of the distributed traction applied at theboundaries

to produce the bending moment M. For the purpose of this numerical experiment,

we choose p = 1. In addition, we consider a straight vertical interface such that

 (x) = x � x � , partitions the domain 
 into component sub-domains 
 1 = f x :

 (x) < 0g and 
 2 = f x :  (x) > 0g. Displacements and tractions are assumed to

be continuous across the interface.

Stress locking

We �rst demonstrate the stress locking phenomenon as observedin Laursen et al.

(2010); Sanders et al. (2012). The phenomenon is best highlightedwhen there is a

high contrast in sti�nesses on either side of an embedded interfacechosen as (x) =

104



Figure 4.7 { Representative mesh geometry zoomed near the interface for the stress
locking problem.

x, as well as a corresponding scaling in the mesh densities. Figure 4.7 shows a

zoom of a representative mesh in the vicinity of the interface. Here, we consider the

material properties such that the Young's moduliE 1 = 109 and E 2 = 103 while the

Poisson's ratios are identically considered as� 1 = � 2 = 0. The loading is prescribed

by constraining the displacement �eld to the exact solution given by equation (4.37)

on the Dirichlet boundary � d = f x : x = � L=2jL=2g. Clearly from Figure 4.8, we

can see that classical Nitsche's method results in wildly oscillating behaviour in the

bending stress and renders the results unusable when the bendingstresses are desired

by an analyst.

Figure 4.8 { Bending stresses top: for classical Nitsche's method and bottom: for 

Nitsche's method.

Furthermore, we conduct a spatial convergence study on �ve sequentially re�ned

unstructured meshes. The mesh on the sti�er side is approximatelyfour times as

re�ned as the mesh on the softer side. Also, the meshes are re�ned such that this
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(b) \Energy" error in � xx

Figure 4.9 { Convergence study for the beam bending problem solved on a rectangular
beam with a straight vertical interface.

contrast in mesh densities is always maintained the same for each re�nement. Figure

4.9(a) plots the convergence of bulk �eld inL2 norm while Figure 4.9(b) plots the

convergence of the bending stress� xx in the energy semi-norm. From Figure 4.9(b),

it is clear that classical Nitsche's method fails to converge which corroborates the

result seen in Figure 4.8. It is interesting to note that an area-weighted Nitsche's

method as proposed in Chapter 3 also fails to converge. This is not surprising

however as equation (4.32) suggests that an area-weighted approach can still lead

to a large stabilization parameter for certain con�gurations of cutelements if there

is a high degree of heterogeneity. The weighting proposed here on the other hand

is expected to behave better by always keeping the stabilization terms in check as

demonstrated by the optimal convergence behaviour of the proposed approach. It is

also interesting to note from Figure 4.9(a) that classical as well as the area-weighted

approaches yield sub-optimal convergence behaviour inL2 norm in the bulk �eld as

well.
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Interfacial traction

In order to successfully model more complex interfacial behaviourlike frictional slid-

ing, it is essential to have an accurate representation of normal as well as tangential

traction at the interface. With that in mind, we now examine the interfacial traction

for the aforementioned beam bending problem.

We again consider a rectangular beam subjected to pure bending asabove but

with length L = 16 and height H = 4 and �rst conduct computations on a struc-

tured triangular mesh for a non-pathological case, such thatdx=h = 0:5 for classical

Nitsche's method. The de�nition of dx is as shown in the inset of Figure 4.10(a).

We consider 21 divisions along bothx and y directions and consider the interface to

be located exactly at the center of the domain, such that (x) = x. The material

properties are identically prescribed asE 1 = E 2 = 103 and � 1 = � 2 = 0. The exact

solution is still given by equation (4.37) and is again prescribed as a Dirichlet bound-

ary condition on the surfaces �d = f x : x = � L=2jL=2g. The normal and interfacial

traction pro�les are plotted in Figures 4.10(a)-(b) respectively for classical Nitsche's

method, weighted Nitsche's method as well as for penalty method. The penalty pa-

rameter used for penalty method scales asE=h, h being the characteristic length of

the mesh.

Similar plots were provided by Sanders et al. (2009), where they noticed that

normal traction pro�le showed very mild oscillations while the tangential traction

oscillated wildly for classical Nitsche's method. They rightly attributed this to the

poor performance of a constant strain triangular element. However, we contend

here that while a constant strain triangular element contributes in part, some of

this unstable behaviour can also be attributed to the numerical instability inherent

in the classical Nitsche formulation as evident from the relatively smoother pro�les

produced by the penalty method for the chosen penalty parameter. It is therefore
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interesting to note from 4.10(a)- (b), the traction pro�le obtained from the weighted

formulation is much smoother in both the normal and tangential directions. Tangen-

tial traction still exhibits oscillatory pattern but the amplitude of th ese oscillations

is much lower than classical Nitsche's method.
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Figure 4.10 { Plot of normal and tangential traction at the interface for beam bend-
ing problem. Contrast in material properties as well as distance between the clos-
est internal boundary and the interface is varied from identical material properties
(E 1 = E 2 = 103) on both sides and dx = h=2 for top-left and right to E 1 = 109,
E 2 = 103 and dx = :01 for bottom-left and right. The inset in (a) shows the de�ni tion
of parametersdx and h.

Since the weighted form exhibits advantages even in a case that is supposedly

non-pathological for classical Nitsche's method, we now perform the same analysis

for a pathological case withdx = :01. We also consider a highly heterogeneous
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case withE 1 = 109 and E 2 = 103. Poisson's ratio is identically considered zero in

both domains. Clearly from Figures 4.10(c)-(d), one can appreciate that the traction

obtained from classical Nitsche's method is as bad as that obtained from an unstable

Lagrange multiplier implementation.

Penalty method also seems to revert back to unstable behaviour but we must

mention that the penalty parameter used here scales as max(E 1; E2)=h. It is likely

that a smaller parameter yields better performance but the problems in a penalty

function approach are twofold - (a) we see a loss in optimal convergence behaviour in

both bulk and interfacial �elds and (b) the accuracy of the resultsin both the bulk

and interfacial �elds are highly dependent on the penalty parameter and this choice

is completely at an analyst's discretion leading to a lack of robustness.

We also compare the interfacial tractions obtained for the beam bending problem

with two other choices of weighting in the Nitsche approach: (a) thearea-weighted

approach as proposed in Chapter 3, and (b) the sti�ness-weighted approach as pro-

posed in references (Zunino, 2009; Burman and Zunino, 2006; Ernet al., 2009). We

again consider a highly heterogeneous case withE 1 = 103 and E 2 = 109, while

the Poisson's ratio is identically zero. Again, it is clear from the plots (see Figures

4.11)that the approach presented in this work leads to a much morestable traction

pro�le than one would obtain from choosing either a simple area-weighted approach

or a pure sti�ness weighted approach.

It is also worth remarking that one might improve on the results obtained on using

only the approach suggested in (Hansbo and Hansbo, 2002) or theone suggested in

(Zunino, 2009; Burman and Zunino, 2006; Ern et al., 2009) throughout, by switching

between them on an element by element basis as suggested by Zuninoet al. (Zunino

et al., 2011). However, as one can appreciate from the plots shownin Figure 4.11

such a strategy might not be su�cient in the face of both small cut elements and

large heterogeneities.
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Figure 4.11 { Comparison of analytical surface tractions obtained using the proposed
approach with those obtained using other choices of weights. The material parameters
are E 1 = 103, E 2 = 109 and dx = :05.
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Figure 4.12 { Comparison of analytical surface tractions with those obtained using

 Nitsche's method for the pathological case:E 1 = 109, E 2 = 103 and dx = :01.

Finally, we also compare the normal and tangential tractions obtained from the

weighted formulation with the analytical solutions in Figures 4.12(a)-(b). We can

clearly see that the proposed weighted formulation remains well behaved even for

a severely pathological case as described here. We again notice some oscillatory

behaviour in the tangential �eld however. At the same time, we also remark that the

amplitude of oscillations remains approximately the same as that seenfor the case
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when dx=h = 0:5 and identical material properties indicating minimal sensitivity as

opposed to classical Nitsche's method.

Figure 4.13 { Computational domain with 
 2 shown in green and 
1 shown in blue
for the logarithmic �eld problem with a popcorn shaped embedded surface.

Though this situation is designed particularly to highlight a worst casescenario for

classical Nitsche's method, while modeling heterogeneities with generalized/extended

�nite element methods or with discontinuous Galerkin methods; one often encounters

such situations and it is highly inconvenient to use tolerancing schemes to get rid of

these pathological cases. It is therefore encouraging that the weighted formulation

remains well behaved and allows for a method without the need for any tolerancing

schemes.

4.4.3 Popcorn interface

As a �nal example, we revisit the logarithmic �eld problem with a popcorn shaped

surface considered in Chapter 2 and reformulate the Dirichlet problem studied there

as a jump problem given below.

� u = � f in 
 = 
 1 [ 
 2;
u = log r on � d = f x : x = 0j1;y = 0j1;z = 0j1g;

[[r u]] � n = r u2 � n2 on � � = f x :  (x) = 0 g;
[[u]] = u2(x) � u1(x) on � � = f x :  (x) = 0 g:
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Choosingf = � 1=r2 in 
 2 = f x :  (x) > 0g and f = 0 in 
 1 = f x :  (x) < 0g,

it is easy to see that the exact solution is given by a constant �eldu1 = 1 in 
 1 and a

logarithmic �eld u2 = log r in 
 2 wherer is a radial coordinate de�ned with respect

to the center of the �eld xc = (0 :5; 0:5; 0:5). The computational domain is shown in

Figure 4.13.
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Figure 4.14 { Convergence of 
ux in L 1 norm for the logarithmic �eld problem with
a popcorn shaped embedded surface. In the �gure legend, we denote the error in 
ux
obtained from the domain integral formulation by DI.

We plot the maximum error in the average 
ux at the interface i.e.hr ui 
 � n2,

evaluated at each Gauss point in Figure 4.14. In Chapter 2, it was shown that on

directly calculating the normal 
ux from the gradient of the �eld, classical Nitsche's

method fails to converge in theL1 norm. In contrast, from Figure 4.14 we can see

that the weighted formulation proposed here converges with optimal rates. In fact,

for this particular problem, in the  L1 norm, the weighted formulation seems to have

better accuracy than even the domain integral postprocessing technique to recover


ux as proposed by Ji and Dolbow (2004).

4.5 Conclusion

In this work, we demonstrated the lack of robustness exhibited bythe classical

Nitsche formulation for a certain class of embedded interface problems. Indeed,
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the bulk �eld remains reasonably well behaved even in these pathological cases and

it is therefore essential to look at the behaviour of the interfacial�eld to comment

on the robustness of the method. We applied numerical analysis to highlight the

possible cause of this lack of robustness and proposed an alternate variational form

based on a smarter choice for the weights in the Nitsche consistency terms.

We then demonstrated through several numerical examples the robustness of the

proposed variational form and contrasted it against the standard form prevalent in

literature. We report quadratic rates of convergence in the bulk �eld and linear rates

of convergence in the interfacial �elds. We also report minimal sensitivity with re-

spect to the interface location as well as degree of heterogeneityon using the proposed

form. Even though our simulations are restricted to embedded interface problems,

we contend that the results hold for Nitsche based �ctitious domainmethods and

discontinuous Galerkin methods such as the symmetric interior penalty approaches

where there is a huge contrast in material properties and/or whenthere is a large

gradient in the mesh density. We also contend that for applications where the inter-

facial �eld is of critical importance, such as evolving interface problems and frictional

contact, it is imperative to use the weighted form of Nitsche's method.

Going forward, the robust traction recovery of the weighted Nitsche approach is

encouraging for modeling the evolution of tangential traction through an inelastic

dissipative mechanism. In the next Chapter, we will extend the proposed method to

model such non-linear behavior at the interface.
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5

A Nitsche Stabilized Embedded Finite Element
Method for Frictional Sliding Problems

5.1 Introduction

Robust enforcement of nonlinear constitutive laws (such as frictional contact) on

embedded interfaces has remained a challenge. Key issues include the development

of stable methodologies that preserve the accurate recovery ofinterfacial tractions.

In this Chapter, we extend the weighted Nitsche's method, proposed in Chapter 4,

to enforce frictional constraints at the interface, and contendthat it is the most

accurate, e�cient, and robust method for this class of problems.

The �rst work to treat frictional contact on embedded interfaces was performed

by Dolbow et al. (2001), in the context of the X-FEM. In that work, the LArge

Time INcrement (LATIN) method of Ladev�eze (1999) was employed to enforce fric-

tional contact constraints on crack surfaces. The LATIN method is essentially an

augmented Lagrange multiplier method that has been widely used fordomain de-

composition problems. It possesses the advantages of a symmetric system matrix,

and does not require the calculation of a global tangent operator.For a recent exten-
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sion of the method to three-dimensional problems, see Gravouil etal. (2011). Since

the work of Dolbow et al. (2001), both dual and primal methods have been pursued

for frictional contact constraints on embedded interfaces.

The challenge with Lagrange multiplier methods for this class of problems con-

cerns the construction of a stable Lagrange multiplier space. Stability is crucial in

this case to avoid arti�cial oscillations in the interfacial tractions. Such a stable

space was constructed by Kim et al. (2007) through a discretization of the surface

mesh independent from the underlying bulk mesh. However, the extension of their

approach to three-dimensional problems is not immediately obvious.B�echet et al.

(2009) constructed a nonlocal Lagrange multiplier �eld based on the underlying mesh

(see Hautefeuille et al. (2012) for an extension of this approach to3D). For an appli-

cation of the method of B�echet et al. (2009) to large sliding contact, see Nistor et al.

(2009).

Classical penalty methods have also been explored for this class of problems, see

for example, the work of Liu and Borja (2008), and Khoei and Nikbakht (2007) for

small deformation elastostatics. They noted the superior rates of convergence for the

penalty method compared to the LATIN method. The approach hasbeen extended

to problems with bulk plasticity (Khoei et al., 2006; Liu and Borja, 2009) and large

sliding contact (Khoei and Mousavi, 2010; Liu and Borja, 2010a). It should be noted

that these approaches still represent a regularization of a discrete formulation that

is unstable, and involve a free penalty parameter.

More recently, Liu and Borja (2010b) proposed a stabilized formulation for low-

order elements, with the option of either Lagrange multipliers or penalty regulariza-

tion to enforce the interfacial constraints. Unfortunately, themethod still retains a

free stabilization parameter as well as a free penalty parameter for the regularized

case. Coon et al. (2011) proposed the use of classical Nitsche's method to model

frictional contact on embedded interfaces with the X-FEM. In that work, however,
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the Nitsche stabilization parameter was left free, and a smoothing technique was

developed for calculating the frictional tractions. Classical Nitsche's method was

also proposed for frictionless contact with standard �nite elementapproximations by

Wriggers and Zavarise (2008).

In this Chapter, we advocate the use of weighted Nitsche's method, proposed in

Chapter 4, for modeling frictional contact on embedded interfaces. There are many

advantages to the weighted Nitsche's approach over the aforementioned methods.

First and foremost, it is a primal method that does not introduce additional degrees

of freedom at the embedded interface. Secondly, upon linearization the method

provides fast convergence in the displacement �eld. Thirdly, as described in Chapter

4, with the aid of numerical analysis and low-order elements, the method does not

contain any free parameters. Finally, in comparison to the standard Nitsche method,

our approach yields much more accurate approximations to the interfacial traction

�elds. This accuracy is essential for robustly capturing the evolution of the interfacial

slip.

This Chapter is outlined as follows. In the next Section, we introducethe model

problem and the associated variational formulation. In Section 5.3,the discretized

forms for the embedded �nite element method with weighted Nitschestabilization

are presented. Numerical examples demonstrating the accuracyand e�cacy of the

approach are then presented in Section 5.4. Finally, the last Sectionprovides a

summary, some concluding remarks and possible extensions.

5.2 Model problem and variational formulation

5.2.1 Governing equations for linear elastostatics and sliding contact

We begin by considering two domains 
1 and 
 2 separated from each other by an in-

terface � � (see Figure 5.1). In this work, we will con�ne attention to two-dimensional

problems, although the extension to three-dimensional problems isconceptually iden-
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� 1
d

� 2
d

� 2
n

� 1
n

� *


 1


 2
n1

Figure 5.1 { Domains 
 1 and 
 2 separated by a shared boundary �� . The Dirichlet
boundaries � 1

d, � 2
d and the Neumann boundaries �1n and � 2

n are as shown. The com-
plementary part of the boundary is traction free. The normal to the boundary of each
sub-domain, nm , points outwards from the domain 
 m as shown.

tical. Force balance is assumed to hold in each domain and across the interface. The

governing equations in each of the domains are given, in indicial notation, by:

� m
ij;j = 0 in 
 m ;
um

i = um
d on � m

d ;
� m

ij nm
j = hm

i on � m
n ;

(5.1)

where � m
ij and um

i denote the components of the stress and displacement �elds in

domain 
 m , respectively, andnm
j the components of the unit outward normal. The

displacement is �xed to the prescribed �eldum
d on the Dirichlet portion of the bound-

ary, andhm
i denotes the prescribed traction on the Neumann portion of the boundary.

Introducing the traction �eld on the embedded interface by projecting the stress

from each domain,

tm
i = � m

ij nm
j on � � : (5.2)

Force balance on the interface is given by

t1
i + t2

i = 0 on � � : (5.3)
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We assume a linear elastic reponse for the constitutive relationship inthe bulk do-

main:

� m
ij = Cm

ijkl um
(k;l ) in 
 m ; (5.4)

where Cm
ijkl denotes the fourth-order elasticity tensor, andum

(k;l ) is the symmetric

gradient of the displacement �eld.

Regarding the interfacial kinematics and constitutive laws, given (5.3), we �nd it

convenient to use a single interfacial traction �eld, de�ned by

t i � � t1
i = t2

i on � � ; (5.5)

and express things in then1 � � 1 plane of the interface. In particular, consider the

following decompositions of interfacial tractions and displacementsinto normal and

tangential components

t i = tNn1
i + t � � 1

i ; um
i = um

N n1
i + um

� � 1
i ; on � � : (5.6)

We assume that sliding conditions hold on the interface, such that there exists no

gap in the normal component of the displacement �eld,i.e.

u1
N = u2

N on � � ; (5.7)

while the tangential component of the displacement �eld is allowed to be discontinu-

ous, and is strongly tied to the tangential traction on the interface. In particular, we

assume that the tangential traction evolves through a given inelastic dissipative law

at the interface. We demonstrate our proposed method by considering two interfa-

cial laws: (a) perfect plasticity and (b) Coulombian frictional behavior. However, the

proposed framework can also be used to model more complex interfacial behavior.

As there is a strong analogy between the governing equations for both Coulombian

friction and elastic-perfectly plastic behavior, we list the governingequations for

both these cases in a common framework following Simo and Hughes (1998) below.
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We use [[uj ]] = u2
j � u1

j to denote the jump in the displacement �eld across the

interface. We �rst additively decompose the tangential displacement into an \elastic"

or recoverable part and a non-recoverable plastic part, such that:

[[u� ]] = [[ uel
� ]] + [[ upl

� ]]: (5.8)

The 
ow rule describing sliding and the yield (or slip) function are written in rate

form, and given by:

[[ _upl
� ]] = _�

t �

jj t � jj
; (5.9)

� (t � ) = jj t � jj � tY ; (5.10)

where _� represents the slip rate andtY represents the yield traction. For a perfectly

plastic interface, this yield traction assumes a constant value and isa material char-

acteristic property. In the case of Coulombian behavior this traction depends on

the normal traction such that tY = �t N , where � represents a coe�cient of friction

between the two materials. Finally, the Kuhn-Tucker complimentarity conditions

and the consistency equation are given by:

_� � 0; � (t � ) � 0; _�� = 0;

_� _� = 0 (if � = 0) :
(5.11)

The �rst line in equation (5.11) speci�es the requirements on the admissibility of the

traction �eld. It also states that any slip only occurs on the yield surface.

5.2.2 Variational form

The variational statement can now be derived by multiplying the governing equations

in each domain by a corresponding weighting function and summing them together.
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On application of the divergence theorem, we have:

X

m

Z


 m

wm
(i;j ) �

m
ij d
 �

X

m

Z

� �

wm
i tm

i d� =
X

m

Z

� m
n

wm
i hm

i d� : (5.12)

Upon using the traction continuity (5.3) and the de�nition of the interfacial traction

(5.5), we obtain the following weak form: Findui 2 Ui such that

X

m

Z


 m

wm
(i;j ) �

m
ij d
 �

Z

� �

[[wi ]]t i d� =
X

m

Z

� m
n

wm
i hm

i d� 8wi 2 V i ; (5.13)

where [[w]] = w2 � w1 represents the interfacial jump in the variations. Here,Ui

and Vi represent spaces of su�ciently smooth functions for the displacements and

variations, respectively.

5.3 Algorithmic treatment and discretization

5.3.1 Weighted Nitsche's method for frictional sliding

We focus attention on the contact virtual work. The second integral in (5.13) can

be rewritten as a sum of normal and tangential contributions,viz.

Z

� �

[[wi ]]t i d� =
Z

� �

([[wN ]]tN + [[ w� ]]t � ) d� : (5.14)

Methods for the treatment of contact are largely di�erentiated by the algorithmic

treatment of the interfacial traction (Laursen, 2003; Wriggers, 2006). Along these

lines, we begin by de�ning a weighted interfacial pressure and shear:

p
 = n1
i h� ij i 
 n1

j ; f 
 = � 1
i h� ij i 
 n1

j ; (5.15)

whereh� ij i 
 = 
 1� 1
ij n1

j + 
 2� 2
ij n1

j , represents a weighted average of stress across the

interface. Here, the weights
 1 > 0 and
 2 > 0 are only required to satisfy
 1+ 
 2 = 1.
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In the weighted Nitsche's method for frictional sliding, we replace the normal

traction in (5.14) by

tN = p
 � � N [[uN ]]; (5.16)

where � N > 0 is a stabilization parameter. This expression is analogous to what

appears in augmented Lagrangian treatments of contact, where(for frictional sliding)

one would �nd the normal traction replaced by

tN = � N � � N [[uN ]]; (5.17)

with � N the Lagrange multiplier and� N the penalty parameter. The primary di�er-

ence between Nitsche's method for contact and augmented Lagrangian treatments is

that the former does not introduce an additional �eld. Further, the parameter� N

doesn't serve so much to enforce the non-interpenetrability constraint as it does to

ensure the coercivity of the bilinear form. See Wriggers and Zavarise (2008) for addi-

tional discussion comparing Nitsche's method to penalty and augmented Lagrangian

methods.

Similar to equation (5.16), we now introduce the weighted Nitsche regularization

for the tangential traction:

t � = f 
 � � � ([[u� ]] � [[upl
� ]]): (5.18)

This equation describes a linear relationship between the \elastic" part of the tangen-

tial slip and the tangential tractions. The basic di�erence betweenthe two equations

(5.16) and (5.18) stems from the fact that there is no \inelastic" ornon-recoverable

component in the equations describing normal tractions. Here, the stabilization pa-

rameter � � serves as the slope of the regularized traction-displacement relationship

in the tangential direction. This expression, too, is analogous to what appears in

augmented Lagrangian treatments of frictional contact (see, e.g. Laursen, 2003).
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Substitution of (5.16) and (5.18) into (5.14) and (5.13) results in a weak form that

is non-symmetric. A symmetric weak form can be recovered by adding in symmetric

analogs to (5.16), (5.18), and (5.14). As examples, see the weak forms developed by

Wriggers and Zavarise (2008) for frictionless contact and that ofCoon et al. (2011)

for frictional contact. As discussed in Simo and Laursen (1992) and Liu and Borja

(2008), for Coulombian friction models, the consistent tangent matrix is naturally

non-symmetric due to the coupling between the normal and tangential directions.

Accordingly, we leave out such contributions to the bilinear form to arrive at a

variationally consistent but non-symmetric method. The precise de�nitions of the

weights and the stabilization parameters that arise in the formulation is detailed at

an element level in Section 5.3.4.

5.3.2 Spatial discretization

We triangulate the bulk domains 
 1 and 
 2 into a set of non-overlapping linear

triangles. Further, we consider the interface �� to be `embedded' in the domain;

i.e. we represent the interface independently of the bulk discretization so that it

cuts through elements. We follow Hansbo and Hansbo (2002) and construct the

discretization in the vicinity of embedded interface through overlapping elements

also described previously in Chapters 3 and 4. We also follow Chapters3 and 4

and locate the embedded interface implicitly through a level-set function. Figure 5.2

shows a schematic of the followed approach.

The �nite element discretization is now constructed on these overlapping domains

as described in Hansbo and Hansbo (2002). The approximation and the weighting

functions are then given by:

uh =
X

m

X

i 2 I m

H mN i u i ; wh =
X

m

X

i 2 I m

H mN i w i ; (5.19)

where, I m is the set of all nodes whose supports overlap the domain 
m and H m is
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Figure 5.2 { Spatial discretization for the embedded interface formulation. The black
circles are the physical nodes corresponding to the background mesh and the hollow
circles are the phantom nodes. The red hollow circles represent the discretization of
the embedded interface within an element. The discrete interface is constructed to
be piecewise-planar throughout the mesh, and is based on a zero iso-surface of the
level-set function.

the characteristic function given by

H m(x) =
�

1 if x 2 
 m;
0 otherwise:

(5.20)

5.3.3 Discrete equations

On introducing the discretization for the approximation and the weighting spaces

as speci�ed above into the variational form (5.13), it is straightforward to obtain the

following discrete statement of equilibrium in the residual form:

R(u) = Fext � (Fb
int + Fc

int ) = 0: (5.21)

123



Algorithm 4 Updating interfacial tractions for an element intersected by an em-
bedded interface at the (n+1)-th load step and k-th iteration

for all gauss-pointsgp do
Compute jump in the displacements: [[u]](k)

n+1

Compute trial traction: t trial, (k)
n+1 = h� (k)

n+1 i 
 n1 � � eI [[u]](k)
n+1

Compute trial yield function: � trial, (k)
n+1 = � (t trial, (k)

�; n+1 ) = jj t trial, (k)
�; n+1 jj � tY

if yield condition is not violated: � trial, (k)
n+1 < = 0 then

Trial state is true state: t (k)
n+1 = t trial, (k)

n+1
else

Normal direction - no yielding: t (k)
N, n+1 = t trial, (k)

N, n+1
Tangential direction - return mapping algorithm:

� � =
� trial, (k)

n+1

� e

t (k)
�; n+1 = t trial, (k)

�; n+1 � � e� �
t trial, (k)
�; n+1

jj t trial, (k)
�; n+1 jj

[[u]]pl;(k)
�; n+1 = [[ u]]pl

�; n + � �
t trial, (k)
�; n+1

jj t trial, (k)
�; n+1 jj

Update � e

end if
end for

In the absence of body forces,Fext is obtained by locally assembling the element

contributions from traction boundary conditions on the Neumann boundary:

f m
ext =

Z

� m
n e

N T hm d� e for m = 1; 2: (5.22)

The internal force vector has contributions from both bulk material and contact

tractions. The bulk contribution to the internal force vector, Fb
int , is obtained by

assembling:

f b, m
int =

Z


 m
e

(B T D mB)um
e d
 e for m = 1; 2; (5.23)

where the matrix B contains the shape function derivatives, the matrixD m denotes

the discrete counterpart of the elasticity tensor andum
e is the local vector of nodal

unknowns. Finally, the contact contribution to the internal forcevector is obtained
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by assembling:

f c
int =

Z

� � e

N T t ([[u]]) d� e; (5.24)

where t ([[u]]) is the contact traction. Clearly, the resulting problem is nonlinearas

the tangential tractions have a dependence on tangential slip.

We apply the external load incrementally and solve the nonlinear set of equations

(5.21) at each load step using the Newton-Raphson iterative scheme. We linearize

the internal force vector,Fb, (k)
int, n+1 + Fc, (k)

int, n+1 , about the current state, de�ned byu(k)
n+1 ,

using a �rst-order Taylor series expansion to obtain:

K (k)
n+1 � u(k+1)

n+1 = Fext, n+1 � (Fb, (k)
int, n+1 + Fc, (k)

int, n+1 ); (5.25)

We solve for the incremental nodal displacement, �u(k+1)
n+1 , at the k-th iteration. For

notational ease, subsequently, we omit the superscript, k, and the subscript, n+1,

denoting the iteration and load counters respectively. The tangent matrix, at the

(n+1)-th load step and the k-th iteration is now denoted byK , such that:

K =
@(Fb

int + Fc
int )

@u
: (5.26)

On substituting the global internal force vector assembled using (5.23) and (5.24) in

(5.26), it is easy to obtain the following block structure for the tangent matrix:

K =

2

4
K b,1 + K c,1

d K c,1
od

K c,2
od K b,2 + K c,2

d

3

5 ; (5.27)

where the matricesK b,m arise from the linearization of the bulk contribution to the

internal force vector,Fb
int . These can be assembled from the local matrices:

kb,m =
Z


 m
e

B T D mB d
 e for m = 1; 2: (5.28)
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In addition, we also have contributions to the leading diagonal blocksand o�-

diagonal blocks of the tangent matrixviz. K c,m
d and K c,m

od respectively. These contri-

butions arise from the linearization of the contact contribution to the internal force

vector, Fc
int .

Clearly these contributions have a direct dependence on the interfacial tractions.

These tractions are updated by applying the classical return mapping algorithm over

the incremental form of the rate equations (5.8){(5.11) which govern the evolution

for tangential tractions. Algorithm 4 describes the traction update procedure within

a standard �nite element loop. While the interface is still under perfect contact, the

matrices can be assembled from the following local matrices:

kc,m
d =

Z

� � e

N T � eN d� e � 
 m
e

Z

� � e

N T (nm)T D mB d� e for m = 1; 2;

kc,1
od = �

Z

� � e

N T � eN d� e + 
 2
e

Z

� � e

N T (n2)T D 2B d� e;

kc,2
od = �

Z

� � e

N T � eN d� e + 
 1
e

Z

� � e

N T (n1)
T
D 1B d� e:

(5.29)

When in perfect contact, the stabilization parameters in the normal and tangential

directions are chosen identically such that� e = � I , where the stabilization parameter

� and the interfacial weights
 m
e are evaluated locally as detailed in Section 5.3.4.

At the onset of sliding, the linearization of the normal traction remains the same

as given by (5.29), however, the linearization of the tangential traction depends on

the particular form of the interfacial response. In the case of a perfectly plastic

interface, we have a constant value of tangential traction and hence no contribution

to the tangent matrix. We enforce this in then � � plane by the following:

� e =

2

4
� 0

0 0

3

5 ;
@f

@u

= 0; (5.30)
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where f 
 is given by (5.15) and@f
 =@u is a row vector in the matrix (nm)T D mB

that contributes towards the tangential traction. When the interface exhibits a

Coulombian frictional response, the tangential traction is given asa characteristic

coe�cient of friction, � , times the normal traction. This can be enforced in then � �

plane by the following:

� e =

2

4
� 0

�� 0

3

5 ;
@f

@u

= �
@p

@u

; (5.31)

where p
 is also given by (5.15) and@p
 =@u represents a row vector in the matrix

(nm)T D mB that contributes towards the normal traction.

As a �nal remark, we mention that the stick-slip response is identi�ed at the

gauss-points of integration for each interfacial segment. Consequently, we can also

have interfacial elements with one gauss point exhibiting a sliding response while

the other exhibits a stick-state. Since we are summing up the contributions from

each gauss point to the local tangent matrix, this behavior does not warrant any

additional consideration.

5.3.4 Estimate for the stabilization parameter and interfacial weights

We now provide precise de�nitions to the weighting and stabilization parameters,

locally, following Chapter 4. Before the onset of sliding, the stabilization parameter

in both normal and tangential directions is identically chosen as:

� = 2 � meas(� � e)
�

jD 1j(
 1
e)2

meas(
 1
e)

+
jD 2j(
 2

e)2

meas(
 2
e)

�
: (5.32)

This choice ensures that the bilinear form remains coercive and thusensures stabil-

ity. The analysis required to arrive at the above expression is detailed previously in

Chapter 3 for vector problems and Chapter 4 for scalar problems.Further, as de-

scribed in Chapter 4, we choose an interfacial weights that minimize the stabilization
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parameter while ensuring coercivity:


 m
e =

meas(
 m
e )=jD m j

meas(
 1
e)=jD 1j + meas(
 2

e)=jD 2j
; m = 1; 2 (5.33)

Finally, it is also worth highlighting some of the di�erences that arise in the

nonlinear setting as opposed to the linear case where the aforementioned analysis was

conducted. Firstly, the bilinear form we are advocating is non-symmetric in contrast

to the symmetric bilinear form of linear problems. We could still use thestabilization

parameter obtained from analyzing symmetric problems because the symmetrization

term has a negative contribution to the bilinear form. From a coercivity standpoint,

omitting this term only makes the parameter more conservative.

Secondly, the frictional contact constraint we are enforcing here is, in the tan-

gential direction, akin to enforcing a sti� Neumann constraint before the onset of

sliding and a Neumann constraint thereafter. In the normal direction, on the other

hand, we have a sti� Neumann constraint throughout. As discussed in Chapter 4,

the stability issues in these enriched approaches arise only while imposing sti� Neu-

mann or Dirichlet type constraints. A standard Neumann constraint can be handled

weakly just as in classical �nite element methods. Therefore, while the normal direc-

tion is handled throughout using the proposed stabilized approach,in the tangential

direction, the stabilized approach is only used to handle perfectly-tied kinematics.

5.4 Numerical examples

In this section, we consider several benchmark examples to validate the performance

of the proposed approach. In the �gure legends, the weighted form of Nitsche's

method is referred as
 -Nitsche. We provide plots for both the bulk �elds as well

as the contact tractions and compare them with existing studies. In particular, we

compare and contrast the performance of the weighted Nitsche'smethod with the
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classical Nitsche's method (with weights identically chosen as 0.5) andthe penalty

method to illustrate the advantages of the proposed method.

To load the structure, we follow a displacement based incremental loading scheme.

In particular, we prescribe an initial value for the displacement increment such that

we reach the full load in 25 steps. However, if we fail to converge atany step, we

reduce the increment in half until we see convergence. Once this reduction is done,

if convergence occurs in less than 4 iterations for more than four subsequent load

steps, we double the increment until we reach the initial value. We follow a similar

procedure while unloading as well.

5.4.1 Perfectly plastic interface

In the following examples, we consider the interface to follow perfect plasticity.

Compressive loading of a composite beam

As a �rst example, we consider a composite beam in a state of plane stress and loaded

in pure compression. We consider a straight vertical interface �� = f x :  (x) = 0 g;

where (x) is given by the signed-distance functionx � x � . This interface partitions

the domain 
 into component sub-domains 
 1 = f x :  (x) < 0g and 
 2 = f x :

 (x) > 0g as shown in Figure 5.3(a). We consider identical Young's modulii on both

sides of the interface such thatE 1 = E 2 = 1000 units. However, we only allow the

material in 
 1 to behave under Poisson's e�ect; in particular, we choose� 1 = 0:3

and � 2 = 0. This choice naturally leads us to a problem where we expect sliding at

the interface. We characterize this sliding behavior by considering perfect plasticity

at the interface with a yield traction tY . By varying the value for this yield traction

tY , we can simulate di�erent material response - ranging from frictionless sliding

to perfect contact at the interface. The above problem set-up ismotivated by the

contact patch test described in Cris�eld (2000) and is an extensionof the set-up

129



described there to frictional sliding problems. This problem has also been studied

previously with classical Nitsche and penalty approaches by Mayr (2010).


 1 
 2� �
x

yp p

(a) Geometry and loading

dx

h

(b) Representative mesh and sensitivity parameters

Figure 5.3 { A beam with a material interface loaded in pure compression: (a)
illustration of geometry and loading conditions (b) representative �nite element mesh
and de�nition of the sensitivity parameters.

We consider the beam to beL = 16 units long andH = 4 units high. On assuming

a uniaxial state of stress� xx = � 25 units for the beam, it is easy to construct an

analytical displacement �eld in the component sub-domains:

ux(x) =
�

(x � + L=2)� 1
xx + ( L=2 � x � )� 2

xx

�
x
L

in 
 1 [ 
 2 ; (5.34)

um
y (x) = y� m

yy in 
 m ; (5.35)

where the strains� m
xx and � m

yy are given as:

� m
xx =

� xx

E m
in 
 m ; � m

yy (x) = �
� m

E m
� xx in 
 m (5.36)

These displacement values are now applied as Dirichlet boundary conditions on the

boundaries �d = f x : x = � L=2jL=2g. The remaining surfaces are traction-free.
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We now consider a structured triangular mesh with 72 divisions in the x-direction

and 18 divisions in the y-direction. Since embedded methods are notorious with

respect to interface con�gurations which result in arbitrarily smallvolume fractions,

we delibarately choose a position of the interface that corresponds to a value of

dx=h = 0:8%. The de�nitions of dx and h are shown in Figure 5.3(b). In particular,

for the �rst study, we �x the position of the interface such that x � = � 2:4462.

Finally, as a convergence criterion for the Newton-Raphson algorithm, we specify a

tolerance of 1� 10� 12 in the energy norm.

In Figures 5.4(a)-(f), we plot the y-component of displacement onreturning back

to the completely unloaded state for di�erent values of the interfacial yield traction

tY . This represents the residual plastic strain in the considered problem. In Figures

5.4(a) and 5.4(f), which represent the kinematically linear casesviz. frictionless

sliding at the interface and a perfectly-tied interface respectively, we �nd the expected

result of no residual strain. For the rest of the cases,i.e. Figures 5.4(b)-(e), we again

�nd the expected trend of decreasing residual strain with increasing values of the

interfacial yield traction.

On using the weighted form of Nitsche's method, 25 displacement increments was

enough to obtain convergence in all the cases except when the yieldtraction tY = 0:5.

For this case, we required 32 displacement increments. In contrast, classical Nitsche's

method required much smaller increments and close to 180 load stepsto reach the

maximum prescribed load while satisfying the speci�ed tolerance for convergence.

This is however not a surprising result considering the poor performance of classical

Nitsche's method, with respect to interfacial tractions, when theinterface is close

to either internal boundary as illustrated in several previous studies (Mourad et al.,

2007; Dolbow and Harari, 2009; Sanders et al., 2009; Zunino et al., 2011). This also

motivates our next study where we intend to study the sensitivity of the convergence

behavior of Newton-Raphson algorithm with the interface position.
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(a) Yield stress: ty = 0 :0

(b) Yield stress: ty = 0 :5

(c) Yield stress: ty = 1 :0

(d) Yield stress: ty = 2 :0

(e) Yield stress: ty = 3 :0

(f) Yield stress: ty = 1016

Figure 5.4 { Residual strain in the fully unloaded state with yield stre ss at the
interface presented in ascending order. Case (a) represents a frictionless sliding problem
while case (f) represents a perfectly tied interface. All the other subcases allow for
frictional sliding.
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Table 5.1 { Newton-Raphson convergence behavior of weighted Nitsche's method
and Nitsche's method with respect to position of interface within an element.

Normalized interface position 
 -Nitsche's method Nitsche's method

dx=h (in %) nload niter nload niter

0.1 25 6 DNC* -
0.2 30 5 DNC -
0.4 30 5 DNC -
0.8 32 5 DNC -
5 27 5 DNC -
10 26 5 25 9
50 25 6 25 6
90 25 5 25 10
95 28 5 34 6
99.2 32 5 175 6
99.6 25 5 337 7
99.8 25 5 DNC -
99.9 25 5 DNC -

* DNC: Did not converge in 500 load steps.

Sensitivity study

We now replicate the problem set-up described in Section 5.4.1 and conduct a sen-

sitivity study with respect to the interface position. Since we would get the largest

yield zone when the yield traction is the smallest, we conduct this study for the

case whentY = 0:5. We compare the performance of the proposed weighted form

with classical Nitsche's method as we move the interface from one internal boundary

to another. The results of this sensitivity study are shown in Table 5.1. The �rst

column in Table 5.1 contains the normalized interfacial positiondx=h. The second

column shows the convergence behavior of weighted Nitsche's method while the third

column describes that of classical Nitsche's method. We describe the convergence

behavior in terms of two parameters: (a) minimum number of load steps required

to reach the full load while converging to the speci�ed tolerance in the energy norm

(denoted bynload in the Table) and (b) of all the converged load steps, the maximum
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number of iterations required at any load step (denoted byniter in the Table). If the

method fails to converge in 500 load steps, we state non-convergence (denoted by

DNC = did not converge in the Table).

From Table 5.1, we notice that as the interface approaches either internal bound-

ary, the convergence pro�le of the classical Nitsche's method reduces drastically. In

fact even as the measure of interface positiondx=h approaches 10% on either side, the

rate of Newton-Raphson convergence falls as indicated by the larger number of iter-

ations required for convergence. As illustrated in several previous studies (Mourad

et al., 2007; Dolbow and Harari, 2009; Sanders et al., 2009; Zunino etal., 2011), as the

interface approaches either internal boundary and yields arbitrarily small elements,

the classical Nitsche's method results in a deteriorating traction pro�le. High errors

in traction can yield to false prediction of yielding at the interface. Additionally,

these arbitrarily small element con�gurations also yield a particularlylarge value

for the stabilization parameter. Since the stabilization parameter acts as an initial

elastic sti�ness in the return-mapping algorithm and therefore establishes an initial

guess for the Newton-Raphson algorithm, it is not surprising that alarge value leads

the algorithm astray. The weighted Nitsche's method, on the otherhand, exhibits

a much more uniform convergence pattern and shows minimal sensitivity to the in-

terface position. As shown previously, this is a direct consequenceof the much more

robust traction recovery that characterizes this method.

5.4.2 Coulombian frictional law

In the following examples, we consider the interface to follow Coulomb's frictional

law.
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 1

� �

x

y

uy = 0 :1

�= 2 � �

(a) Loading and boundary conditions (b) Finite element mesh

Figure 5.5 { A unit square domain with an inclined material interface th at exhibits
Coulombian frictional behavior (a) illustration of geomet ry and loading conditions - the
interface is inclined such that tan� = 0 :2 (b) �nite element mesh used in computations.

Compressive loading of a plate with an inclined interface

The �rst example we consider with a Coulombian frictional model involves a plate

with an inclined material interface loaded in compression. The material interface

� � = f x :  (x) = 0 g acts as an internal boundary to the domains 
1 and 
 2. The

level set is given by the equation of an inclined plane (x) = y � 0:2x � 0:4586. The

slope of the line de�nes the inclination of the interface and is equal totan � = 0:2. We

consider identical material properties on both sides of the interface, i.e. E 1 = E 2 =

1000 units and� 1 = � 2 = 0:3. The Coulomb's frictional coe�cient characterizing

the interface is chosen as� = 0:19 and� = 0:21 for two separate computations.

This problem has been studied previously by Dolbow et al. (2001) and Kim et al.

(2007). It serves as a good benchmark for frictional sliding problems because of its

close analogy with a classical problem in mechanicsviz. a rigid block resting on a

rough inclined plane. Analogus to that problem, we can predict slippingbehavior

when the frictional coe�cient � < tan � and a stick state otherwise. Therefore, since

for the given interface tan� = 0:2, we expect a sliding response when� = 0:19 and
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Table 5.2 { Newton-Raphson convergence behavior of weighted Nitsche's method for
the problem where a plate with an inclined interface loaded in compression.

Iteration number Energy norm

1 1.00e+00
2 9.41e-06
3 5.35e-32

a stick state otherwise.

We conduct the simulations on a unit square domain and use a structured triangu-

lar mesh with 20 divisions in each direction. The �nite element mesh usedin compu-

tations is shown in Figure 5.5(b). Also, we perform the computationsusing weighted

Nitsche's method. The loading is applied on the top surface �d = f x : y = 1g as a

Dirichlet boundary condition such that uy = � 0:1. The nodes on the bottom surface

are constrained from moving in y-direction. The problem set-up andthe boundary

conditions are shown in Figure 5.5(a). In addition, we apply the entireloading in

one load step.

We plot the resulting response of the structure in Figures 5.6(a)-(b). Consistent

with expectations, when the frictional coe�cient between the materials is less than

the tangent of the inclination of the surface, we recover slipping behavior while when

it is larger, we see a stick state. For the stick response, the problem is linear and

again consistent with expectations the method converged in two Newton-Raphson

iterations. In contrast, when slipping is expected, the method took three iterations

to converge. The convergence pro�le for the slipping case is given by Table 5.2.

Sliding of an elastic block on a rigid surface

As a next example, we investigate the performance of the method by simulating an

elastic block sliding on a rigid surface. This is a standard benchmark study used

for frictional contact problems and was �rst examined by Oden andPires (1984)
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(a) � = 0 :19 < tan � : slip expected (b) � = 0 :21 > tan � : stick expected

Figure 5.6 { Horizontal displacement contours and deformed geometry for compres-
sive lodaing of a plate with an inclined material interface. The inclination of the
interface is such that tan� = 0 :2. Slip is predicted (left) when the frictional coe�cient
� < tan � while stick is predicted (right) when � > tan � . The deformation is scaled
by a factor of 2.
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� � x

y

py
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(a) Problem domain and applied boundary
conditions

(b) Finite element mesh

Figure 5.7 { Elastic block sliding on a rigid surface: (a) illustration of geometry and
loading conditions: the applied traction boundary conditions are such thatpy = 200
units and px = 60 units. (b) Discretized problem domain used in computations.
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and then by Wriggers et al. (1990) and Simo and Laursen (1992) in subsequent

studies. This example serves as a more quantitative bechmark as wecan compare

the contact tractions with the existing studies. The problem set-up is described in

Figure 5.7(a). We consider a square domain 
 spanning (� 2; 2) � (� 2; 2). The

material interface � � = f x :  (x) = 0 g partitions the domain into component sub-

domains 
 1 and 
 2. Here we consider a straight material interface (x) = y+0:9644.

We consider the material in the sub-domain 
2 to be elastic with a Young's modulus

of E 2 = 1000 units and Poisson's ratio of� 2 = 0:3. The material in sub-domain


 1 is considered rigid. In order to simulate rigid response, we chooseE 1 = 1012

units and � 1 = 0. Consistent with earlier studies, the Coulomb frictional coe�cient

between the materials is chosen as� = 0:5. The applied tractions are as shown in

Figure 5.7(a); on the top surface a compressive loading ofpy = 200 units is applied.

To remain consistent with earlier studies, the compressive tractionis applied such

that the �rst and last layer of elements from both the left and right boundaries are

allowed to remain traction free. Also the extreme right boundary is pulled with a

force of px = 60 units. Additionally, in order to replicate the response of a rigid

material, the bottom surface is constrained in both directions.

The computations are conducted on a structured triangular meshwith 20 di-

visions in each direction. The �nite element mesh is shown in Figure 5.7(b). We

remark that the chosen value of the level set results in an interfacial position that is

not generally ideal for embedded methods. In particular, it is delibarately chosen to

result in arbitrarily small volume fractions. Though the problem set-up can be con-

sidered rather idealized, in an embedded interface context it provides a convenient

platform to examine the performance of the proposed approach inthe presence of

both arbitrarily small elements and large material heterogeneities.It is well known

that embedded methods have problems when they encounter either of these cases

independently (Zunino et al., 2011; Sanders et al., 2012; Dolbow and Harari, 2009;
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Table 5.3 { Newton-Raphson convergence behavior of embedded methodsfor the
sliding block problem.

Iteration number Energy norm


 -Nitsche's method Nitsche's method Penalty method

1 1.00e+00 1.00e+00 1.00e+00
2 1.18e-04 1.29e+11 5.78e-02
3 9.25e-05 3.89e+15 2.23e-03
4 9.89e-09 7.57e+18 1.50e-05
5 5.53e-13 1.03e+24 3.31e-08
6 - 1.29e+27 4.36e-11
7 - 1.48e+30 4.50e-14
8 - 1.60e+33 -
9 - 1.06e+36 -
10 - 1.46e+40 -

Mourad et al., 2007) so examining them in the presence of both provides a sti�

challenge for the method. Here, we illustrate the robustness of the weighted Nitsche

approach by contrasting it with both penalty and classical Nitsche'sapproaches.

In Table 5.3, we show the convergence pro�le of the Newton-Raphson method

in the energy norm for all three embedded methods. Classical Nitsche's method

fails to converge to the speci�ed tolerance of 1� 10� 12 and in fact diverges. The

penalty method on the other hand is highly sensitive to the choice of the penalty

parameter. The right combination of the normal parameter� N and � � which results

in convergence is hard to choose. The common practice of choosinga value that

is orders of magnitude higher than the larger Elastic modulus leads todivergence.

On the other hand, if the parameter is chosen closer to the softerElastic modulus,

the constraint is not satis�ed well and we again fail to converge. Through some

trial and error, however, the following choices resulted in convergence� N = 1 � 109

and � � = 8 � 105. The convergence pro�le for this speci�ed choice is shown in the

fourth column of Table 5.3. The rate of convergence is slightly slowerfor the penalty
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method and it takes seven iterations to reach the speci�ed tolerance as opposed to

�ve by the weighted Nitsche's method. Additionally, as a word of caution, we also

mention that a slightly di�erent choice in the tangential direction, � � = 5 � 105, led

to divergence indicating a very high sensitivity to the penalty parameter.

(a) Deformed geometry reproduced from
Simo and Laursen Simo and Laursen (1992).

(b) Contact tractions reproduced from Simo
and Laursen Simo and Laursen (1992).

(c) Deformed geometry using weighted
Nitsche's method. The plotted displace-
ment contours are the y-components of
the displacement.
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(d) Contact tractions using weighted
Nitsche's method.

Figure 5.8 { Deformed geometry and contact tractions for the elastic block sliding
on a rigid surface.

The deformed shape and the y-displacement contours obtained using the weighted

Nitsche's method are shown in Figure 5.8(c) and seem to be in good agreement with
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earlier studies (see Figure 5.8(a)). We also compare the contact tractions for the

weighted Nitsche's method and the penalty method for the above speci�ed values

of penalty parameters. From Figure 5.8(d), we �nd that the weighted Nitsche's

method yields a traction pro�le that is in close agreement with existingstudies

(Figure 5.8(b)). The tractions do not give an exact quantitative match, but the

di�erences are small. We can attribute this slight mismatch to variousdi�erences

in the problem set-up. Firstly, we are trying to replicate the behavior of a rigid

block using a very high elastic modulus. Secondly, we are also using constant strain

triangular elements as opposed to earlier studies which used quadrilateral elements.

In addition, here as well as in the existing studies, the traction pro�le is plotted at

gauss points which are bound to be di�erent owing to a di�erent discretization.

We also notice a slightly oscillatory behavior in the traction pro�le in both normal

and tangential �elds. As discussed earlier, the considered problemrepresents a highly

pathological case given the presence of both large heterogeneities and arbitrarily

small elements. Under those circumstances, these minor oscillations do not represent

a signi�cant drawback. In fact as demonstrated by the convergence pro�le of the

Newton-Raphson algorithm, these oscillations are too small to haveany considerable

impact on the convergence behavior and accuracy. Furthermore, as discussed in

Sanders et al. (2009), constant strain triangular elements are also prone to shear-

locking and the use of a higher-order element (bilinear quads, for instance) might

signi�cantly improve the performance.

The advantages of the proposed approach are further illustrated when we look at

the traction pro�le recovered by the penalty method (see Figure 5.9). The traction

�eld in both normal as well as tangential directions oscillates wildly rendering it un-

usable. The unstable traction pro�le explains why it is hard to choosea combination

of parameters� N and � � that leads to convergence. In conclusion, the shortcomings

of the penalty method, from an analyst's perspective, are twofold- not only is it
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hard to choose the penalty parameters (� N and � � ) that would lead to convergence,

but also that the choice that yields convergence is not guaranteedto yield a stable

traction pro�le.
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Figure 5.9 { Contact tractions for the elastic block sliding on a rigid surface using
penalty method with penalty parameters � N = 1 � 109 and � � = 8 � 105.

Mesh convergence study

As a next example, we conduct the mesh convergence study performed in Liu and

Borja (2008) to better understand the numerical convergenceof the method as the

mesh is re�ned. As described in Liu and Borja (2008), we consider a unit square

domain 
 = (0 ; 1) � (0; 1) with a material interface � � = f x :  (x) = 0 g. The

level set of the interface is given as (x) = y � 0:5. The interface divides the

domain 
 into component sub-domains 
 1 and 
 2. The material properties in both


 1 and 
 2 are considered identical such thatE 1 = E 2 = 10 GPa and � 1 = � 2 =

0:3. Further, the frictional coe�cient for the interface is given as � = 0:1. The

bottom surface is constrained to move in both directions while a �xeddisplacement

of ux = 0:05 (m) and uy = 0:09x � 0:01 (m) is applied on the top surface. The

geometry and boundary conditions are described in Figure 5.10. We now consider

four �nite element discretizations with 222, 1250, 5202 and 20402 triangular elements

respectively.
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� � x
y
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Figure 5.10 { A unit square domain loaded in compression and shear at the top
surface and constrained at the bottom surface. Frictional sliding is allowed at the
material interface � � .

We �rst examine the convergence of normal tractions and tangential slip as the

mesh is re�ned. Figure 5.11(a) plots the normal traction pro�le forall the four

meshes using weighted Nitsche's method. The results are in close agreement to those

presented in Liu and Borja (2008). As noticed by them, the normaltractions are

nearly insensitive to mesh re�nement. We do notice slight oscillations inthe nor-

mal traction pro�le for the coarse mesh. However, unlike their study, we have not

smoothed the obtained tractions through a domain integral type postprocessing tech-

nique. We plot the tractions obtained at the gauss points through direct evaluation.

The tangential slips reported in our study (Figure 5.12(a)) are slightly smaller than

those reported by Liu and Borja (2008).

To investigate this further, since they used the penalty method in their study,

we plot the normal tractions and tangential slips on using the penalty method as

well in Figure 5.11(b) and 5.12(b). However, we �rst performed a parameter study

on the penalty parameter to remove any penalty sensitivity in the results. For

this parameter study we concentrated on the convergence of tangential slip and

considered the results to be free of penalty sensitivity when the tangential slip was
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(b) Penalty

Figure 5.11 { Convergence of normal tractions with mesh re�nement for weighted
Nitsche's method (left) and penalty method (right). For the penalty method, the
parameter used is� N = � � = 5 � 10� 12 and was obtained from a parameter study.

insensitive to the increase in penalty parameter. This gave us a penalty parameter

of � N = � � = 5 � 1012 for all four meshes. A smaller parameter yields a larger

slip which is in closer agreement with Liu and Borja (2008), however this serves to

further illustrate why it is important to eliminate free-parameters within a method.

As seen from Figures 5.11(a)-(b), and Figures 5.12(a)-(b), on removing the penalty

sensitivity for the penalty method, the results are almost identicalfor both methods.

0.06

0.076

0 0.2 0.4 0.6 0.8 1

Ta
ng

en
tia

l
sl

ip
(m

)

Normalized interface length

Mesh #1

rs
rs

rs
rs

rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs rs
rs rs rs rs rs rs rs rs rs rs rs rs rs rs rs

rs

Mesh #2

++++
+++

+++
++
++
++
++
++
++
++
++
++
+++

+++
+++

+++
+++

++++
++++

++++
+++++

++++++
++++++++++

++++++++++++++++++++++++

+
Mesh #3

rsrsrsrs
rsrsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrsrs

rsrsrsrs
rsrsrsrs

rsrsrsrs
rsrsrsrs

rsrsrsrsrs
rsrsrsrsrs

rsrsrsrsrsrs
rsrsrsrsrsrsrs

rsrsrsrsrsrsrsrsrs
rsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrs

rs

Mesh #4

+++++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
+++++++++
+++++++++

+++++++++
+++++++++++

++++++++++
++++++++++++

++++++++++++
++++++++++++

++++++++++++++
++++++++++++++++

++++++++++++++++++
++++++++++++++++++++++++

++++++++++++++++++++++++++++++++++++++++++
++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++

(a) Weighted Nitsche

0.06

0.076

0 0.2 0.4 0.6 0.8 1

Normalized interface length

Mesh #1

rs
rs

rs
rs

rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs
rs

rs rs
rs rs rs rs rs rs rs rs rs rs rs rs rs rs rs

rs

Mesh #2

++++
+++

+++
++
++
++
++
++
++
++
++
+++

+++
+++

+++
+++

+++
+++

++++
++++

+++++
++++++

++++++++++
++++++++++++++++++++++++

+
Mesh #3

rsrsrsrs
rsrsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrs
rsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrs
rsrsrs

rsrsrsrs
rsrsrsrs

rsrsrsrs
rsrsrsrsrs

rsrsrsrsrs
rsrsrsrsrsrs

rsrsrsrsrsrsrs
rsrsrsrsrsrsrsrsrs

rsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrs
rsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrsrs

rs

Mesh #4

+++++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
++++++++
+++++++++

++++++++++
++++++++++

+++++++++++
+++++++++++

+++++++++++
+++++++++++++

++++++++++++++
+++++++++++++++

++++++++++++++++++
+++++++++++++++++++++++

++++++++++++++++++++++++++++++++++++++
+++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++

(b) Penalty

Figure 5.12 { Convergence of tangential slip with mesh re�nement for weighted
Nitsche's method (left) and penalty method (right). For the penalty method, the
parameter used is� N = � � = 5 � 10� 12 and was obtained from a parameter study.
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The advantages of a variationally consistent approach however come forth on

more closely inspecting the non-interpenetration constraint. To do so, we plot the

non-interpenetration constraint at the interface for the weighted Nitsche's method as

well as the penalty method in Figure 5.13(a). For the penalty method, we �rst use a

parameter that we obtained from the sensitivity studyi.e. � N = � � = 5 � 1012. It is

easy to see that this value of the penalty parameter results in a much larger interpen-

etration than weighted Nitsche's method. However, since it is possible to tune the

penalty parameter, we choose a value which enforces the non-interpenetration con-

straint with nearly identical accuracy to Nitsche's methodviz. � N = � � = 1 � 1016.

Now, we plot the normal tractions for both these choices of penalty parameters as

well as weighted Nitsche's method in Figure 5.13(b). The traction pro�le for the

weighted Nitsche's method overlaps with that of the penalty methodwith a param-

eter of � N = � � = 5 � 1012 so that the curves are nearly indistinguishable. However,

the traction pro�le for the penalty method with � N = � � = 1 � 1016 results in highly

oscillatory behavior. From these results, it is easy to appreciate that while we can

tune the penalty parameter to better enforce the constraints,it results in a deteri-

orating traction pro�le. Unsurprisingly, as is often seen with mixed methods, the

stronger the constraint is enforced, the larger the oscillations. Asmart choice for the

method parameters in the weighted Nitsche approach, as prescribed here, strikes the

right balance between obtaining an accurate enforcement of constraints while not

compromising the stability of the interfacial �elds.

Crack face contact

As a �nal example, we examine frictional sliding across a crack surface. This problem

was �rst investigated by Dolbow et al. (2001) and then by Liu and Borja (2008).

The problem involves a pre-cracked square elastic domain subjected to compressive

loading. The crack faces are allowed to slide across each other following Coulomb's
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(b) Normal tractions

Figure 5.13 { Comparison of the relative performance of the weighted Nitsche and
penalty methods in enforcing the non-interpenetration constraint (left) and recovery
of normal tractions (right). The results for the penalty met hod are plotted for two
parameters� N = � � = 5 � 1012 (in violet) and � N = � � = 1 � 1016 (in blue). Traction
pro�le for weighted Nitsche (in red) and penalty method with � N = � � = 5 � 1012 (in
violet) are nearly indistinguishable.

Figure 5.14 { Finite element mesh for the problem simulating crack face frictional
contact. The domain is a unit square (0; 1) � (0; 1) with an inclined crack extending
from the coordinates (0.3, 0.33) to (0.7, 0.68).
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law but the crack tips are not allowed to advance. Here, we considera unit square

domain with a crack extending from the coordinates (0.3, 0.33) to (0.7, 0.68). The

material parameters are chosen asE = 10 GPa and� = 0:3. The Coulomb's frictional

coe�cient on the crack surface is assumed to be� = 0:1. The crack is loaded

compressively by applying a uniform displacement ofuy = 0:1 on the top surface.

The bottom surface is considered to be �xed. The computations are performed on

an 80� 80 mesh as shown in Figure 5.14. Finally, the tolerance for Newton-Raphson

iterations is set to 1� 10� 12 in the energy norm.

(a) x-displacement on using weighted
Nitsche's method

(b) y-displacement on using weighted
Nitsche's method

(c) y-displacement on using Penalty
method with � N = � � = 1 :0 � 1013

(d) y-displacement on using Penalty
method with � N = � � = 1 :0 � 1013

Figure 5.15 { x and y displacement contours obtained using weighted Nitsche's
method (top) and Penalty method (bottom) for the crack face frictional contact prob-
lem.

The horizontal and vertical displacement contours obtained usingweighted Nitsche's
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method are plotted in Figures 5.15(a)-(b). For comparison, we alsoplot the displace-

ment contours using the penalty method with the same penalty parameters as Liu

and Borja (2008),i.e. � N = � � = 1:0 � 1013. The plots are again in excellent agree-

ment with earlier studies. The proposed method converged in threeNewton-Raphson

iterations as opposed to the LATIN, iterative strategy employed earlier in Dolbow

et al. (2001) which required in excess of 100 iterations to converge. Additionally,

unlike the LATIN method used by Dolbow et al. (2001) and the penaltymethod of

Liu and Borja (2008) we do not have any tunable regularization parameters in our

method which could a�ect the accuracy of our constraint enforcement as well as the

rate of Newton-Raphson convergence.

These results are very encouraging and in conjunction with our earlier work in

Chapter 3, make the proposed approach a desirable candidate in tackling high-�delity

quasi-static and dynamic crack propagation studies (see, for example, the work of

Combescure and co-workers Combescure et al. (2005); Elguedj et al. (2007); Gr�egoire

et al. (2007, 2009)).

5.5 Conclusion

We proposed a Nitsche stabilized approach to model frictional contact problems.

The proposed formulation extends Nitsche's method to handle non-linear constraints

and allows us to incorporate frictional behavior at the interface. The frictional

problems described here are naturally non-symmetric and therefore we propose a

non-symmetric variational form. As with linear problems, the method parameter

arising in the variational formulation is provided by analytical estimates, lending the

formulation additional robustness. The frictional constraint is incorporated directly

in the variational form as a Neumann condition. This also allows us to incorporate

various forms of frictional constraints in the same framework, asdemonstrated in

the numerical studies where we incorporate both perfectly plasticinterfaces and
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Coulombian frictional models.

We performed several numerical studies to demonstrate the advantages of the pro-

posed approach for frictional sliding problems over the more commonly used penalty

methods. In these studies, we also highlighted the lack of robustness of the more

classical form of Nitsche's method. The advantages of the proposed method over

a penalty approach stem from its variational consistency. This allows the method

to enforce the constraints much more accurately while using a smallstabilization

parameter - akin to an augmented Lagrange multiplier method with small penalties.

However, this is a primal approach and therefore neither adds additional degrees of

freedom nor requires an outer augmentation loop. Unlike penalty methods, where

accuracy and convergence both strongly depend on the regularization parameter, the

proposed method is free of tunable parameters. Furthermore, as seen from the nu-

merical examples, the proposed choice for the method parameternaturally strikes the

right balance between enforcing the non-interpenetrability constraint and recovering

the interfacial tractions - a balance hard to achieve with traditional mixed methods.

Going forward, in the next Chapter, we extend the proposed approach to handle

multiple locally intersecting interfaces.
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6

A Nitsche Stabilized Embedded Finite Element
Method for Junctions

6.1 Introduction

In this thesis, so far, while we have considered complex geometricalshapes embed-

ded within a bulk mesh, they have all represented a single interface {a boundary

separating two domains. In this Chapter, we relax this assumption and consider

problems with multiple intersecting interfaces within a region. In particular, we ex-

tend the weighted Nitsche's approach to consider perfectly-tied and perfectly plastic

intersecting interfaces. These intersections could arise either inside a computational

domain - where two internal interfaces intersect; or on the boundary of the compu-

tational domain - where an internal interface intersects with the external boundary.

We propose a variational treatment of both the interfacial kinematics and the exter-

nal Dirichlet constraints within Nitsche's framework. In light of these intersections,

the previously provided de�nitions of the method parameters mightno longer be

su�cient. We will now need to account for these intersections explicitly in the local

coercivity analysis to ensure the method parameters are chosen correctly.
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The motivation for investigating these intersecting interfaces comes from some

of the applications (in computational micromechanics and geo-sciences) discussed

in Chapter 1. We have also discussed some of the computational challenges asso-

ciated with traditional �nite element methods for such problems there. Most of

these challenges arise because interfaces cannot be represented independently from

the underlying �nite element mesh. Not surprisingly then, there have been many

studies investigating the use of enriched approximations (such as X-FEM) which can

accomplish this decoupling for these topologically complex problems.

Mo•es et al. (2003) �rst proposed the use of X-FEM for the homegenization of

periodic basic cells in two-phase composites. Since then, the combined X-FEM/level-

set approach has been extended to model interfacial failure in composites (see Hettich

and Ramm, 2006; Hettich et al., 2008), for obtaining homogenized properties for

heterogeneous structures (see Legrain et al., 2011), and for obtaining e�ective elastic

modulii in nanocomposites (Yvonnet et al., 2008). For geo-mechanical problems,

X-FEM has been employed to model faulting (see the work of Liu and Borja, 2009,

2010a), earthquake ruptures (Coon et al., 2011) and subsurface 
ow (Huang et al.,

2011).

There have also been several studies investigating the performance of X-FEM

in the presence of junctions. Daux et al. (2000) �rst studied branched discontinu-

ities in the X-FEM. To treat these, they proposed using a Heaviside function for

every intersecting interface and also an additional junction function. Sukumar et al.

(2003) modeled brittle fracture in polycrystalline materials using an X-FEM ap-

proach. Further, Simone et al. (2006) proposed a G-FEM approach for modeling

grain boundary sliding in polycrystalline materials. Robbins and Voth (2007) used

X-FEM with Heaviside enrichments to model the shock response of polycrystalline

materials. For problems with intersecting material interfaces, Arag�on et al. (2010)

presented novel enrichment functions that preserve optimal convergence rates for
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quadratic approximations. More recently, Shabir et al. (2011) investigated the role

of cohesive properties on intergranular crack propagation in brittle polycrystalline

materials using the G-FEM approach of Simone et al. (2006).

However, to our knowledge, development of numerical approaches that could

robustly enforce sti� kinematic constraints, such as perfect andsliding contact, over

intersecting embedded interfaces has received little attention. The traditionally used

approaches su�er from shortcomings well-known in mixed �nite element methods,

viz. an unstable traction �eld. Only recently, Siavelis et al. (2012) presented a

stable Lagrange multiplier approach to enforce large sliding constraints on branched

discontinuities. This method relies on the vital vertex algorithm of B�echet et al.

(2009) to construct aninf-sup stable space for the Lagrange multipliers.

By contrast, we extend the weighted Nitsche approach, presented in Chapter 5, to

model small-deformation frictional sliding on intersecting embeddedinterfaces. We

use this method in conjunction with the overlapping element formulation of Hansbo

and Hansbo (2004). As discussed earlier, the method is advantageous because it

does not introduce an additional multiplier �eld and is parameter free. Also, the

proposed approach provides a natural way to treat elements withmultiple discon-

tinuities without giving rise to linear dependencies as opposed to the method of

Simone et al. (2006) and is much easier to implement compared to the junction

function approach of Daux et al. (2000) and Siavelis et al. (2012).

The Chapter is organized as follows. We begin by de�ning the model problem

and the variational form in the next section. In Section 6.3, we discuss the spatial

discretization and provide a local estimate for the stabilization parameter in the

presence of intersecting interfaces. In Section 6.4, we demonstrate the robustness

of the proposed method on several benchmark examples for bothperfectly-tied and

perfectly-plastic sliding embedded interfaces with junctions. Finally, in Section 6.5,

we provide a summary and concluding remarks. In Appendix A, we provide the
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variational form for frictional sliding problems and also describe thealgorithmic

details regarding the assembly of local tangent matrix for elementswith multiple

interfaces.

6.2 Model problem and variational formulation

As a model problem, we consider Poisson's equation. This choice enables a better

presentation of the local coercivity analysis, required to bound the stabilization pa-

rameter, by avoiding notational complexities. However, for completeness, we present

the governing equations, the variational statement, and algorithmic details for fric-

tional sliding problems in Appendix A.

b

� d

� n

� 21

� 32

� 31


 3


 1


 2

n21

Figure 6.1 { Schematic of the problem domain. Domains 
 1, 
 2 and 
 3 and the
Dirichlet and Neumann boundaries � d, � n are as shown. Each pair of domains 
a and

 b are separated by a shared internal boundary �ab. The normal to the boundary
segment �ab is given by nab and points outwards as shown for the interface �21.

The governing equations in each domain 
m , for m=1,2,3 are given as:

r � � mr um = 0 in 
 m;
um = ud on � d;

� mr um � n = 0 on � n:
(6.1)
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These are then coupled together at every interface �ab, for ab = f 21; 31; 32g, by the

following conditions:

[[� r u]]ab � nab = 0 on � ab;

[[u]]ab = 0 on � ab:
(6.2)

where by [[(�)]]ab, we denote the jump (�)b � (�)a in a quantity ( �). The interfaces,

� ab are allowed to intersect with one another and act as internal boundaries between

the domains. The normal to each of these internal boundaries, �ab is denoted by

nab and is pointing from 
 a to 
 b. Further, the Dirichlet and Neumann boundaries

are denoted by �d and � n and are allowed to intersect with the internal boundaries.

Figure 6.1 describes the problem set-up and lends concreteness tothe de�nitions of

the introduced quantities.

Now, neither the interfacial kinematics nor the speci�ed Dirichlet constraint can

be handled through standard approaches. Consequently, we propose a variational

treatment for both using Nitsche's method.

6.2.1 Weak form

A weak statement of the model problem (6.1) { (6.2) is presented below. For su�-

ciently smooth functional spacesU and V, �nd u 2 U, such that for all w 2 V the

following statement holds:

a(w; u) = l(u): (6.3)

Here,

a(w; u) =
X

m

Z


 m

r wm � � m r um d
 �
X

ab

Z

� ab

[[w]]ab h� r ui 
 ab � nab d�

�
X

ab

Z

� ab

[[u]]abh� r wi 
 ab � nab d� +
X

ab

Z

� ab

[[w]]ab � ab [[u]]ab d�

�
X

r

Z

� d = 
 r

wr � r r ur � nd d� �
X

r

Z

� d = 
 r

ur � r r wr � nd d�

+
X

r

Z

� d = 
 r

wr � r ur d� ;
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l (u) =
X

m

Z


 m

wm f m d
 �
X

r

Z

� d =
 r

ud � r r wr � nd d� +
X

r

Z

� d =
 r

wr � rud d� ;

where
X

m

denotes a sum over all the bulk domains and by
X

ab

, we denote the sum

over all internal boundaries �ab. Further, if we de�ne the boundary of a domain 
m

by @
 m then � d=
 m denotes the part of Dirichlet boundary that belongs to@
 m . By
X

r

, we denote the sum over all domains 
r such that � d=
 r 6= ? .

The outward pointing normal at the Dirichlet boundary is denoted bynd . The

stabilization parameter for each interface �ab is denoted by� ab while that for the

Dirichlet boundary segment �d=
 r is denoted by� r . Finally, the weighted average


ux at the interface is given by h� r ui 
 ab � nab = ( 
 1
ab� ar ua + 
 2

ab� br ub) � nab , with


 1
ab + 
 2

ab = 1.

6.3 Discretization

We construct a mesh partition of the domains 
1, 
 2 and 
 3 into a set of non-

overlapping triangles. The underlying �nite element mesh is independent of the

interface geometry (see Figure 6.2 for a schematic). The approximation and the

weighting functions are then given by:

uh =
X

m

X

i 2 I m

H mN i u i ; wh =
X

m

X

i 2 I m

H mN i w i ; (6.4)

where, I m is the set of all nodes whose supports overlap the domain 
m and H m is

the characteristic function given by

H m(x) =
�

1 if x 2 
 m;
0 otherwise:

(6.5)

Although equivalent to the X-FEM with Heaviside enrichment, the Hansbo ap-

proach described above is attractive from an implementational stand-point. Unlike

155



b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
bb

b

b

b
b b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b

b

b

b

b

b

b

b

b
b

b

b

b

b

b

b
b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b

b

b
b

b

b
b

b

b

b

b

b

b

b

b
b

b

b

b b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b

b
b b

b

b

b
b

bb

b

bb

b

b

b

b

b

b
b

b

b

b b

b
b

b

b

bb

b

b

bb

b

b

b

b

b

b b

b

b

b

b

b

bc

bc
bc

bc bcbc
bc

bc

bc
bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc


 1h


 2h


 3h

� h
d

=

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b

b

b

b

b

b

b

b

b
b

b

b

b

b

b

b
b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b
b

b

b

b

b

b

b

b

b

b b

b

b

b

b

b

bc

bc

b

b
b

bc

bc
bc

bc bc bc

bc

bc
bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc


 1h

� h
d=
 1h

b

b
b b

b

b

b

bc

bc

bc bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc
bc

b

b
b b

b

b

b
b

bb

b

bb

b

b

b

b

b

b
b

b

b

b b

b
b

b

b

bb

b

b

bb

b

b

b

b

b

b b

b

b

b

b

b

bc

bc
bc

bc bcbc bc bc
bc

bc
bc

bc

bc


 2h

� h
d=
 2h

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b

b
b

b
b

b

b

b

b

b

b

b

b
b

b b

b

b

b

b

b

b

b

b

b

b
b

b b

b

b

b b

bbc bc
bc

bc
bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc

bc
bc

bc

bc

bc

bc


 3h

+

Figure 6.2 { Spatial discretization for the embedded interface formulation. The black
circles are the physical nodes corresponding to the background mesh and the hollow
circles are the phantom nodes. The red hollow circles represent the discretization of
the embedded interface within an element.

the approach of Daux et al. (2000) and Siavelis et al. (2012), the Hansbo approach

does not require a junction function and is also directly extendable to any number

of intersecting interfaces. Moreover, unlike the approach of Simone et al. (2006)

where particular care needs to be exercised for elements with junctions to avoid lin-

ear dependencies, the Hansbo approach results in a linearly independent basis by

construction (see Robbins and Voth (2007) for a more detailed discussion). Finally,

it is also worth mentioning that the Hansbo approach decouples the interfacial kine-
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Figure 6.3 { Decomposition of a parent element with three local domainsinto corre-
sponding children. The shaded region in the element represents the physical volume
of the element. The black circles represent the physical nodes while the black hollow
circles represent the phantom nodes. The red circles represent the discretization of the
embedded surface.

matics from the choice of the enrichment functions. The interfacial kinematics are

enforced through variational means in a discontinuous Galerkin sense. This provides

the capability to model a wide range of interfacial kinematics (for instance, per-

fectly tied - material interfaces, tangential sliding and decohesion) within the same

framework.

From an implementational perspective, the only noticeable di�erence from the

case we discussed in Chapter 5 arises for elements with multiple interfaces. Within

the described framework, a background element is replaced by as many duplicate

elements as its original constituent domains. See for example, the shaded triangular

element containing the junction in Figure 6.2. Further, for elementswith junctions, it
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is also likely that a background element edge might be intersected more than once and

result in a child element that has no physical nodes (see Figure 6.3). Such elements

can also be handled naturally within the described phantom node framework and do

not warrant any additional consideration.

6.3.1 Stability

Stability is established by choosing stabilization parameters that establish coercivity

of the discrete bilinear form at an element level. However, from the de�nition of the

bilinear form (6.3), the following scenarios are likely to yield a distinct local bilinear

form and consequently distinct requirements for the stabilization parameter:

(a) Part of the Dirichlet boundary belongs to the element boundary: � d=
 r
e

6= ? .

(b) Element contains a single interface.

(c) Element contains multiple interfaces.

(d) Element boundary contains part of the Dirichlet boundaryand the element

contains a single interface.

(e) Element boundary contains part of the Dirichlet boundaryand the element

contains multiple interfaces.

Case (a) has been previously addressed in Dolbow and Harari (2009) and case (b)

has been discussed in Chapter 4. We now conduct the stability analysis for case

(c) here. In particular, we focus on the case when the element contains multiple

intersecting interfaces. For an element with multiple non-intersecting interfaces, the

analysis yields identical results. For cases (d) and (e), for conciseness, we omit the

analysis but directly provide the expression for the stabilization parameter.
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We begin by recalling the de�nitions of \energy" andL2 norms:

jjr um jj 2

 m

e ;� m =
Z


 m
e

r um � � mr um d
; jjumjj 2
� e

=
Z

� e

um � um d� : (6.6)

We also recall that, for every interface �ab
e , there exists a con�guration dependent

constant Cab such that the following generalized inverse inequality holds:

jjh� r ui 
 e
ab

� nab jj � ab
e

� Cabjjr ujj 
 ab
e ;� ; (6.7)

where jjr ujj 2

 ab

e ;� = jjr uajj 2

 a

e ;� a + jjr ubjj 2

 b

e ;� b .

Element contains multiple intersecting boundaries

Consider an element with multiple intersecting interfaces as shown in Figure 6.3. For

such an element, from (6.3), the local bilinear form is:

a(u; u)e =
3X

m=1

jjr um jj 2

 m

e ;� m � 2
Z

� 21
e

[[u]]21h� r ui 
 e
21

� n21 d�

� 2
Z

� 31
e

[[u]]31h� r ui 
 e
31

� n31 d� � 2
Z

� 32
e

[[u]]32h� r ui 
 e
32

� n32 d�

+ � 21
e jj [[u]]21jj 2

� 21
e

+ � 31
e jj [[u]]31jj 2

� 31
e

+ � 32
e jj [[u]]32jj 2

� 32
e

:

(6.8)

We establish a lower bound on� 21
e ; � 31

e and � 32
e by ensuring coercivity of the local

bilinear form (6.8). Now, the following inequalities can be derived:

a(u; u)e �
3X

m=1

jjr um jj 2

 m

e ;� m � 2jj [[u]]21jj � 21
e

jjh� r ui 
 e
21

� n21 jj � 21
e

� 2jj [[u]]31jj � 31
e

jjh� r ui 
 e
31

� n31 jj � 31
e

� 2jj [[u]]32jj � 32
e

jjh� r ui 
 e
32

� n32 jj � 32
e

+ � 21
e jj [[u]]21jj 2

� 21
e

+ � 31
e jj [[u]]31jj 2

� 31
e

+ � 32
e jj [[u]]32jj 2

� 32
e

;

(6.9)
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�
1
2

�
jjr ujj 2


 21
e ;� � 4jj [[u]]21jj � 21

e
jjh� r ui 
 e

21
� n21 jj � 21

e

�

+
1
2

�
jjr ujj 2


 31
e ;� � 4jj [[u]]31jj � 31

e
jjh� r ui 
 e

31
� n31 jj � 31

e

�

+
1
2

�
jjr ujj 2


 32
e ;� � 4jj [[u]]32jj � 32

e
jjh� r ui 
 e

32
� n32 jj � 32

e

�

+ � 21
e jj [[u]]21jj 2

� 21
e

+ � 31
e jj [[u]]31jj 2

� 31
e

+ � 32
e jj [[u]]32jj 2

� 32
e

; (6.10)

�
1
2

�
jjr ujj 2


 21
e ;� � 4jj [[u]]21jj � 21

e
C21jjr ujj 
 21

e ;�

�
+ � 21

e jj [[u]]21jj 2
� 21

e

+
1
2

�
jjr ujj 2


 31
e ;� � 4jj [[u]]31jj � 31

e
C31jjr ujj 
 31

e ;�

�
+ � 31

e jj [[u]]31jj 2
� 31

e

+
1
2

�
jjr ujj 2


 32
e ;� � 4jj [[u]]32jj � 32

e
C32jjr ujj 
 32

e ;�

�
+ � 32

e jj [[u]]32jj 2
� 32

e
; (6.11)

�
1
2

(jjr ujj 
 21
e ;� � C21[[u]]21)2 +

1
2

(jjr ujj 
 31
e ;� � C31[[u]]31)2 +

1
2

(jjr ujj 
 32
e ;� � C32[[u]]32)2

+( � e
21 � 2C2

21)jj [[u]]21jj 2
� e

21
+ ( � e

31 � 2C2
31)jj [[u]]31jj 2

� e
31

+ ( � 32
e � 2C2

32)jj [[u]]32jj 2
� 32

e
: (6.12)

Equation (6.9) follows from using Cauchy-Schwarz inequality in equation (6.8). Equa-

tion (6.10) follows from using the following identity:

jjr ujj 2

 21

e ;� + jjr ujj 2

 31

e ;� + jjr ujj 2

 32

e ;� = 2
3X

m=1

jjr um jj 2

 m

e ;� m ; (6.13)

while equations (6.11) and (6.12) follow on using the generalized inverse estimate

(6.7) in (6.10). It is clear from (6.12) that the stability of the bilinear form can be

ensured if� ab
e � 2C2

ab, for ab = f 21; 31; 32g.

A lower bound on the con�guration dependent constant,Cab is now provided as

discussed in Chapter 4 and results in:

� ab
e = 2 � meas(�ab

e )
�

(
 1e
ab)2� b

meas(
 b
e)

+
(
 2e

ab)2� a

meas(
 a
e)

�
; (6.14)
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where the weights are chosen to minimize the stabilization parameter:


 1e
ab =

meas(
 b
e)=� b

meas(
 b
e)=� b + meas(
 a

e)=� a
; (6.15)


 2e
ab =

meas(
 a
e)=� a

meas(
 b
e)=� b + meas(
 a

e)=� a
; (6.16)

for ab = f 21; 31; 32g respectively.
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Figure 6.4 { Representative elements for the case when the element boundary contains
part of the Dirichlet boundary and the element contains: a single embedded interface
(left); multiple intersecting interfaces (right).

For cases (d) and (e), we obtain estimates for the stabilization parameters at both

interfaces and the external Dirichlet boundaries by following a similarprocedure as

one described above. Consider an element with an embedded interface � ab
e separating

the regions 
 a
e and 
 b

e. Further, one of the element edges is also a part of the Dirichlet

boundary as shown in Figure 6.4(a). For this case, the stabilization parameter at

the interface, � ab
e remains identical to one provided above by equation (6.14). The

stabilization parameter for the Dirichlet boundary, �d=
 m
e

, that is intersected by � ab
e

is given by the following expression:

� m
e = 2 � meas(�d=
 m

e
)

� m

meas(
 m
e )

for m = a,b: (6.17)
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For case (e), we can either have a scenario where an element edge that is a part of

a Dirichlet boundary is intersected by one interface or intersectedby more than one

interface. For such elements, we choose an estimate based on thelatter case as this

results in a larger value. Figure 6.4(b) describes a representative element for case

(e). The stabilization parameter at an interface �pq
e and for the Dirichlet boundary

segment �d=
 m
e

is given by:

� pq
e = 3 � meas(�pq

e )
�

(
 1e
pq)2� q

meas(
 q
e)

+
(
 2e

pq)2� p

meas(
 p
e)

�
for pq = f ab, ac, bcg;

� m
e = 3 � meas(�d=
 m

e
)

� m

meas(
 m
e )

for m = a,b,c:

(6.18)

Finally, in concluding this section, we remark that for the case with intersecting

interfaces, even with the proposed choice of weights, the expression for the stabiliza-

tion parameter (6.14) might still yield a large value if the physical volume of two

of its constituent domains is small. However, from the expression, we also notice

that the expression is directly related to the length of the segmentmeas(�ab
e ). In

a Voronoi tessellation, it is rather di�cult to generate a con�gurat ion where this

segment length is large and the physical volume of two constituent domains is small.

To further illustrate this point, in the next section, we present a sensitivity

study where we show that the discrete system of equations is likely to remain well-

conditioned regardless of the location of the junction within an element for the

weighted Nitsche's method. Also, in all of the numerical examples presented in

the next section, we do not have any control over the junction location since the

Voronoi tessellation is generated from randomly seeded grain centers. However, we

do not report unstable 
uxes in any of these examples.
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6.4 Numerical examples

We now validate the proposed method through various benchmark numerical studies

in the presence of junctions. In order to accomplish this, we proceed by �rst exam-

ining the convergence behavior of the proposed method for linear problems. These

convergence studies are conducted by measuring error in the standard L2 norm for

the bulk variable and in the energy semi-norm for the gradient. We then investigate

non-linear problems with perfectly plastic interfacial behavior. Again, to validate,

at �rst we examine the performance of the method on numerical experiments that

we conducted in Chapter 5. However, we now replicate those experiments such that

the problem set-up has intersecting material interfaces and compare the obtained

results with those previously presented in Chapter 5. Finally, to demonstrate the

robustness of the proposed approach, we conduct numerical experiments on a poly-

crystalline geometry and qualitatively discuss the obtained results.Throughout the

section, we refer to Nitsche's method with weights identically chosenequal to 0.5 as

the classical Nitsche's method. Also, in the �gure legends, we referto the weighted

Nitsche's method as
 -Nitsche's method.

We solve the non-linear equilibrium equations using the Newton-Raphson algo-

rithm and as a convergence criterion, we specify a tolerance of 1� 10� 10 in the

energy norm. To load the structure, we follow a displacement basedincremental

loading scheme as discussed in Chapter 5.

6.4.1 Sensitivity study

We begin with a numerical sensitivity study for an element that contains a triple

junction. The interfaces are oriented such that they are parallelto the element edges

as shown in Figure 6.5(a). We now vary the location of the junction while keeping

the inclination of the interfaces �xed. The position of the junction isobtained using
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(b)

Figure 6.5 { Illustration of the parameters for the sensitivity study. On the left, for
a particular position of the junction, the orientation of in terfaces is shown. On the
right, the various positions of the junction used in the study are shown as blue dots.
The zoom on the right shows that the junction does not actually lie on the element
edge.

a barycentric coordinate system such that:

xJ = � 1x1 + � 2x2 + � 3x3;
yJ = � 1y1 + � 2y2 + � 3y3;

(6.19)

where (xJ ; yJ ), (x1; y1), (x2; y2), and (x3; y3) represent the (x; y) locations for the

junction and for the three vertices of the triangular element, respectively. For this

study, we consider an equilateral triangle such that (x1; y1), (x2; y2) and (x3; y3)

are chosen as (0; 0), (1; 0) and (0:5;
p

3=2) respectively. (� 1; � 2; � 3) represent the

barycentric coordinates such that the constraint,� 1 + � 2 + � 3 = 1, holds. The

position of the junction is now varied by generating two vectors, representing� 1 and

� 2, of 100 linearly spaced points between 0.0001 and 0.9999. The entiresample space

for the position of junction used in this study is shown in Figure 6.5(b). A zoom of

the element in the vicinity of the vertex (x3; y3) is shown in the inset of Figure 6.5(b).

From the inset, we can see that for the conducted study, we can have a position for

the junction that is arbitrarily close to the element edge and can, therefore, result in

arbitrarily small volume fractions.

We now intend to study the conditioning of the discrete system of equations as
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(a) Weighted Nitsche's method
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(b) Classical Nitsche's method
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(c) Weighted Nitsche's method
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(d) Classical Nitsche's method

Figure 6.6 { Variation of stabilization parameter for the weighted (le ft) and the
classical (right) Nitsche's method as a function of the barycentric coordinates for the
junction. The plotted values for the stabilization parameter are normalized with the
element volume. The ranges for the contour plots on the top and bottom are di�erent
as seen from the �gure legends. On top, the plots are over the entire range of variation
of the stabilization parameter obtained from classical Nitsche's method while on the
bottom the range of variation for the stabilization parameter is that obtained from the
weighted Nitsche's method.

the position of junction is varied within an element. A measure of the conditioning

of the discrete system of equations can be obtained by studying the rate at which

the interfacial sti�ness terms grow compared to the bulk sti�nessterms. The bulk

sti�ness terms grow inversely with the element volume while the interfacial sti�ness

terms grow directly with the stabilization parameter. With this in mind, we normal-

ize the stabilization parameter { obtained from the analytical expression de�ned in

Section 6.3.1 { by multiplying it with the element volume. Also, it must be noted

that for the presented case, we have three local stabilization parameters. We con-

duct the sensitivity analysis on the largest of these values becausethe largest value

will most adversely a�ect the conditioning of the discrete system. The results of the
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variation of this normalized value with the position of the junction within an element

are plotted in Figure 6.6.

In the plot, we show a variation of the logarithm of the normalized stabilization

parameter on the� 1-� 2 plane. It is instructive to plot the values this way because

as either of � 1 or � 2 tend to zero, the position of the junction in the x-y plane

tends towards an element edge. This normalized value varies over three orders of

magnitude on using the classical Nitsche's method, therefore, we plot it on a log scale

to capture this variation better. From Figures 6.6(a) and 6.6(c), we can see that for

the weighted Nitsche's method, the normalized value for the stabilization parameter

exhibits minimal sensitivity and varies between 1 and 2 (between 0 and0.3 on the

log-scale). This means that the interfacial terms in the sti�ness matrix can, at most,

grow up to twice as fast as the bulk sti�ness terms but the order ofmagnitude of

these terms remains the same. On the other hand, from Figures 6.6(b) and 6.6(d),

clearly, the classical Nitsche's method exhibits a much greater sensitivity. In fact,

when either of � 1 and � 2 are close to 0, the order of magnitude of the normalized

stabilization parameter is 102 and in the worst possible case when both� 1 and � 2

tend to zero, the order of magnitude of the normalized value tendsto 103. As a

consequence, the interfacial terms can grow up to 1000 times faster than the bulk

sti�ness terms which could lead to ill-conditioning. As shown in the subsequent

examples, the generated mesh could very easily result in such elements and result in

a poor approximation.

6.4.2 Poisson's equation

We now conduct a numerical convergence study on a domain with junctions and a

large variation in material properties. We consider a domain with multiple intersect-

ing interfaces as shown in Figure 6.7. These interfaces partition thedomain 
 into

50 component sub-domains 
m , with each sub-domain representing a single grain.
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For this arbitrarily chosen con�guration, the material conductivities are randomly

distributed within the 50 grains such that they have a large contrast ratio. The

conductivities vary between� = 1 and � = 3:8 � 106 units and the distribution is as

shown in Figure 6.7. The �nite element mesh is chosen such that the regions with

higher values of conductivity are more re�ned.

� 4 = 3 :8 � 106

� 3 = 3

� 2 = 2

� 1 = 1

Figure 6.7 { Schematic of computational domain, �nite element mesh anddistribution
of material properties.

We now solve the following jump problem on this domain:

r � � mr um = � f m in 
 m

u = 0 on � d = f x : x = 0j1g
� mr um � n = 0 on � n = f x : y = 0j1g

[[� r u]]ab � n = 0 on � ab

[[u]]ab = ub(x) � ua(x) on � ab

(6.20)

where � ab is the set of all material interfaces arising in the problem domain. Choosing

f m = 1, the equation admits an analytical solution given by:

u(x) =
�

(3� 1 + ( � 2 + � 3 + � 4)=3)x
4� m(� 1 + ( � 2 + � 3 + � 4)=3)

�
x2

2� m
in 
 m

As speci�ed by the interfacial conditions, the solution admits jumpsin the primary

variable but has a continuous 
ux across the material interfaces.For the given
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distribution of material properties, since� 4 >> f � 1; � 2; � 3g the product � mr um

varies linearly and is given as� mr um � 0:25 � x. This product represents hy-

draulic conductivity in porous media 
ow and local heat 
ux in thermal conduction

problems. The accurate recovery of this quantity is therefore essential in many

physical problems. Figure 6.8(a) shows the variation of� mr um recovered from

both the classical Nitsche's method and the weighted Nitsche's method. While the

weighted Nitsche's method returns the expected linearly varying behaviour, the clas-

sical Nitsche's method, as noticed before in the case of a single interface (Chapter 4),

exhibits wildly oscillatory behavior at every interface where there is asharp contrast

in material properties.

The closed form analytical solution also allows us to perform a numerical mesh

convergence study for this problem. The results of this convergence study show

sub-optimal rates inL2 norm for the bulk variable with classical Nitsche's method.

For � mr um, the classical Nitsche's method converges in the \energy" semi-norm

with mesh re�nement but the errors are two orders of magnitude higher than those

obtained from the weighted Nitsche's method. The weighted Nitsche's method con-

verges at the expected rates,i.e. quadratically for the bulk variable in the L2 norm

and linearly for � mr um in the \energy" semi-norm. The weighted Nitsche's method

also returns a much higher accuracy in both cases. The successful performance of

the weighted Nitsche's method in the presence of junctions and large contrast ratios

for linear problems motivates our next study where we investigate its behaviour for

a perfectly plastic interface.

6.4.3 Composite beam study

To begin with, we return to the composite beam study we conductedearlier in

Chapter 5 of this work. However, we now investigate this problem in the presence

of junctions and then compare the results with those obtained when we had a single
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(a) Variation of � m r um with both classical (left) and weighted Nitsche's
method (right)
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(b) Convergence study in L 2 norm for
the bulk variable
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(c) Convergence study in \energy" norm
for � m r um

Figure 6.8 { Top: Variation of � mr um across the domain. Bottom left: Convergence
in L 2 norm for the bulk variable. Bottom right: Convergence in energy norm for
� mr um

embedded interface. For completeness, we repeat the problem set-up and loading

conditions here.

We consider a composite beam of lengthL = 16 units and height H = 4

units being loaded under compression in a state of plane stress. Thedomain 
 =

(� L=2; L=2)� (� H=2; H=2) is partitioned into �ve component sub-domains by seven

embedded interfaces as shown in Figure 6.9. To reproduce the problem set-up consid-
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 5

� 31

� 42

� 41

� 52

� 54

� 43

� 21p p

Figure 6.9 { Illustration of the geometry and loading conditions for a beam with
several material interfaces loaded in pure compression.

ered in Chapter 5, we choose identical Young's modulii for all the sub-domains such

that E m = 1000 units where m2 [1; 5]. We also choose the Poisson's ratios in the

sub-domains 
1 and 
 2 to be identical such that � 1 = � 2 = 0:3. We further require

that the sub-domains to the right of the vertical interface, � = � 31 [ � 41 [ � 42 [ � 52,

have identical Poisson's ratios:� 3 = � 4 = � 5 = 0.

We now recover a problem where sliding occurs only along the verticalinterface �

if we can ensure that the interfaces �21, � 43 and � 54 are in perfect contact. We ensure

this by specifying a large value for the yield traction on these interfaces, in particular,

we choosetY = 1016 units. For the vertical interface �, we vary the yield traction

tY between 0 units and 1016 units to simulate di�erent material response ranging

from frictionless sliding to perfect contact along this interface. Wediscretize the

domain using a structured triangular mesh with 73 divisions in the x-direction and

19 divisions in the y-direction as shown in Figure 6.10(a). A zoom of theinterface � 21

in Figure 6.10(b) also highlights that the chosen discretization results in arbitrarily

small elements.

We assume a uniaxial state of stress� xx = � 25 units for the beam. For the

prescribed state of stress, the displacement �eld is linear and continuous in the x-

direction while it is linear and discontinuous in the y-direction. In particular, the
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(a) Finite element mesh used in computations for the beam with several interfaces.

(b) Zoom of the mesh near the embedded interface �21.

Figure 6.10 { Illustration of the �nite element mesh used in the composite beam
study.

displacement �eld is given by:

ux(x) =
� xx

E
x in 
 ; um

y (x) = y� m
yy in 
 m ; (6.21)

where the strain� m
yy is:

� m
yy (x) = �

� m

E m
� xx in 
 m (6.22)

These displacement values are now applied as Dirichlet boundary conditions on the

boundaries �d = f x : x = � L=2jL=2g. The remaining boundaries are considered

traction-free.

In Figures 6.11(a) and 6.11(b), we plot the displacement contours inboth the

x and y-directions respectively at the maximum prescribed load for the case when

the yield traction tY on the vertical interface � is 0 units. From the �gures, we see

that the obtained results are in excellent agreement with the expected analytical

�elds. In the x-direction, the displacement is linear and continuous throughout the

domain. In the y-direction, while the displacements are linear in domains 
 1 and 
 2

and continuous across them, we also clearly see the discontinuity across the vertical
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interface � that arises from the discontinuous Poisson's ratio.

(a) Displacement contours in the x-direction at the maximum load for frictionless
sliding along �.

(b) Displacement contours in the y-direction at the maximum load for frictionless
sliding along �.

Figure 6.11 { Displacement contours at the maximum prescribed load in the com-
posite beam study.

In Figures 6.12(a) { 6.12(f), we plot the y-component of the displacement �eld

when the beam is back in the fully unloaded state for di�erent values of yield traction

on the vertical interface �. This serves as an indication for the residual plastic

strain in the beam. As expected, for the cases when the interfaceis perfectly tied

- 6.12(f) and when the interface is sliding under frictionless contact- 6.12(a), the

residual plastic strain is zero due to the reversible nature of thesekinematically

linear problems. However, for all other cases, we end up with some residual plastic

strain which is decreasing with increasing yield traction. Finally, we alsoremark that

the contours are in excellent agreement with those obtained for a single embedded

interface in Chapter 5 indicating that the numerical method is performing well in

the presence of both junctions and nonlinear interfacial response.

6.4.4 Unit cell geometry

We now consider a geometry similar to that examined previously by Ghahremani

(1980) and subsequently by Simone et al. (2006). The chosen geometry might arise
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(a) Yield traction on �: tY = 0 :0

(b) Yield traction on �: tY = 0 :5

(c) Yield traction on �: tY = 1 :0

(d) Yield traction on �: tY = 2 :0

(e) Yield traction on �: tY = 3 :0

(f) Yield traction on �: tY = 1016

Figure 6.12 { Residual strain in the fully unloaded state with yield stre ss at the
interface presented in ascending order. Case (a) represents a frictionless sliding problem
while case (f) represents a perfectly tied interface. All the other sub-cases allow for
frictional sliding.
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as a unit cell under the assumption of modeling polycrystals as a periodic array of

hexagonal cells. However, in the present context, our motivationis not so much to

investigate micro-mechanical response but to better understand the performance of

the proposed numerical method in handling such geometries e�ciently.


 1


 2


 3


 4

�u

Figure 6.13 { Illustration of the geometry and loading conditions for th e unit-cell
problem.

To that end, we now set up a test problem where the described geometry is being

loaded in uniaxial tension through a prescribed displacement �u = 3 � 10� 3 units on

the extreme right boundary. All other boundaries are consideredto be constrained

in the normal direction through rollers. The geometry and loading conditions are

described in Figure 6.13. The grain boundaries are considered to behave under

perfect plasticity. We use a structured triangular mesh with 101 divisions in the x-

direction and 77 divisions in the y-direction to discretize the domain. The material

properties are chosen identically in all the sub-domains with the Young's modulus

E m = 1000 units and the Poisson's ratio� m = 0:3. We now study the response of

the structure by varying the yield traction between the boundaries for four distinct

cases: (a)tY = 0:0 units, (b) tY = 0:10 units, (c) tY = 0:25 units, and (d) tY = 1016

units. We plot the von Mises stress for all the four cases in Figure 6.15. We also

plot the displacement contours in the x and y directions for the casewith tY = 0:10

units in Figures 6.14(a) and 6.14(b) respectively.
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(a) Displacements in the x-direction

(b) Displacements in the y-direction

Figure 6.14 { Displacement �eld for the unit-cell problem for the case when the yield
traction between the boundaries istY = 0 :10 units.

Firstly, from the displacement contours in Figure 6.14, the discontinuity in the

displacement due to the tangential sliding along the inclined interfaceis clearly ev-

ident. Further, from the von Mises stress plot in Figure 6.15, we alsoclearly see

the stress concentrations near the triple junctions as well as at the points where the

interface intersects the external boundaries. At the externalboundary, the enforced

boundary conditions are such that sliding along the interface is prevented. Similarly,

the triple points provide an internal constraint against sliding in order to ensure

compatibility. At both these points, this increased resistance against sliding causes

considerably higher stress build-up than in other parts of the domain.

Further, we also notice that as the yield traction on the grain boundaries increases,

the stress concentration at the junctions is reduced. This reduction is expected

because an increased value of yield traction signi�es higher resistance to sliding and
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(a) Yield stress: tY = 0 :0 units. (b) Yield stress: tY = 0 :10 units.

(c) Yield stress: tY = 0 :25 units. (d) Yield stress: tY = 1016 units.

Figure 6.15 { von Mises stress for the unit-cell problem presented in ascending order
of yield tractions at the interface.

therefore the geometric constraint at the junctions that prevents sliding has lesser

bearing than it has on a freely sliding grain boundary. We also note that as the

yield traction on the grain boundaries increases, stress is transferred much more

e�ectively across the grain boundaries and the stress contours are much 
atter and

tending towards a uniform state of stress. Finally, in case (d), thelarge value of the

yield traction makes the interfaces behave as they would in a perfectly tied scenario.

For the prescribed loading, we would expect a uniform stress statein the entire

problem domain and the results shown in Figure 6.15(d) agree with thisexpectation.

6.4.5 Polycrystalline geometry

Shear loading

We now consider the shear deformation of a polycrystalline materialat the meso-

scale. We consider the polycrystalline microstructure to be generated from a Voronoi

tessellation of the computational domain 
 = [0; 1] � [0; 1]. In order to generate the

Voronoi tesselation, we randomly distribute the grain centers in the computational
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domain 
. We however follow Wei and Anand (2004) and impose a numerical tol-

erance between any two of these randomly generated grain centers. This prevents

the Voronoi tessellation from generating uncharacteristically small grains and also

prevents a large di�erence between the grain volumes. We also set anumerical

tolerance to prevent the generation of extremely small edges from this tessellation.

Consequently, the procedure to generate microstructures that perform well in �nite

element computations is automated and we do not have to discard any generated

realizations.

(a) Schematic of the geometry and loading
conditions for the polycrystalline example.

(b) Zoom of �nite element mesh in the
vicinity of grain boundaries for the 200
grain example.

Figure 6.16 { Description of the geometry, loading conditions and �nite element mesh
for studying shear response of a polycrystalline specimen.

We now qualitatively study the e�ect of grain size on the material response by

varying the number of grains in the domain. We speci�cally consider three cases,

when the domain is discretized by (a) 14 grains, (b) 50 grains, and (c) 200 grains.

In order to represent the heterogeneous character of materials at this length scale,

we randomly distribute the materials properties for each of the grains betweenE =

1:8 � 105 units and E = 2:1 � 105 units. Further, the grain boundary characteristic

property is also varied randomly betweentY = 35 units and tY = 50 units. The
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distribution of both the bulk and grain boundary properties is shownin Figures

6.17(a) through 6.17(f).

(a) 14 Grains (b) 50 Grains (c) 200 Grains

(d) 14 Grains (e) 50 Grains (f) 200 Grains

Figure 6.17 { Distribution of Young's modulii (top) and yield tractions (bottom) for
randomly generated polycrystalline specimens.

We use an unstructured �nite element mesh for each case generated using the

open-sourced �nite element meshing program Gmsh (Geuzaine and Remacle, 2009).

The nonlinear character of the response near the grain boundaries requires greater

resolution in this region. The generated mesh is thus more re�ned near the grain

boundaries. Figure 6.16(b) presents the zoom of the mesh in the vicinity of a grain

boundary for the case with 200 grains. Notice also from this plot that we have no

control over the location of junction within an element and we can potentially have

arbitrarily small elements. The number of elements is progressively increased for

each case. For the case with 14 grains, the originally generated mesh consists of

10,071 constant strain triangular elements and the modi�ed mesh after accounting

for enriched elements consists of 11,035 elements. For the case with 200 grains,

the mesh consists of 39,502 elements before accounting for enrichments and 48,261
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elements after the enriched elements have been added.

(a) 14 grains: uX (b) 14 grains: uY (c) 14 grains: von Mises stress

(d) 50 grains: uX (e) 50 grains: uY (f) 50 grains: von Mises stress

(g) 200 grains: uX (h) 200 grains: uY (i) 200 grains: von Mises stress

Figure 6.18 { Magnitude of displacement and von Mises stress for the polycrystalline
geometry subjected to shear loading. Number of grains is varied from 14 to 200.
Discontinuities in displacements are clearly evident in the contour plots at the grain
boundaries. Stress concentrations at the junctions are also clearly visible. Grain
boundary regions shown in black are under slip while those shown in white are sticking.

The loading is prescribed on the computational domain through Kinematic Uni-

form Boundary Conditions (KUBC), as discussed in the works of Kanit et al. (2003)

and Huet (1990). Recalling the de�nition presented in Kanit et al. (2003), under the

assumptions of KUBC, for a pointx belonging to the boundary �d the prescribed

displacement is speci�ed as:
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u(x) = E �x 8x 2 � d (6.23)

The macroscopically averaged strain and stress tensors are givenby:

E =
1
V

Z

V

" dV; � =
1
V

Z

V

� dV (6.24)

Now, in order to prescribe a pure shear state, we consider that only the o�-

diagonal terms in the macroscopic strain tensor are populated. Here, at the maximum

prescribed load, we arbitrarily set these terms as 0.001.

E =

2

4
0 0:001

0:001 0

3

5 (6.25)

We now use equation (6.25) in equation (6.23) to prescribe the displacement values,

incrementally, on all the external boundaries.

We plot the displacement contours and von Mises stress plots for allthe three

cases, at the maximum prescribed load, in Figures 6.18(a) through 6.18(i). The

displacement discontinuity that arises due to the tangential sliding along the grain

boundaries is clearly evident in the contour plots. Further, it is also clear from the

von Mises stress plots that stress concentration arises at the junctions of the grain

boundaries due to the geometrical constraint that prevents sliding. At the prescribed

load, the grain boundaries that are sliding tangentially are shown in black while the

grain boundaries that continue to be in perfect contact are shownin white. It is

clear from the plot again that at the maximum prescribed load, a largepercentage

of grain boundaries is in slip. However, on comparing the cases with 50and 200

grains, we also notice that as the number of junctions increases, due to the increased

geometrical constraints against sliding, a greater percentage oftotal grain boundaries

is maintaining perfect contact.
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Figure 6.19 { Spatially averaged stress-strain plot.

Finally, we also plot the macroscopically averaged shear stress �12, given by

equation (6.24), against the shear angle for all the three cases in Figure 6.19. From

the plot, we can see that as the number of grains increases from 14to 50, the

material response clearly becomes softer. We can attribute this to the fact that as

the number of grains increases, the grain boundaries occupy a greater percentage of

the total volume. Consequently, a larger percentage of the total volume is slipping

and shows up as the softened material response in Figure 6.19. However, as the

number of grains is further increased from 50 to 200, not only doesthe ratio of grain

boundary volume to the total volume increase but it also results in anincrease in the

number of junctions. Now, even though a larger percentage of grain boundary volume

provides with an increased potential for sliding, the increased number of junctions

o�ers greater resistance against sliding. These competing mechanisms show up in

Figure 6.19 as an increased shear resistance for the case with 200 grains as compared

to the case with 50 grains.
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Figure 6.20 { Schematic of the geometry and loading conditions for studying the
e�ect of con�nement on a polycrystalline sample.

E�ect of con�nement

As a �nal example, we study the e�ect of lateral con�nement on the shear resistance

of alumina ceramic. We consider a unit square domain tessellated with 120 grains

and meshed with a �nite element mesh consisting of 16294 constant strain elements

before enrichment and 20681 elements after enrichment. The geometry and loading

(a) Finite element mesh for a 120 grained
microstructure.

(b) Zoom of �nite element mesh in the
vicinity of grain boundaries.

Figure 6.21 { Finite element mesh used for studying the e�ect of con�nement on a
polycrystalline specimen with 120 grains.
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conditions are shown in Figure 6.20. The �nite element mesh used in computations

is shown in Figure 6.21(a) and a zoom of the �nite element mesh in the vicinity of

a grain boundary is shown in Figure 6.21(b). The material propertiesare chosen to

represent those of aluminiumviz. the modulus of elasticity E = 70 GPa and the

Poisson's ratio� = 0:3.

This example is inspired by a similar study conducted to investigate thee�ect

of con�ning pressure on the compressive strength of alumina ceramic by Warner

and Molinari (2006). However, their material model allowed for fracture along grain

boundaries. In the present study, we are only permitting grain boundary sliding and

consequently the compressive strength will remain una�ected. Due to the presence

of tangential sliding, we would expect the shear strength, on the other hand, to be

in
uenced by con�ning pressure.
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Figure 6.22 { Spatially averaged stress-strain plot to study the e�ect of con�ning
pressure.

Following their work, we neglect the a�ect of anisotropy in the grainsand assume

that the grain interiors follow a linear elastic constitutive relationship. Also following

their work, we choose the shear strength along grain boundaries as tY = 0:63 GPa.
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We apply a compressive load of 4 GPa on the top surface, incrementally, following

the load-stepping procedure described at the beginning of this section. However,

the con�ning pressure was applied as a uniform constant pressurethroughout. We

now vary the con�ning pressure from 0-1500 MPa in steps of 500 MPa. We plot the

macroscopically averaged shear strain with the applied loading.

The results of this study are shown in Figure 6.22. From the plot, we clearly see

that as the con�ning pressure is increased, there is a decrease in the macroscopically

averaged shear strain for the same value of applied load. In fact, we notice that not

only does sliding begin at a larger load as con�ning pressure is increased but also

that the shear modulus { given by the slope of the stress-strain curve once sliding

begins { is directly dependent on the con�ning pressure.

Under the applied uniaxial compressive loading, shear deformation along the

grain boundaries results from the lateral expansion of the material due to Poisson's

e�ect. However, application of con�nement pressure prevents this lateral expansion

resulting from Poisson's e�ect. As a result, sliding along grain boundaries is now

much more constrained than in the absence of con�ning pressure and hence shows

up as an increased resistance in the shear response for the material. These results

bear resemblance with those reported by Warner and Molinari (2006) on the e�ect

of con�ning pressure on the compressive strength of alumina ceramic.

We conclude this section by remarking that the performance of thismethod in

handling such complicated geometries without explicitly meshing them isencour-

aging and further demonstrates its utility in handling complex micro-mechanical or

geo-mechanical problems.

6.5 Conclusion

We presented a Nitsche stabilized embedded method to enforce sti�kinematic con-

straints over embedded interfaces with junctions. In particular,we derive a geometric
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expression for the Nitsche stabilization parameter for constant strain elements in the

presence of intersecting interfaces such that the method remains stable. We also pro-

vide algorithmic details (see Appendix A) to extend the Nitsche stabilized method

for frictional sliding problems { presented in Chapter 5 { to embedded interfaces

with junctions. Through several numerical examples, we demonstrate the perfor-

mance of this for both kinematically linear and non-linear problems. Indeed, the

presented approach results in expected rates of convergence inboth bulk and inter-

facial quantities for linear problems even in the presence of junctions. The presented

approach is also very robust in the presence of both large heterogeneities and arbi-

trarily small elements. We also show through a perfectly plastic interfacial law that

the method is capable of handling topologically challenging problems that could arise

in micro-mechanical modeling and geomechanics in an e�cient manner.

Going forward, we remark that while the developed approach has signi�cant

promise in handling micro-mechanical and geo-mechanical problems,there are sev-

eral simplifying assumptions that need to be relaxed before it could become truly

predictive in nature. For instance, it would be interesting to extendthe method

to handle large sliding at the interface. It will also be interesting to include non-

linearities in the bulk constitutive behavior. Moreover, it will be useful to extend

the method to handle more challenging interfacial constitutive behavior that could

model combined sliding and separation. As for the extension of the method to

three-dimensional problems is concerned, though conceptually identical, one needs

to account for the implementational challenges associated with (a)computational ge-

ometry for random Voronoi tessellations and (b) the algorithmic aspects of frictional

sliding on a surface.
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7

Conclusion

In this dissertation, we developed a �nite element method that can treat interfacial

phenomena in a computationally e�cient manner. The proposed approach allows

an arbitrary representation of the interface geometry from theunderlying �nite ele-

ment mesh. This 
exibility translates to signi�cant savings in computational time for

problems where the interface exists on a complex topology or evolves in time. How-

ever, a robust enforcement of interfacial kinematics is central to the performance of

the proposed approach.

We showed that many existing approaches to enforce these interfacial kinematics

su�er from either a lack of stability or a lack of variational consistency. The lack of

variational consistency translates to poor constraint enforcement while the lack of

stability results in a spurious oscillatory behavior for the interfacial�eld. In many

ways, there is a competition between how well the constraint is enforced versus the

recovery of the interfacial quantity of interest. Moreover, if explicit time stepping

is desired, then we also have an additional competing parameter { the critical time

step. Perhaps the key question that needed addressing concerned the development of

an approach that would resolve this competition without adversely a�ecting either
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parameter. To accomplish this, we developed stable and stabilized methods for

enforcing constraints on embedded interfaces, with particular focus on the stabilized

approach.

The stable method relied on algorithmic coarsening of the multiplier space and

carefully constructing a basis for the multipliers from the underlyingbulk shape

functions. The stable method is certainly a robust choice to enforce constraints

for this class of problems. However, it does su�er from certain shortcomings. It

requires additional pre-processing to coarsen the multiplier space. This coarsening

needs to be performed every time the interface changes orientation and this could

add computational expense for evolving interface problems or statistical calculations

in micro-mechanics. Also, the stable method is incompatible with explicitdynamics

and is, in general, more intrusive to implement in existing �nite element packages.

The stabilized method, on the other hand, is a primal method based on Nitsche's

variational form. The method eliminates the need for constructionof a stable multi-

plier space by replacing the multiplier �eld with its physical interpretation. However,

the stability of the method and consequently the performance depend strongly on

certain method parameters that arise in this variational form. We identi�ed a re-

lationship between these parameters and enabled a way to systematically eliminate

them in terms of other known quantities, namely mesh-size and material constants.

In fact, for lower-order elements used in this dissertation, we provided explicit expres-

sions for these parameters. With these choices, we extended Nitsche's approach to

elastostatics, elastodynamics and small-deformation frictional sliding over embedded

interfaces (including junctions).

There are several avenues that could be explored in future. Froma method de-

velopment perspective, the proposed stabilized method could be extended to handle

non-linearities in the bulk behavior. In the past, there have been open questions

concerning the development of a variational form for non-linear elasticity. However,
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proceeding through a Lagrange multiplier approach and replacing the multipliers

through their physical interpretation could help us answer some ofthese questions.

The impact of this nonlinearity however, on the choice of stabilizationand weighting

remains to be seen. Further, extensions to bulk plasticity would alsobe of interest.

Clearly, the limitations of standard linear triangles and tetrahedralelements could

pose challenges in this regard.

Modeling large sliding over these embedded surfaces using the proposed weighted

approach could be useful in many areas of computational geo-sciences. Additionally,

the promising performance of the weighted Nitsche approach in frictional contact

over embedded surfaces makes it an attractive choice for such problems even with

standard �nite element approximations where often similar issues with constraint

enforcement are experienced.

From a physical perspective, the approach could be used to modelmore chal-

lenging interfacial behavior with combined sliding and separation. In particular,

exploring the e�ects of grain boundary sliding and separation in nano-crystalline

materials could be an interesting problem in computational materials science. Many

challenging questions concerning the e�ects of grain size on the competition between

bulk and grain-boundary dissipation mechanisms remain to be thoroughly examined

for lack of a cost-e�cient solver. This approach could provide a convenient platform

to explore some of these questions.
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Appendix A

A Nitsche Stabilized Embedded Finite Element
Method for Junctions

In this appendix, we give the governing equations and discretized forms for frictional

sliding problems with junctions.

A.0.1 Frictional Sliding

The governing equations in each of the domains shown in Figure 6.1 aregiven, in

indicial notation, by:

� m
ij;j = 0 in 
 m;
um

i = ud
i on � d=
 m ;

� m
ij nm

j = hi on � n=
 m ;
(A.1)

where � m
ij and um

i denote the components of the stress and displacement �elds in

domain 
 m, respectively, andnm
j the components of the unit outward normal. The

displacement is �xed to the prescribed �eldud
i on the Dirichlet portion of the bound-

ary, andhi denotes the prescribed tractions on the Neumann portion of the boundary.

By � d=
 m and � n=
 m , we denote the part of Dirichlet and Neumann boundaries that

belong to@
 m - the boundary of the domain 
m.
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A.0.2 Weak form

The weak statement of equilibrium for the above strong form is givenas: Findui 2 Ui

such that

X

m

Z


 m

wm
(i;j ) �
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(A.2)

where
X

m

denotes a sum over all the bulk domains and by
X

ab

, we denote the sum

over all internal boundaries �ab. By
X

r

and
X

s

, we denote the sum over all domains


 r and 
 s such that � d=
 r 6= ? and � n=
 s 6= ? , respectively. Also, tm
i = � m

ij nm
j

represent the components of the traction �eld obtained by projecting the stress from

the corresponding domains on to the boundary of the domain. Finally, � r represents

the stabilization parameter on the Dirichlet boundary and [[wi ]]ab represents the jump

wb
i � wa

i on the interface �ab.

A.0.3 Discretization

We now discretize the weak form introduced above (A.2) using the overlapping

element approach described in Section 6.3. For elements without interfaces and for

elements with a single embedded interface, the resulting local matrices remain iden-

tical to those previously described in Chapter 5. Here, for simplicity, we focus only

on a tangent matrix for an element with a junction. For those elements which also

contain a Dirichlet boundary, to the tangent matrix presented below, contribution

from terms that weakly enforce Dirichlet boundary conditions needs to be added.

Also, we assume that the load is applied incrementally and solve the non-linear set
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Algorithm 5 Updating interfacial tractions for an element with intersecting embed-
ded interfaces at the (n+1)-th load step and k-th iteration

for all local embedded-interfaces �ab
e do

for all gauss-pointsgp do
Compute jump in the displacements: [[u]]ab(k)

n+1

Compute trial traction: t abtrial, (k)
n+1 = h� (k)

n+1 i 
 ab nab � � ab
e I [[u]]ab(k)

n+1

Compute trial yield function: � abtrial, (k)
n+1 = � ab(tabtrial, (k)

�; n+1 ) = jj tabtrial, (k)
�; n+1 jj � tab

Y

if yield condition is not violated: � abtrial, (k)
n+1 < = 0 then

Trial state is true state: t ab(k)
n+1 = t abtrial, (k)

n+1
else

Normal direction - no yielding: tab(k)
N, n+1 = tabtrial, (k)

N, n+1
Tangential direction - return mapping algorithm:

� � =
� abtrial, (k)

n+1

� ab
e

tab(k)
�; n+1 = tabtrial, (k)

�; n+1 � � ab
e � �

tabtrial, (k)
�; n+1

jj tabtrial, (k)
�; n+1 jj

[[u]]abpl;(k)
�; n+1 = [[ u]]abpl

�; n + � �
tabtrial, (k)

�; n+1

jj tabtrial, (k)
�; n+1 jj

Update � ab
e

end if
end for

end for

of equations using a Newtn-Raphson iterative scheme. We provide expressions for

the tangent matrix at the (n+1)-th load step and k-th iteration but omit the iteration

and load counters to simplify notation.

Tangent matrix for an element with a junction

Consider an element with three local domains 
pe; 
 q
e, and 
 r

e and three intersecting

interfaces �pq
e ; � pr

e , and � qr
e as shown in Figure A.1. For such an element, the tangent

matrix can be written as:

k =

2

6
6
6
6
4

kb,p + kc,p
d kc,p

od,pq kc,p
od,pr

kc,q
od,pq kb,q + kc,q

d kc,q
od,qr

kc,r
od,pr kc,r

od,qr kb,r + kc,r
d

3

7
7
7
7
5

; (A.3)
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Figure A.1 { Representative element with three intersecting interfaces separating the
local domains 
 p

e, 
 q
e and 
 r

e.

Here, kb,m represents the bulk contribution to the element tangent matrix and is

given as:

kb,m =
Z


 m
e

B T D mB d
 e for m = p,q,r : (A.4)

The other terms result from linearization of contact tractions anddepend on whether

the interface is in the stick-state or slip-state. As discussed in Chapter 5, a trial-

state return-mapping algorithm is used to determine if the interface is sliding and to

update tractions. The contribution to the leading-diagonal block from linearization

of contact tractions is denoted bykc,m
d for m = p,q and r. For a perfectly-tied

interface, these local matrices are computed from:
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kc,p
d =

Z

� pq
e

N T � pq
e N d� e � 
 1e

pq

Z

� pq
e

N T (npq )T D pB d� e
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Z
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N T � pr
e N d� e � 
 1e

pr

Z
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(A.5)

By kc,p
od,pq , we denote the contribution to the o�-diagonal block resulting from the

linearization of contact tractions on interface �pq
e for the child element with phys-

ical volume 
 p
e. We follow the same convention in naming the other o�-diagonal

contributions. While in perfect contact, these o�-diagonal contributions are given

as:

kc,p
od,pq = �
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e
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Z
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The stabilization parameters in the normal and tangential directions are evaluated

as described in Chapter 5 of this study. While the interface is still under perfect

contact, the stabilization parameters in both normal and tangential directions are

chosen identically. Both the stabilization parameter and the interfacial weights are

computed as described in Section 6.3.1. When the interface begins sliding, the sti�-

ness is evaluated from the particular form of the interfacial law. The algorithm

described in Chapter 5 for elements with a single embedded interfacecan be gener-

alized to handle elements with multiple interfaces by looping over all theinterfaces

local to the current element (see Algorithm 5).

194



Bibliography

Annavarapu, C., Hautefeuille, M., and Dolbow, J. E. (2012a), \A robust Nitsche's
formulation for interface problems,"Computer Methods in Applied Mechanics and
Engineering, 225{228, 44 { 54.

Annavarapu, C., Hautefeuille, M., and Dolbow, J. E. (2012b), \Stable imposition
of sti� constraints in explicit dynamics for embedded �nite element methods,"
International Journal for Numerical Methods in Engineering, 92, 206{228.

Annavarapu, C., Hautefeuille, M., and Dolbow, J. E. (2013a), \A Nitsche stabilized
�nite element method for frictional sliding problems. Part I: Single interface,"
under review.

Annavarapu, C., Hautefeuille, M., and Dolbow, J. E. (2013b), \A Nitsche stabi-
lized �nite element method for frictional sliding problems. Part II: Intersecting
interfaces," under review.

Arag�on, A. M., Duarte, C. A., and Geubelle, P. H. (2010), \Generalized �nite element
enrichment functions for discontinuous gradient �elds,"International Journal for
Numerical Methods in Engineering, 82, 242{268.

Arnold, D., Brezzi, F., Cockburn, B., and Marini, L. (2002), \Uni�ed analysis of
discontinuous Galerkin methods for elliptic problems,"SIAM journal on numerical
analysis, pp. 1749{1779.

Babu�ska, I. (1973), \The Finite Element Method with Lagrange Multipliers," Numer.
Math., 20, 179{192.

Babu�ska, I. and Melenk, J. M. (1997), \The partition of unity method," Int. J.
Numer. Meth. Engng., 40, 727{758.

Baiges, J., Codina, R., Henke, F., Shahmiri, S., and Wall, W. A. (2012), \A symmet-
ric method for weakly imposing Dirichlet boundary conditions in embedded �nite
element meshes,"International Journal for Numerical Methods in Engineering,
90, 636{658.

195



Barbosa, H. J. C. and Hughes, T. J. R. (1991), \The �nite elementmethod with La-
grange multipliers on the boundary: circumventing the Babuska-Brezzi condition,"
Computer Methods in Applied Mechanics and Engineering, 85, 109 { 128.

B�echet, E., Mo•es, N., and Wohlmuth, B. (2009), \A stable Lagrange multiplier space
for sti� interface conditions within the extended �nite element method," Int. J.
Numer. Meth. Engng., 78, 931{954.

Becker, R., Hansbo, P., and Stenberg, R. (2003), \A �nite elementmethod for domain
decomposition with non-matching grids,"ESAIM: Mathematical Modelling and
Numerical Analysis, 37, 209{225.

Becker, R., Burman, E., and Hansbo, P. (2011), \A hierarchical NXFEM for �ctitious
domain simulations," International Journal for Numerical Methods in Engineering,
86, 549{559.

Bedrossian, J., von Brecht, J. H., Zhu, S., Sifakis, E., and Teran, J.M. (2010), \A
second order virtual node method for elliptic problems with interfaces and irregular
domains," J. Comput. Phys., 229, 6405{6426.

Belytschko, T., Liu, W., and Moran, B. (2000),Nonlinear �nite elements for continua
and structures, Wiley.

Belytschko, T., Parimi, C., Mo•es, N., Sukumar, N., and Usui, S. (2003), \Structured
extended �nite element methods for solids de�ned by implicit surfaces," Interna-
tional Journal for Numerical Methods in Engineering, 56, 609{635.

Bhat, H. S., Olives, M., Dmowska, R., and Rice, J. R. (2007), \Role of fault branches
in earthquake rupture dynamics,"Journal of Geophysical Research: Solid Earth,
112, n/a{n/a.

Brezzi, F. (1974), \Existence, Uniqueness and Approximation of Saddle-point prob-
lems arising from Lagrange Multipliers,"RAIRO-Oper. Res., 8, 129{151.

Brezzi, F. and Fortin, M. (1991),Mixed and hybrid �nite element methods, Springer-
Verlag New York, Inc., New York, NY, USA.

Burman, E. and Hansbo, P. (2010), \Fictitious domain �nite elementmethods using
cut elements: I. A stabilized Lagrange multiplier method,"Computer Methods in
Applied Mechanics and Engineering, 199, 2680 { 2686.

Burman, E. and Hansbo, P. (2012), \Fictitious domain �nite elementmethods using
cut elements: II. A stabilized Nitsche method,"Applied Numerical Mathematics,
62, 328 { 341.

196



Burman, E. and Zunino, P. (2006), \A domain decomposition methodbased on
weighted interior penalties for advection-di�usion-reaction problems," SIAM J.
Numer. Anal., 44, 1612{1638.

Cai, Z., Ye, X., and Zhang, S. (2011), \Discontinuous Galerkin Finite Element Meth-
ods for Interface Problems: A Priori and A Posteriori Error Estimations," SIAM
J. Numer. Anal., 49, 1761{1787.

Carey, G. F., Chow, S. S., and Seager, M. K. (1985), \Approximateboundary-
ux
calculations," Comput. Methods Appl. Mech. Engrg., 50, 107{120.

Carpenter, N. J., Taylor, R. L., and Katona, M. G. (1991), \Lagrange constraints
for transient �nite element surface contact," Int. J. Numer. Meth. Engng., 32,
103{128.

Chern, I.-L. and Shu, Y.-S. (2007), \A coupling interface method for elliptic interface
problems," J. Comput. Phys., 225, 2138{2174.

Chessa, J., Smolinski, P., and Belytschko, T. (2002), \The extended �nite element
method (XFEM) for solidi�cation problems," International Journal for Numerical
Methods in Engineering, 53, 1959{1977.

Codina, R. and Baiges, J. (2009), \Approximate imposition of boundary conditions
in immersed boundary methods,"International Journal for Numerical Methods in
Engineering, 80, 1379{1405.

Combescure, A., Gravouil, A., Baietto-Dubourg, M.-C., Elguedj, E., Ribeaucourt,
R., and Ferri�e, E. (2005), \Extended �nite element method for numerical simula-
tion of 3D fatigue crack growth," in Life Cycle Tribology Proceedings of the 31st
Leeds-Lyon Symposium on Tribology Held at Trinity and All Saints College, Hors-
forth, Leeds, UK 7th10th September 2004, eds. G. D. D. Dowson, M. Priest and
A. Lubrecht, vol. 48 of Tribology and Interface Engineering Series, pp. 323 { 328,
Elsevier.

Coon, E., Shaw, B., and Spiegelman, M. (2011), \A Nitsche-extended �nite element
method for earthquake rupture on complex fault systems,"Computer Methods in
Applied Mechanics and Engineering, 200, 2859 { 2870.

Coroneos, R. M. (2012), \Structural Analysis and Optimization ofa Composite Fan
Blade for a Future Aircraft Engine," NASA Glenn Research Center, Cleveland,
Ohio, Internal Report.

Cris�eld, M. A. (2000), \Re-visiting the contact patch test," International Journal
for Numerical Methods in Engineering, 48, 435{449.

Curtis, J. B. (2002), \Fractured Shale-Gas Systems,"AAPG Bulletin , 86, 1921{1938.

197



Daux, C., Mo•es, N., Dolbow, J., Sukumar, N., and Belytschko, T. (2000), \Arbi-
trary branched and intersecting cracks with the extended �nite element method,"
International Journal for Numerical Methods in Engineering, 48, 1741{1760.

de Borst, R., Remmers, J. J., and Needleman, A. (2006), \Mesh-independent dis-
crete numerical representations of cohesive-zone models,"Engineering Fracture
Mechanics, 73, 160 { 177.

Dolbow, J. E. and Franca, L. P. (2008), \Residual-free bubbles for embedded Dirich-
let problems," Comput. Methods Appl. Mech. Engrg., 197, 3751{3759.

Dolbow, J. E. and Harari, I. (2009), \An e�cient �nite element meth od for embedded
interface problems,"Int. J. Numer. Meth. Engng., 78, 229{252.

Dolbow, J. E., Mo•es, N., and Belytschko, T. (2000), \Discontinuous enrichment in
�nite elements with a partition of unity method," Finite Elem. Anal. Des., 36,
235{260.

Dolbow, J. E., Mo•es, N., and Belytschko, T. (2001), \An extended�nite element
method for modeling crack growth with frictional contact,"Comput. Methods Appl.
Mech. Engrg., 190, 6825{6846.

Durand-Riard, P., Caumon, G., and Muron, P. (2010), \Balanced restoration of
geological volumes with relaxed meshing constraints,"Computers and Geosciences,
36, 441 { 452.

Elguedj, T., Gravouil, A., and Combescure, A. (2007), \A mixed augmented
Lagrangian-extended �nite element method for modelling elasticplastic fatigue
crack growth with unilateral contact," International Journal for Numerical Meth-
ods in Engineering, 71, 1569{1597.

Elguedj, T., Gravouil, A., and Maigre, H. (2009), \An explicit dynamics extended
�nite element method. Part 1: Mass lumping for arbitrary enrichment functions,"
Computer Methods in Applied Mechanics and Engineering, 198, 2297 { 2317.

Embar, A., Dolbow, J. E., and Harari, I. (2010), \Imposing Dirichlet boundary
conditions with Nitsche's method and spline-based �nite elements,"Int. J. Numer.
Meth. Engng., 83, 877{898.

Ern, A., Stephansen, A. F., and Zunino, P. (2009), \A discontinuous Galerkin method
with weighted averages for advection-di�usion equations with locallysmall and
anisotropic di�usivity," IMA J. Numer. Anal. , 29, 235{256.

Espinosa, H. D. and Zavattieri, P. D. (2003), \A grain level model for the study of
failure initiation and evolution in polycrystalline brittle materials. Part I : Theory
and numerical implementation,"Mechanics of Materials, 35, 333 { 364.

198



Fedkiw, R. P., Aslam, T., Merriman, B., and Osher, S. (1999), \A Non-oscillatory Eu-
lerian Approach to Interfaces in Multimaterial Flows (the Ghost FluidMethod),"
Journal of Computational Physics, 152, 457 { 492.

Gansner, E. R. and North, S. C. (2000), \An open graph visualization system and
its applications to software engineering,"Sotw. Pract. Expr., 30, 1203{1233.

Gerstenberger, A. and Wall, W. A. (2010), \An embedded Dirichlet formulation for
3D continua," International Journal for Numerical Methods in Engineering, 82,
537{563.

Geuzaine, C. and Remacle, J.-F. (2009), \Gmsh: A 3-D �nite elementmesh gen-
erator with built-in pre- and post-processing facilities,"International Journal for
Numerical Methods in Engineering, 79, 1309{1331.

Ghahremani, F. (1980), \E�ect of grain boundary sliding on steadycreep of poly-
crystals," International Journal of Solids and Structures, 16, 847 { 862.

Glowinski, R., Pan, T.-W., and P�eriaux, J. (1994), \A �ctitious domain method for
Dirichlet problem and applications,"Computer Methods in Applied Mechanics and
Engineering, 111, 283 { 303.

Gravouil, A., Pierres, E., and Baietto, M. C. (2011), \Stabilized global-local X-FEM
for 3D non-planar frictional crack using relevant meshes,"International Journal
for Numerical Methods in Engineering, 88, 1449{1475.

Gr�egoire, D., Maigre, H., R�ethor�e, J., and Combescure, A. (2007), \Dynamic crack
propagation under mixed-mode loading Comparison between experiments and
X-FEM simulations," International Journal of Solids and Structures, 44, 6517 {
6534.

Gr�egoire, D., Maigre, H., and Combescure, A. (2009), \New experimental and nu-
merical techniques to study the arrest and the restart of a crack under impact in
transparent materials," International Journal of Solids and Structures, 46, 3480 {
3491.

Griebel, M. and Alexander, S. M. (2002), \A Particle-Partition of Unity Method|
Part V: Boundary Conditions," in Geometric Analysis and Nonlinear Partial Dif-
ferential Equations, eds. S. Hildebrandt and H. Karcher, pp. 517{540, Springer-
Verlag.

Gudmundsson, A., Berg, S. S., Lyslo, K. B., and Skurtveit, E. (2001), \Fracture
networks and 
uid transport in active fault zones," Journal of Structural Geology,
23, 343 { 353.

199



Hansbo, A. and Hansbo, P. (2002), \An un�tted �nite element method, based on
Nitsche's method, for elliptic interface problems,"Comput. Methods Appl. Mech.
Engrg., 191, 5537{5552.

Hansbo, A. and Hansbo, P. (2004), \A �nite element method for the simulation of
strong and weak discontinuities in solid mechanics,"Computer Methods in Applied
Mechanics and Engineering, 193, 3523 { 3540.

Hansbo, A., Hansbo, P., and Larson, M. G. (2003), \A �nite elementmethod on
composite grids based on Nitsche's method,"ESAIM: Mathematical Modelling
and Numerical Analysis, 37, 495{514.

Hautefeuille, M., Annavarapu, C., and Dolbow, J. E. (2012), \Robust imposition of
Dirichlet boundary conditions on embedded surfaces,"International Journal for
Numerical Methods in Engineering, 90, 40{64.

Hettich, T. and Ramm, E. (2006), \Interface material failure modeled by the ex-
tended �nite-element method and level sets,"Computer Methods in Applied Me-
chanics and Engineering, 195, 4753 { 4767.

Hettich, T., Hund, A., and Ramm, E. (2008), \Modeling of failure in composites
by X-FEM and level sets within a multiscale framework,"Computer Methods in
Applied Mechanics and Engineering, 197, 414 { 424.

Huang, H., Long, T., Wan, J., and Brown, W. (2011), \On the use of enriched �nite
element method to model subsurface features in porous media 
owproblems,"
Computational Geosciences, 15, 721{736.

Huet, C. (1990), \Application of variational concepts to size e�ects in elastic het-
erogeneous bodies,"Journal of the Mechanics and Physics of Solids, 38, 813 {
841.

Hughes, T. J. R. (2000),The �nite element method: linear static and dynamic �nite
element analysis, Dover Publications.

Hughes, T. J. R. and Liu, W. K. (1978), \Implicit-Explicit Finite Elemen ts in Tran-
sient Analysis: Implementation and Numerical Examples,"Journal of Applied
Mechanics, 45, 375{378.

Ji, H. and Dolbow, J. E. (2004), \On strategies for enforcing interfacial constraints
and evaluating jump conditions with the extended �nite element method," Int. J.
Numer. Meth. Engng., 61, 2508{2535.

Kanit, T., Forest, S., Galliet, I., Mounoury, V., and Jeulin, D. (2003),\Determination
of the size of the representative volume element for random composites: statistical
and numerical approach,"International Journal of Solids and Structures, 40, 3647
{ 3679.

200



Khoei, A. and Mousavi, S. T. (2010), \Modeling of large deformation{ Large sliding
contact via the penalty X-FEM technique," Computational Materials Science, 48,
471 { 480.

Khoei, A. and Nikbakht, M. (2007), \An enriched �nite element algorithm for nu-
merical computation of contact friction problems,"International Journal of Me-
chanical Sciences, 49, 183 { 199.

Khoei, A., Shamloo, A., and Azami, A. (2006), \Extended �nite element method
in plasticity forming of powder compaction with contact friction," International
Journal of Solids and Structures, 43, 5421 { 5448.

Kim, T. Y., Dolbow, J. E., and Laursen, T. A. (2007), \A mortared �n ite element
method for frictional contact on arbitrary interfaces,"Comput. Mech., 39, 223{235.

Ladev�eze, P. (1999), Nonlinear Computational Structural Mechanics - New Ap-
proaches and Non-Incremental Methods of Calculation, Springer-Verlag.

Laursen, T. A. (2003),Computational Contact and Impact Mechanics: Fundamen-
tals of Modeling Interfacial Phenomena in Nonlinear FiniteElement Analysis,
Springer.

Laursen, T. A., Puso, M. A., and Sanders, J. (2010), \Mortar contact formulations
for deformable-deformable contact: Past contributions and newextensions for
enriched and embedded interface formulations,"Comput. Methods Appl. Mech.
Engrg., In Press, Corrected Proof, {.

Legrain, G., Cartraud, P., Perreard, I., and Mo•es, N. (2011), \An X-FEM and
level set computational approach for image-based modelling: Application to ho-
mogenization," International Journal for Numerical Methods in Engineering, 86,
915{934.

Leveque, R. J. and Li, Z. (1994), \The Immersed Interface Method for Elliptic Equa-
tions with Discontinuous Coe�cients and Singular Sources,"SIAM Journal on
Numerical Analysis, 31, pp. 1019{1044.

Lew, A. J. and Buscaglia, G. C. (2008), \A discontinuous-Galerkin-based immersed
boundary method," International Journal for Numerical Methods in Engineering,
76, 427{454.

Lew, A. J. and Negri, M. (2011), \Optimal convergence of a discontinuous-Galerkin-
based immersed boundary method,"ESAIM: Mathematical Modelling and Numer-
ical Analysis, 45, 651{674.

Li, W. and Zabaras, N. (2009), \A virtual environment for the interrogation of
3D polycrystalline microstructures including grain size e�ects,"Computational
Materials Science, 44, 1163 { 1177.

201



Liu, F. and Borja, R. I. (2008), \A contact algorithm for frictiona l crack propagation
with the extended �nite element method," International Journal for Numerical
Methods in Engineering, 76, 1489{1512.

Liu, F. and Borja, R. I. (2009), \An extended �nite element framework for slow-rate
frictional faulting with bulk plasticity and variable friction," International Journal
for Numerical and Analytical Methods in Geomechanics, 33, 1535{1560.

Liu, F. and Borja, R. I. (2010a), \Finite deformation formulation for embedded
frictional crack with the extended �nite element method," International Journal
for Numerical Methods in Engineering, 82, 773{804.

Liu, F. and Borja, R. I. (2010b), \Stabilized low-order �nite elements for frictional
contact with the extended �nite element method," Computer Methods in Applied
Mechanics and Engineering, 199, 2456 { 2471.

Marshall, S. T., Cooke, M. L., and Owen, S. E. (2008), \E�ects of Nonplanar Fault
Topology and Mechanical Interaction on Fault-Slip Distributions in the Ventura
Basin, California," Bulletin of the Seismological Society of America, 98, 1113{1127.

Mayr, M. (2010), Di�erent sliding laws on embedded interfaces using Lagrange multi-
pliers, penalty method and Nitsche's method, Diplomarbiet, Technische Universit•at
M•unchen, Munich, Germany.

Menouillard, T., Rthor, J., Combescure, A., and Bung, H. (2006), \E�cient explicit
time stepping for the eXtended Finite Element Method (X-FEM)," International
Journal for Numerical Methods in Engineering, 68, 911{939.

Menouillard, T., R�ethor�e, J., Mo•es, N., Combescure, A., and Bung, H. (2008), \Mass
lumping strategies for X-FEM explicit dynamics: Application to crack propaga-
tion," Int. J. Numer. Meth. Engng., 74, 447{474.

Meyers, M., Mishra, A., and Benson, D. (2006), \Mechanical properties of nanocrys-
talline materials," Progress in Materials Science, 51, 427 { 556.

Mo•es, N., Dolbow, J. E., and Belytschko, T. (1999), \A �nite element method for
crack growth without remeshing," Int. J. Numer. Meth. Engng., 46, 131{150.

Mo•es, N., Cloirec, M., Cartraud, P., and Remacle, J. F. (2003), \A computational
approach to handle complex microstructure geometries,"Computer Methods in
Applied Mechanics and Engineering, 192, 3163 { 3177.

Mo•es, N., B�echet, E., and Tourbier, M. (2006), \Imposing Dirichlet boundary con-
ditions in the extended �nite element method," Int. J. Numer. Meth. Engng., 67,
1641{1669.

202



Mourad, H. M., Dolbow, J., and Harari, I. (2007), \A bubble-stabilized �nite element
method for Dirichlet constraints on embedded interfaces,"Int. J. Numer. Meth.
Engng., 69, 772{793.

Nistor, I., Guiton, M. L. E., Massin, P., Mo•es, N., and G�eniaut, S. (2009), \An
X-FEM approach for large sliding contact along discontinuities,"International
Journal for Numerical Methods in Engineering, 78, 1407{1435.

Nitsche, J. (1971), \•Uber ein Variationsprinzip zur L•osung von Dirichlet-Problemen
bei Verwendung von Teilr•aumen, die keine Randbedingungen untervorfen sind,"
Abh. Math. Univ. Hamburg, 36, 9{15.

Oden, J. and Pires, E. (1984), \Algorithms and numerical results for �nite element
approximations of contact problems with non-classical friction laws," Computers
and Structures, 19, 137 { 147.

Osher, S. and Fedkiw, R. (2002),Level Set Methods and Dynamic Implicit Surfaces,
vol. 153, Springer-Verlag.

Peskin, C. S. (2002), \The immersed boundary method,"Acta Numerica, 11, 479{
517.

Pitk•aranta, J. (1979), \Boundary subspaces for the �nite element method with La-
grange multipliers," Numerische Mathematik, 33, 273{289.

Pitk•aranta, J. (1980), \Local stability conditions for the Babuka method of Lagrange
multipliers," Mathematics of Computation, 35, 1113{1129.

Pitk•aranta, J. (1981), \The �nite element method with Lagrange multipliers for
domains with corners,"Mathematics of Computation, 37, 13{30.

Plesch, A., Shaw, J. H., Benson, C., Bryant, W. A., Carena, S., Cooke, M., Dolan, J.,
Fuis, G., Gath, E., Grant, L., Hauksson, E., Jordan, T., Kamerling, M.,Legg, M.,
Lindvall, S., Magistrale, H., Nicholson, C., Niemi, N., Oskin, M., Perry, S., Planan-
sky, G., Rockwell, T., Shearer, P., Sorlien, C., Sss, M. P., Suppe, J., Treiman, J.,
and Yeats, R. (2007), \Community Fault Model (CFM) for Southern California,"
Bulletin of the Seismological Society of America, 97, 1793{1802.

Rangarajan, R., Lew, A., and Buscaglia, G. C. (2009), \A discontinuous-Galerkin-
based immersed boundary method with non-homogeneous boundary conditions
and its application to elasticity," Computer Methods in Applied Mechanics and
Engineering, 198, 1513 { 1534.

Remmers, J. J. C., Wells, G. N., and de Borst, R. (2001), \Analysis ofdelamination
growth with discontinuous elements,"Solids, Structures and Coupled Problems in
Engineering, Proceedings of the Second European Conference on Computational
Mechanics, 2, 906 { 907.

203



Remmers, J. J. C., Borst, R. d., and Needleman, A. (2003), \A cohesive segments
method for the simulation of crack growth,"Computational Mechanics, 31, 69{77.

Robbins, J. and Voth, T. (2007), \An extended �nite element formulation for mod-
eling the response of polycrystalline materials to shock loading,"15th APS Topical
Conference on Shock Compression of Condensed Matter, KohlaCoast, HI, 24-29
June.

Rooney, M., Roberts, J. C., Murray, G. M., and Romenesko, B. M. (2000), \Advanced
Materials: Challenges and Opportunities,"Johns Hopkins APL Technical Digest,
21, 516{527.

Rozycki, P., Moes, N., Bechet, E., and Dubois, C. (2008), \X-FEM explicit dynamics
for constant strain elements to alleviate mesh constraints on internal or external
boundaries," Computer Methods in Applied Mechanics and Engineering, 197, 349
{ 363.

Sanders, J. D., Dolbow, J. E., and Laursen, T. A. (2009), \On the methods for
stabilizing constraints over enriched interfaces in elasticity,"Int. J. Numer. Meth.
Engng., 78, 1009{1036.

Sanders, J. D., Laursen, T. A., and Puso, M. A. (2012), \A Nitscheembedded mesh
method," Computational Mechanics, 49, 243{257.

Sanyal, S. and Butler, S. J. (2005), \An Analysis of Power Generation Prospects from
Enhanced Geothermal Systems,"Proceedings of World Geothermal Congress.

Shabir, Z., der Giessen, E. V., Duarte, C., and Simone, A. (2011), \The role of
cohesive properties on intergranular crack propagation in brittle polycrystals,"
Modelling and Simulation in Materials Science and Engineering, 19, 35006{35026.

Siavelis, M., Guiton, M. L. E., Massin, P., and Mo•es, N. (2012), \Large sliding
contact along branched discontinuities with X-FEM,"Computational Mechanics,
pp. 1{19.

Simo, J. and Hughes, T. (1998),Computational Inelasticity, Interdisciplinary applied
mathematics: Mechanics and materials, Springer.

Simo, J. and Laursen, T. (1992), \An augmented lagrangian treatment of contact
problems involving friction," Computers and Structures, 42, 97 { 116.

Simone, A. (2004), \Partition of unity-based discontinuous elements for interface
phenomena: computational issues,"Commun. Numer. Meth. Engng., 20, 465{478.

Simone, A., Duarte, C. A., and Van der Giessen, E. (2006), \A Generalized Finite
Element Method for polycrystals with discontinuous grain boundaries," Interna-
tional Journal for Numerical Methods in Engineering, 67, 1122{1145.

204



Stenberg, R. (1998), \Mortaring by a method of JA Nitsche,"Computational me-
chanics, New Trends and Applications, CIMNE, Barcelona, Spain.

Sukumar, N., Srolovitz, D. J., Baker, T. J., and Pr�evost, J.-H. (2003), \Brittle frac-
ture in polycrystalline microstructures with the extended �nite element method,"
International Journal for Numerical Methods in Engineering, 56, 2015{2037.

Tester, J. W., Anderson, B., Batchelor, A., Blackwell, D., DiPippo, R., Drake, E.,
Garnish, J., Livesay, B., Moore, M., Nichols, K., et al. (2006), \The future of
geothermal energy: Impact of enhanced geothermal systems (EGS) on the United
States in the 21st century,"Massachusetts Institute of Technology, DOE contract
DE-AC07-05ID14517 �nal report.

Warner, D. and Molinari, J. (2006), \Micromechanical �nite element modeling of
compressive fracture in con�ned alumina ceramic,"Acta Materialia, 54, 5135 {
5145.

Wei, Y. and Anand, L. (2004), \Grain-boundary sliding and separation in polycrys-
talline metals: application to nanocrystalline fcc metals,"Journal of the Mechanics
and Physics of Solids, 52, 2587 { 2616.

Wriggers, P. (2006),Computational Contact Mechanics, Springer.

Wriggers, P. and Zavarise, G. (2008), \A formulation for frictionless contact problems
using a weak form introduced by Nitsche,"Comput. Mech., 41, 407{420.

Wriggers, P., Van, T. V., and Stein, E. (1990), \Finite element formulation of large
deformation impact-contact problems with friction," Computers and Structures,
37, 319 { 331.

Yvonnet, J., Quang, H., and He, Q.-C. (2008), \An XFEM/level set approach to
modelling surface/interface e�ects and to computing the size-dependent e�ective
properties of nanocomposites,"Computational Mechanics, 42, 119{131.

Zohdi, T. I. and Wriggers, P. (2005),An introduction to computational microme-
chanics, vol. 20, Springer.

Zunino, P. (2009), \Discontinuous Galerkin Methods Based on Weighted Interior
Penalties for Second Order PDEs with Non-smooth Coe�cients,"J. Sci. Comput.,
38, 99{126.

Zunino, P., Cattaneo, L., and Colciago, C. M. (2011), \An un�tted interface penalty
method for the numerical approximation of contrast problems,"Appl. Numer.
Math., 61, 1059{1076.

205



Biography

Srinivas Chandrasekhar Annavarapu was born in Raipur, India on December 10th ,

1985. He graduated from the Indian Institute of Technology, Madras (IIT-M) in

Chennai, India with a B. S. in Civil Engineering in 2007. In the fall of 2007, he

joined the Department of Civil and Environmental Engineering as a graduate fellow

and received his doctorate in April, 2013.

In the fall of 2012, he was awarded the Mahato fellowship by the Pratt School of

Engineering at Duke University. He is also the recipient of Travel fellowships from

the International Center of Numerical Methods in Engineering (CIMNE), Barcelona

and United States Association of Computational Mechanics (USACM) in summer

2012.

While at Duke, he has authored and co-authored several peer-reviewed journal

articles, such as, \Robust imposition of Dirichlet boundary conditions on embedded

surfaces." (Hautefeuille et al., 2012), \Stable imposition of sti� constraints in explicit

dynamics for embedded �nite element methods." (Annavarapu et al., 2012b), and

\A robust Nitsche's formulation for interface problems." (Annavarapu et al., 2012a).

In addition, the journal articles, "A Nitsche Stabilized Embedded Finite Element

Method for Frictional Sliding Problems. Part I: Single Interface" (Annavarapu et al.,

2013a) and "A Nitsche Stabilized Embedded Finite Element Method forFrictional

Sliding Problems. Part II: Intersecting Interfaces" (Annavarapu et al., 2013b) were

also authored by him at Duke University and are currently in revision.

206


	Abstract
	List of Tables
	List of Figures
	List of Abbreviations and Symbols
	Acknowledgements
	1 Introduction
	1.1 Motivation
	1.1.1 Computational micro-mechanics
	1.1.2 Computational geosciences

	1.2 Computational challenges
	1.3 Thesis objectives and overview

	2 Imposing Dirichlet Constraints Over Embedded Surfaces
	2.1 Introduction
	2.2 Model Problem and Variational Formulation
	2.2.1 Variational Methods for Constraint Enforcement
	2.2.2 Augmented Lagrangian and Nitsche's method

	2.3 Discretization and Implementation
	2.3.1 Discretization of the bulk field
	2.3.2 Implementation of Nitsche's method
	2.3.3 Discretization of the Lagrange multiplier
	2.3.4 Implementation of the stable Lagrange multiplier method

	2.4 Numerical Examples
	2.4.1 Triple cosine field
	2.4.2 Logarithmic field
	2.4.3 Comparative study on constraint enforcement

	2.5 Discussion
	2.6 Conclusion

	3 Imposing Stiff Interfacial Constraints Over Embedded Surfaces in Explicit Dynamics
	3.1 Introduction
	3.2 Model Problem and Variational Formulations
	3.2.1 Variational forms

	3.3 Spatial Discretization
	3.3.1 Dual approach
	3.3.2 Primal approaches
	3.3.3 Estimate for the stabilization parameter

	3.4 Temporal Discretization
	3.4.1 Stability analysis
	3.4.2 Mass lumping approach based on kinetic energy conservation

	3.5 Numerical Examples
	3.5.1 Impact loading

	3.6 Conclusion

	4 A Robust Nitsche's Method for Interface Problems
	4.1 Introduction
	4.2 Model problem and variational formulation
	4.2.1 Weak form

	4.3 Spatial discretization
	4.3.1 Discrete equations
	4.3.2 Estimate for the stabilization parameter

	4.4 Numerical examples
	4.4.1 Sensitivity study
	4.4.2 Pure bending
	4.4.3 Popcorn interface

	4.5 Conclusion

	5 A Nitsche Stabilized Embedded Finite Element Method for Frictional Sliding Problems
	5.1 Introduction
	5.2 Model problem and variational formulation
	5.2.1 Governing equations for linear elastostatics and sliding contact
	5.2.2 Variational form

	5.3 Algorithmic treatment and discretization
	5.3.1 Weighted Nitsche's method for frictional sliding
	5.3.2 Spatial discretization
	5.3.3 Discrete equations
	5.3.4 Estimate for the stabilization parameter and interfacial weights

	5.4 Numerical examples
	5.4.1 Perfectly plastic interface
	5.4.2 Coulombian frictional law

	5.5 Conclusion

	6 A Nitsche Stabilized Embedded Finite Element Method for Junctions
	6.1 Introduction
	6.2 Model problem and variational formulation
	6.2.1 Weak form

	6.3 Discretization
	6.3.1 Stability

	6.4 Numerical examples
	6.4.1 Sensitivity study
	6.4.2 Poisson's equation
	6.4.3 Composite beam study
	6.4.4 Unit cell geometry
	6.4.5 Polycrystalline geometry

	6.5 Conclusion

	7 Conclusion
	A A Nitsche Stabilized Embedded Finite Element Method for Junctions
	A.0.1 Frictional Sliding
	A.0.2 Weak form
	A.0.3 Discretization


	Bibliography

